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SITE PLAN - LIGHTING LAYOUT
1:500
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TYPE PART NUMBER TYPE

LIGHTING FIXTURE SCHEDULE

OVF-40-P-3-DMCGRAW-ED MH

MANUFACTURER

MARKER TAPE

STREET LIGHTING CABLES
IN 53mm DIA. DUCT
(TYPICAL)

GRANULAR 'A'
BACKFILL COMPACTED
TO 100% PROCTOR

FINISHED GRADE

76
2

30
5

25
4

15
0

UNDERGROUND CABLE INSTALLATION DETAIL
N.T.S.

SAND FILL

E61 ISSUED FOR TENDER 14/06/19 ARR

31 35

SITE PLAN LIGHTING LAYOUT
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1-0400A-E0006-001

PULL BOX

PULL BOX

(2)50mm HDPE CONDUIT
C/W PULL STRING

1. PULL BOX SHALL BE WEATHERPROOF, WATERTIGHT,
RAINPROOF, NEMA4. MANUFACTURING WJBF.
CHECKERED COVER SIDEWALK JUNCTION BOX.
CAT No. WJBF121218.

2. ALL BURIED CABLING SHALL BE INSTALLED IN HDPE
CONDUIT BURIED 1000 mm BELOW FINISHED GRADE.

3. INSTALL COPPER CLAD GROUND ROD AT END OF
LIGHTING CIRCUITS.

4. UNDERGROUND STREET LIGHT WIRING NOT SHOWN.
WIRING SHALL BE #6AWG RWU-90 INSTALLED IN
53MM HDPE CONDUIT.

UNDERGROUND POWER SUPPLY
CABLES BY MANITOBA HYDRO

75mm HDPE CONDUIT C/W TWO SETS OF
CAT6 CABLE FOR TELEPHONE AND ONE
12 STRAND FIBRE OPTIC CABLE

75mm HDPE CONDUIT C/W TWO SETS OF CAT6
CABLE FOR TELEPHONE AND ONE 12 STRAND FIBRE
OPTIC CABLE  BACK TO ADMINISTRATION BUILDING
COMMUNICATION ROOM

3C-#8 TECK

EXISTING HYDRO POLE

MOORE
B.L.

2014/06/19


