
HOT WATER HEATER WH-1 MOUNTED
ON WALL 1800mm AFF c/w DRIP PAN
AND DRAIN PIPED TO FLOOR DRAIN

SAN-50

C.O.

SAN-75

SAN-76

DCW-13 SAN-38

50mm FILL LINE WITH SHUT OFF VALVE,
QUICK-CONNECT FITTING AND LOCKING
CAP AT EXTERIOR OF BUILDING

T

VENT CAP

GRILLE AT
WALL

DCW-13

DHW-13

F.E.

REFRIGERANT LINES  IN
CEILING SPACE FOR
DUCTLESS SPLIT
SYSTEM INDOOR UNIT

ALL DOMESTIC HOT AND COLD WATER
PIPING IN FURRED WALL AND CEILING
SECTIONS SHALL BE INSULATED

NOTE:

TT

TYPICAL ELECTRIC BASEBOARD
HEATER - REFER TO ELECTRICAL
DWGS FOR CIRCUIT AND WIRING
DETAILS

(0.50kW)

SAN-32
CONDENSATE
DRAIN

VENT THRU ROOF

50mm VENT

38mm VENT

50mm INSULATED OVERFLOW TO
BUILDING EXTERIOR WITH
SELF-REGULATING HEAT TRACE

EF

1

CU

1

SK

1

LAV

1

WC

1

AC

1

EF

2

SAC

1

SAC

2

SAN-100

SAN-100

SAN-75

SANITARY DRAIN TO BE
MINIMUM 3.5METERS
BURIED BELOW GRADE
AT 1% SLOPE TO U/G
SEWAGE HOLDING
TANK - REFER TO C2
FOR LOCATION

F.E.

PT

1

P

1

PWT

1

93
205x150

EG1
93

DG1

BH

7

WH

1

BH

4

SAN-32

BH

6

BH

3

BH

1

BH

2

BH

5

FD

1

205x150

T

DCW-20

DHW-13 IN FURRED
CEILING SPACE - REFER
TO PLAN

DCW-20 IN FURRED
CEILING SPACE - REFER
TO PLAN

HOT WATER HEATER
WH-1 MOUNTED ON WALL

POLYETHYLENE POTABLE
WATER STORAGE TANK
DWT-1 (200 US GALLON)

PRESSURE TANK
PT-1

PRESSURE PUMP
P-1

2 LAYER OF 2" BLUE BOARD STYROFOAM
INSULATION PLACED IN AN OVERLAPPING
MANNER.

STAINLESS STEEL ANCHORING STRAPS AND TURNBUCKLES SUPPLIED
AND INSTALLED IN ACCORDANCE TO THE TANK MANUFACTURER'S
RECOMMENDATIONS.

LOCKABLE CHILD PROOF LID

2" BLUE BLOARD STYROFOAM BOTH SIDES OF THE
TANK EXTENDED DOWN "5" FROM HORIZONTAL 4"
LAYER OF BLUE BOARD STYROFOAM.

MINIMUM 18" DEPTH OF 3/8" PEA GRAVEL, AS
PER TANK MANUFACTURER'S
RECOMMENDATION

CONCRETE PAD

BACKFILL WITH TOPSOIL

4" INLET

FILL WITH 3/8" PEA GRAVEL OVER TANK IN
ACCORDANCE WITH TANK MANUFACTURER'S
RECOMMENDATIONS.

STAINLESS STEEL
TIE STRAPS AS PER
TANK
MANUFACTURER.

1"Øx18" LONG SS. C/W
3" HOOK CAST INTO
CONCRETE SLAB TYP.
OF 8.

APPLY LAYERS OF PEA
GRAVEL AS PER TANK
SUPPLIER
RECOMMENDATIONS.

6 MIL POLY V.B.

12" COMPOSITE
GRANULAR FILL

UNDISTURBED
NATIVE SOIL

NEW TANK REFER TO
MECHANICAL DETAILS

PROVIDE
FLEXIBLE
CONNECTION AT
TANK INLET

BACKFILL WITH TOPSOIL

FLOOR PLAN
1:25

MECH ROOM - SECTION
1:25
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