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1. STEEL NOSING ASSEMBLY TO BE HOT DIP GALVANIZED.

2. FINISH TOP OF BEARING SEAT AREAS TO ENSURE POSITIVE
DRAINAGE (APPROX. 0.5% SLOPE) AWAY FROM BACK WALL AND
MISCELLANEOUS EMBEDDED ITEMS.

3. CONTRACTOR SHALL PROVIDE DETAILED SHOP DRAWINGS FOR
SCALE FOUNDATIONS INCLUDING REINFORCING, CONDUIT &
EMBEDDED ITEMS. SHOP DRAWINGS SHALL BE REVIEWED BY
CONTRACT ADMINISTRATOR AND SCALE SUPPLIER PRIOR TO
FARICATION.

4. CONDUIT SIZE, MATERIAL & MIN. ELBOW RADIUS SHALL BE IN
ACCORDANCE WITH SCALE SUPPLIER SPECIFICATIONS.

*  VERIFY DIMENSION IN ACCORDANCE
WITH SCALE SUPPLIER SPECIFICATIONS

5 512 909.338

W.P. No.

W.P. 57

W.P. 58

W.P. 59

W.P. 60

W.P. 62

SCALE FOUNDATIONS
WORKING POINT COORDINATES

EASTINGNORTHING

628 707.127

UTM GRID COORDINATE SYSTEM

5 512 909.463 628 713.100

5 512 909.588 628 719.074

5 512 917.654 628 711.179

5 512 917.904 628 723.127

W.P. 61 5 512 917.779 628 717.153

* W.P. 57, 58 & 59 REPRESENT INBOUND SCALE FOUNDATIONS, W.P. 60, 61 & 62
REPRESENT OUTBOUND SCALE FOUNDATIONS. VERIFY DIMENSIONS IN
ACCORDANCE WITH SCALE SUPPLIER SPECIFICATIONS.
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