
RELOCATED EXISTING FOOTBALL GOAL POST CONCRETE FOOTING
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FINISH GRADE OF GRASS. 
REPAIR SOD DAMAGE

"SONOTUBE" WRAPPED WITH 
2 LAYERS OF 4 MIL POLY - 
UPPER 1.8 M OF FOOTING

FOR REINFORCING AND CONCRETE 
REQUIREMENTS SEE DETAIL 3-L5

TOP OF CROSS BAR TO 
BE 3048 MM ABOVE 
FINISHED GRADE 
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89 MM O.D.

WELD EXISTING SALVAGED GOAL POST TO 
NEW SLEEVE EMBEDDED INTO CONCRETE 
FOOTING AT FINISHED GRADE LOCATION.  89 
MM DIA. PIPE MAY HAVE TO EXTEND 
FURTHER OUT OF GRADE IF NECESSARY TO 
ACHIEVE CROSS BAR HEIGHT.  

SCHEDULE 40 STEEL PIPE INSERT TO BE SIZED TO 
FIT TIGHT TO INSIDE OF EXISTING GOAL POST PIPE 
DIAMETER.  1200 MM LONG, SET 600 MM INTO 
STEEL POST EMBEDDED INTO CONCRETE AND 
WELDED TO STEEL POST. 

SCHEDULE 40 STEEL PIPE TO MATCH EXISTING 
GOAL POST PIPE, 1200 MM LONG AND SET INTO 
CONCRETE FOOTING.  TOP OF PIPE TO MATCH 
FINISH GRADE. 

EXISTING 89 MM DIA. SALVAGED GOAL POST TO 
BE INSTALLED PLUMB.  SLIDE OVER NEW 
GROUND SLEEVES AND CONTINUOUSLY WELDED 
TO NEW SLEEVE.  PRIME AND PAINT ALL NEW 
WELDS TO MATCH EXISTING PAINT.

FOR NEW LOCATION OF SALVAGED GOAL 
POSTS SEE DRAWING DETAIL 1-L2 .

NEW FOOTBALL GOAL POST CONCRETE FOOTING
Scale: 1:20
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FINISH GRADE OF GRASS

"SONOTUBE" WRAPPED WITH 
2 LAYERS OF 4 MIL POLY - 
UPPER 2.3 M OF FOOTING

10 M TIES @ 600 MM O.C.

8-15 M VERT. FULL LENGTH OF PILE

50 MM COVER

600 mm DIA. CONC. PILE.  CONCRETE TO 
BE TYPE 50 SULPHATE RESISTANT WITH 
A 28 DAY COMPRESSIVE STRENGHT OF 
30 MPa

TOP OF NEW CROSS BAR 
TO BE 3048 MM ABOVE 
FINISHED GRADE 

NEW FOOTBALL GOAL POST GROUND SLEEVE TO 
BE IMBEDDED PLUMB AND VERTICAL INTO WET 
CONCRETE.  CUT BOTTOM PLATE OFF GROUND 
SLEEVE (NOT SHOWN) AND WELD STUDS TO THE 
GROUND SLEEVE.   GOAL POST SLIDES INTO 
GROUND SLEEVE.

SOD AND 150 MM 
DEPTH TOPSOIL
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10 M TIES @ 300 MM O.C. (FROM TOP OF 
PILE TO 1500 MM DEPTH)
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6 mm DIA. NELSON STUDS x 
100 MM LONG.  WELD TO 
POST AS SHOWN (16 TOTAL).

PLAN 
VIEW

SECTION

EXISTING CLUB 
HOUSE BUILDING

TOPSOIL DEPTHS AND SODDING PLAN
Scale: 1:750
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CITY   LANE CBCBCB
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SCALE  -  as plotted
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FOOTBALL FIELD AREA
100 MM SALVAGED TOPSOIL COVERED WITH 
ADDITIONAL 100 MM OF IMPORTED TOPSOIL
AND SOD (TOTAL AREA 10,600 M2)

MINI SOCCER FIELD AREA
100 MM SALVAGED TOPSOIL 
COVERED WITH ADDITIONAL 100 
MM OF IMPORTED TOPSOIL
AND SOD  (TOTAL AREA 3,000 M2)

3/4 SOCCER FIELD AREA
100 MM SALVAGED TOPSOIL 
COVERED WITH ADDITIONAL 100 
MM OF IMPORTED TOPSOIL
AND SOD  (TOTAL AREA 5,100 M2)

75 MM DEPTH IMPORTED 
TOPSOIL AND SOD

75 MM DEPTH IMPORTED 
TOPSOIL AND SOD

75 MM DEPTH IMPORTED 
TOPSOIL AND SOD

75 MM DEPTH IMPORTED 
TOPSOIL AND SOD

NOTE:  THE COMPLETION OF THE FOOTBALL FIELD IS TO BE 
PRIORITY NUMBER ONE OVER THE REMAINGIN THE SITE 
WORKS, TO ALLOW AN EARLIER TURNOVER OF THE FOOTBALL 
FIELD.

EXISTING CLUB 
HOUSE BUILDING

GENERAL LAYOUT PLAN
Scale: 1:500
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CONFIRM THERE IS AT LEAST 3 METRES 
FROM GRANULAR TRENCH TO BACK OF 
TIMBER WALL.  CONTACT CONTRACT 
ADMINISTRATOR IF DISTANCE CAN NOT BE 
MET PRIOR TO CONSTRUCTION 
COMMENCING

EXISTING CHAIN LINK 
FENCE BASEBALL 
BACKSTOP AND WINGS

SEE DTL. 6-L2 FOR 
LAYOUT IN THIS AREA

1.5

RELOCATED BLEACHER TO 
BE CENTRED ON BACKSTOP

UNDERGROUND GRANULAR DRAIN
(400 MM WIDTH)

OUTLINE OF REGULATION SIZE FOOTBALL FIELD

FUTURE LIGHT 
STANDARD

FUTURE LIGHT 
STANDARD

FUTURE LIGHT 
STANDARD

FUTURE LIGHT 
STANDARD

BROKEN LINE INDICATES 50 MM DIA. POLYETHELENE 
CONDUIT TO BE BURIED MINIMUM 600 MM BELOW FINISH 
GRADE FOR FUTURE LIGHT STANDARD WIRING.  CONDUIT 
IS PART OF THIS CONTRACT.  CAP BOTH ENDS OF THE 
CONDUIT AND INSTALL A 19 MM x 400 MM LONG BURIED 
METRAL RE-BAR STAKE AT ENDS OF CONDUIT FOR 
FUTURE LOCATING.  INSTALL CONDUIT FROM SOUTH 
UNDERGROUND GRANULAR TRENCH TO EXISTING 
INTERLOCKING PAVED PATIO BY BUILDING.  CONDUIT IS 
TO PASS UNDER NORTH UNDERGROUND TRENCH (DEEPER 
BY TRENCH LOCATION IF NECESSARY.  THE NEW PIPE 
SHALL BE PUSHED IN.  OPEN TRENCHING IS NOT 
PERMITTED

NOTE: ALL UNDERGROUND TRENCHES 
AND PLAYFIELDS ARE TO  BE 
PARALLEL AND NINETY DEGREES TO 
CITY LANE

LOCATE 
UNDERGROUND 
TRENCH FROM MOST 
EASTERLY EXISTING 
WOOD BOLLARD

MAGINOT    STREET

12

END OF EXISTING 
CHAIN LINK FENCING

NEW FOOTBALL GOAL 
POST.  SEE FOOTING 
DETAIL 3-L5

2.81

FRONT OF CROSS ARM TO 
FRONT OF POST DISTANCE 
FOR SPECIFIED POST

CONTRACTOR TO REMOVE 10 EXISTING 
DAMAGED WOOD BOLLARS AND INSTALL 
NEW ONES TO SCD-105B

NEW CATCH BASIN NO: 1
SEE DRAWING 1-L2
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