
This drawing must not be scaled.!
!
The general Contractor must verify all dimensions, datums and 
levels prior to commencement of work. All errors and omissions 
must be reported immediately to the Architect.!
!
Variations and modifications to work shown on this drawing 
shall not be carried out without written permission from the 
Architect.!
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REFLECTED CEILING PLAN
SCALE 1:100
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MEZZANINE REFLECTED CEILING PLAN
SCALE 1:100
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- ELECTRICAL WORK/MODIFICATION TO BE COMPLETED BY 
ELECTRICAL TRADE.!
!
- MECHANICAL WORK/MODIFICATION TO BE COMPLETED BY 
MECHANICAL TRADE.!
!
- RELOCATE UTILITIES TO NEW LOCATIONS WHERE AND AS REQUIRED. 
(SEE MECHANICAL & ELECTRICAL DRAWINGS.)!
!
- READ NEW PROPOSED FLOOR PLAN IN CONJUNCTION WITH 
DEMOLITION PLAN, STRUCTURAL, MECHANICAL AND ELECTRICAL 
DOCUMENTS.!
!
- PATCH AND REPAIR ALL EXISTING GYPSUM CEILINGS WERE WALLS 
HAVE BEEN DEMOLISHED. SEAMLESSLY TRANSITION BETWEEN NEW 
AND EXISTING - TYPICAL.!
!
- CONSULT THE ARCHITECT IF ANY UNCERTAINTIES AND/OR 
DISCREPANCIES ARISE.!
!
- ALL NON-FIXED MILLWORK MAY NOT BE SHOWN AND WILL REQUIRE 
STORAGE AND RELOCATION AFTER CONSTRUCTION IS COMPLETED.!
!
- MECHANICAL AND ELECTRICAL EQUIPMENT, FIXTURES, ETC. TO BE 
MODIFIED, REMOVED, RELOCATED AND/OR REPLACED AS REQUIRED 
FOR RENOVATION AND AS PER MECHANICAL AND ELECTRICAL 
DEMOLITION DRAWINGS. !
!
- ALLOW FOR INSTALLATION OF NEW ACCESS PANELS IN EXISTING 
GYPSUM CEILINGS AS REQUIRED BY MECHANICAL AND ELECTRICAL. 
COORDINATE QUANTITY AND LOCATIONS WITH MECHANICAL AND 
ELECTRICAL DRAWINGS - TYPICAL.!
!
- MAKE GOOD ALL DISTURBED EXISTING CONDITIONS SHOWN TO 
REMAIN.

GENERAL  NOTES: 
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REFLECTED CEILING PLAN LEGEND:

SURFACE-MOUNTED FIXTURE

RECESSED POT LIGHT

WALL-MOUNTED FIXTURE

DIFFUSER - SEE MECHANICAL
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CLOSET
M03

4

4 4 4

GALLERY M04 BULKHEAD DETAIL
SCALE 1:10

3
A-3.2

NEW ALUMINUM 
WINDOW- SEE 

WINDOW DETAILS

EXISTING BATT INSULATION

EXISTING 38x140 WOOD STUD

EXISTING 13mm GYPSUM

EXISTING ELECTRICAL CONDUIT!
- SEE ELECTRICAL

EXISTING 200mm CONCRETE SLAB

NEW 13mm PAINTED GYPSUMNEW 64mm !
STEEL STUD FRAMING

NEW 13mm PAINTED GYPSUM

NEW 64mm STEEL STUD FRAMING

LINE OF !
BULKHEAD!
@ 2161

GALLERY
M04

U/S GYP BULKHEAD!
ELEV. 102 158

TYPICAL BULKHEAD DETAIL
SCALE 1:10

4
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DASHED LINE INDICATES NEW !
ACOUSTIC PANELS FOR ENTIRE !
PERIMETER OF ROOM

STORAGE
M29
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U/S CONCRETE!
ELEV. 102 413

CANTEEN M06 PASS-THRU ELEVATION
SCALE 1:10
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D05

EXISTING PASS-THRU!
& ROLLING SHUTTER

EXISTING STAINLESS 
STEEL SHELF TO 

REMAIN AS IS

NEW DOOR & FRAME!
- SEE DOOR & FRAME !
SCHEDULE
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TYPICAL REFLECTED CEILING PLAN  NOTES: 

- ALL NEW AND EXISTING GYPSUM CEILINGS ARE TO BE PAINTED UNLESS OTHERWISE NOTED. SEE 
ROOM FINISH SCHEDULE.!
!
- SEE ELECTRICAL DRAWINGS FOR EXISTING LIGHT FIXTURES TO BE REMOVED, RELOCATED AND 
REUSED OR TO REMAIN AS IS.!
!
- SEE ELECTRICAL DRAWINGS FOR NEW LIGHT FIXTURE LOCATIONS.!
!
- REMOVE EXISTING GYPSUM AS REQUIRED FOR MODIFICATION OF EXISTING DUCTS AND 
INSTALLATION OF NEW MECHANICAL AND ELECTRICAL WORK. SEE MECHANICAL AND ELECTRICAL 
DRAWINGS FOR EXTENT OF RENOVATION WORK - TYPICAL.!
!
- PATCH AND MAKE GOOD ALL EXISTING GYPSUM CEILINGS AS REQUIRED FOR NEW WORK. ENSURE 
SMOOTH TRANSITION BETWEEN NEW AND EXISTING. PREPARE GYPSUM FOR NEW PAINT.!
!
- SUPPLY AND INSTALL CEILING ACCESS DOORS AS REQUIRED FOR MEHCNAICAL AND ELECTRICAL. 
SEE MECHANICAL AND ELECTRICAL DRAWINGS FOR QUANTITY AND LOCATION.!
!
- ALL NEW PENETRATIONS THROUGH EXISTING FIRE RATED WALLS AND CEILINGS ARE TO BE FIRE 
STOPPED - TYPICAL.
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REFLECTED CEILING PLAN NUMBERED NOTES: 

EXISTING LIGHT FIXTURE TO REMAIN AS IS - SEE ELECTRICAL!
!
PATCH AND REPAIR EXISTING GYPSUM CEILING AS REQUIRED FOR EXTENT OF DEMOLITION 
AND INSTALLATION OF NEW PARTITION WALLS - TYPICAL.!
!
NEW 610x610 CEILING TILE AND GRID. NEW GRID TO MATCH EXISTING AND RESPECT 
EXISTING CEILING COMPONENTS TO REMAIN.!
!
NEW EXTERIOR LIGHT FIXTURE - SEE ELECTRICAL.!
!
EXISTING AREA TO REMAIN AS IS UNLESS OTHERWISE NOTED. READ IN CONJUNCTION WITH 
MECHANICAL AND ELECTRICAL DRAWINGS AND SPECIFICATIONS.!
!
NEW 64mm STEEL STUD AND 13mm PAINTED GYPSUM BULKHEAD.
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LINE OF BULKHEAD!
@ 2495
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EXISTING 200 CONCRETE BLOCK

EXISTING 200mm CONCRETE SLAB

U/S GYP BULKHEAD!
ELEV. 102 495

NEW 13mm PAINTED GYPSUM
NEW 64mm STEEL STUD FRAMING

CANTEEN
M06

NEW 300x200 DUCT - SEE MECH.

U/S SUSP. CEILING!
ELEV. 102 800

EXISTING SUSPENDED CEILING!
- 2 LAYERS 16mm TYPE 'X' GYPSUM

NOTE: ALL NEW PENETRATIONS 
THROUGH EXISTING RATED WALLS 
AND CEILINGS ARE TO BE FIRE 
STOPPED - TYPICAL.

NOTE: ALL NEW PENETRATIONS 
THROUGH EXISTING RATED WALLS 
AND CEILINGS ARE TO BE FIRE 
STOPPED - TYPICAL.

EXTERIOR SIGN ELEVATION
SCALE 1:50
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WESTON MEMORIAL !
COMMUNITY CENTRE

EXISTING GLULAM BEAMS 
ABOVE TO REMAIN AS IS
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610x610 RUBBER !
PAVING MAT

MEHANICAL EQUIPMENT !
SUPPORT FRAME!

- SEE MECHANICAL
FASTEN SUPPORT!
FRAME TO RUBBER MAT

MECH. EQUIP. STAND !
ROOF SUPPORT DET.
SCALE 1:10
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ROOF PENETRATION DETAIL
SCALE 1:10
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300mm TALL, INDIVIDUALLY!
CUT AND MOUNTED SIGN LETTERS!
- SEE SPEC.NEW WINDOWS!

- SEE SPEC
NEW EXIT DOOR!
- SEE DOOR & FRAME!
SCHEDULE

D34

22 2

GENTALLY SLOPE GRADE!
DOWN FROM DOOR!
- SLOPE TO BE LESS THAN 5%

4

VENT
THALER SJ-27 ALUMINUM!

STACK JACK FLASHING

SEAL V.B. TO VENT THALER SJ-27 ALUMINUM !
STACK JACK FLASHING

LAP NEW LAYER OF BITUMEN MEMBRANE !
150mm MIN. ALL AROUND
LAP NEW LAYER OF BITUMEN MEMBRANE!
300mm MIN. ALL AROUND

PROVIDE NEW OPENING IN EXISTING!
ROOF AS REQUIRED FOR NEW!
MECHANICAL PENETRATIONS

FILL GAPS WITH TYPE 2, CLOSED!
CELL SPRAY FOAM INSULATION

LAP & SEAL EXISTING!
ROOF MEMBRANES !

BACK OVER PENETRATION

NOTE:!
- NEW THALER SJ-27 SLUMINUM STACK JACK 
FLASHING TO BE INSTALLED AS PER 
MANUFACTURER'S INSTRUCTIONS. !
!
- ENSURE PROPER LAP & SEAL BETWEEN ALL 
NEW AND EXISTING ROOF COMPONENTS - 
TYPICAL.

457

30
5

1,063 EQUAL EQUAL EQUAL EQUAL 1,063

25
5 

S.
C

1,
12

3m
m 

SI
TE

 C
ON

FI
RM

1,600mm SITE CONFIRM 490mm S.C.

1,
09

3m
m 

SI
TE

 C
ON

FI
RM

457

30
5

4,
57

2

8,534 1,372

70
5

25
4 

MI
N.

3,
29

7

1,422 SITE CONFIRM


