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CROSS SECTION A-A

210
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2.1m Ø ROCKFILL

COLUMNS

NORMAL SUMMER WATER LEVEL AT ± 223.8m

WINTER ICE LEVEL AT ± 222.5m

(21 JANUARY 2014)

HIGH PLASTIC CLAY

SILT TILL

COMPACTED GRANULAR FILL TO PRE-EXISTING GRADE

FINAL SURFACE
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CROSS SECTION B-B
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1.0m MIN. INTO
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HIGH PLASTIC CLAY

SILT TILL

NORMAL SUMMER WATER LEVEL AT ± 223.8m

WINTER ICE LEVEL AT ± 222.5m

(21 JANUARY 2014)

FINAL SURFACE

0.3m COMPACTED CLAY CAP ABOVE EL. 225.0m

(SEE DETAIL 5 IN WX17318 - D5)
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CROSS SECTION C-C
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NORMAL SUMMER WATER LEVEL AT ± 223.8m

WINTER ICE LEVEL AT ± 222.5m

(21 JANUARY 2014)

SILT TILL

HIGH PLASTIC CLAY

2.1m Ø ROCKFILL

COLUMNS

1.0m MIN. INTO

SILT TILL

FINAL SURFACE

0.3m COMPACTED CLAY CAP ABOVE EL. 225.0m

(DETAIL 6 IN WX17318 - D5)
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NOTES:

1. ROCKFILL COLUMNS TO BE INSTALLED IN ACCORDANCE TO LAYOUT PRESENTED IN DETAIL 1 OF DRAWING WX17318-D5.

2. TYPICAL ROCKFILL COLUMN LAYOUT TO VARY WITHIN THE AREAS SHOWN. CONTRACTOR TO LAYOUT ROCKFILL COLUMNS BASED ON COORDINATES PROVIDED IN SPECIFICATION E.15.6.2.

3. CLAY CAP COMPACTED TO 95% SPMDD.

4. GRANULAR FILL COMPACTED TO 98% OF SPMDD.

COMPACTED GRANULAR FILL

ISSUED FOR CLIENT REVIEWB 20 NOV.2015 GC

ISSUED FOR CONSTRUCTIONC 03 DEC.2015 GC




