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LEGEND

EXISTING WALL TO BE DEMOLISHED

EXISTING DOOR TO BE DEMOLISHED

EXISTING DOOR TO REMAIN

EXISTING WALL TO REMAIN

EXISTING LIGHTS TO BE RELOCATED - REFER 
TO ELECT. 

EXISTING ACOUSTIC CEILING GRID TO 
REMAIN. 

EXISTING ACOUSTIC CEILING TILE AND GRID 
TO BE DEMOLISHED. 

EXISTING SPRINKLER TO BE RELOCATED - 
REFER TO MECH.

ZONE 1 - DEMO

NEW DOOR

DEMOLITION PLAN
SCALE: 1/4" = 1'0"

1

A1.1
DEMOLITION REFLECTED CEILING PLAN
SCALE: 1/4" = 1'0"

2

A1.1

1

KEYNOTES

DEMOLISH EXISTING ELECTRICAL PANEL - REFER 
TO ELEC. 

2 DEMOLISH EXISTING MILLWORK AND SUPPORTS

3 DEMOLISH DISHWASHER - REFER TO MECH. AND 
ELECT. 

4 DEMOLISH EXISTING O/H SHUTTERS C/W WALL

5 DEMOLISH EXISTING CERAMIC WALL TILE. PATCH 
GWB AND MAKE GOOD FOR NEW PAINT. 

6 DEMOLISH SINK C/W GREASE INTERCEPTOR- 
REFER TO MECH. 

7 REMOVE EXISTING STOVE AND RETURN TO CITY 
OF WINNIPEG

8 DEMOLISH EXISTING MECH EQUIP. - REFER TO 
MECH. AND ELECT. 

9 DEMOLISH EXISTING SHEET VINYL FLOORING. 
CLEAN AND PATCH CONCRETE FLOOR AND MAKE 
GOOD.

10 DEMOLISH EXISTING CEILING DIFFUSERS - REFER 
TO MECH. 

11 DEMOLISH EXISTING A.C.T. AND GRID 

12 MODIFY EXISTING A.C.T. AND GRID TO SUIT 
ADJACENT DEMOLISHED GRID/GWB. REPLACE 
WITH EXISTING A.C.T. 

13 DEMOLISH EXISTING GWB BULKHEAD

14 NOT USED

15 DEMOLISH EXISTING POT LIGHTS - REFER TO 
ELECT. 

16 NOT USED 

17 REMOVE PAPER TOWEL DISPENSER AND RETURN 
TO CITY OF WINNIPEG. 

18 REMOVE SOAP DISPENSER AND RETURN TO CITY 
OF WINNIPEG. 

19 EXISTING REFRIGERATORS TO BE REMOVED AND 
STORED BY CITY OF WINNIPEG. 

20 DEMOLISH EXISTING HOOD AND ALL ASSOCIATED 
COMPONENTS - REFER TO MECH. AND ELECT. 

1.FIRERATED WALL TYPE SYMBOLS ARE DESIGNATED WITH AN "R". REFER TO 
REFLECTED CEILING PLAN FOR LOCATION AND RATING OF FIRE RATED WALLS. FIRE 
RESISTANCE RATINGS (FRR) AND SOUND TRANSMISSION CLASSES (STC) ARE SHOWN 
FOR REFERENCE ONLY.

2.REFER TO ROOM FINISH SCHEDULE AND INTERIOR ELEVATIONS FOR WALL FINISHES.

3.ALL ACOUSTICALLY INSULATED WALLS BETWEEN DIFFERENT TENANT SPACES AND/OR 
BETWEEN TENTANT SPACES AND CORRIDORS TO EXTEND TO UNDERSIDE OF FLOOR 
STRUCTURE OR DECK ABOVE . SEAL WITH ACOUSTIC CAULKING AT PERIMETER AND ALL 
PENETRATIONS. REFER TO DETAILS AND CEILING PLAN.

4.PROVIDE TILE BACKER BEHIND ALL CERAMIC TILE FINISHES.

5.CONSTRUCT FIRE RATED  WALLS TO UNDERSIDE OF FLOOR STRUCTURE OR DECK 
ABOVE. 

6.ACOUSTIC INSULATION IN FIRE RATED WALLS TO BE MINERAL FIBRE PROCESSED 
FROM ROCK OR SLAG WITH A MASS OF AT LEAST 2.8 kg/m2 FOR 3 1/2" THICKNESS. 
REFER TO SPEC.

7.ALL EXIT STAIR WALLS TO BE FIRE SEPARATIONS. 

8.ACOUSTICALLY SEPARATE BACK TO BACK ELECTRICAL BOXES WHICH CANNOT BE 
SEPARATED BY MIN. 16"(1 FULL STUD SPACE), ATTACH DOUBLE LAYER  5/8" GWB TO SIDE 
OF STUD FROM FLOOR TO 48" HIGH. SEAL WITH ACOUSTIC CAULK ON BOTTOM AND 
SIDES.

9.ALL INTERIOR WALL DIMENSIONS TO OUTSIDE FACE OF GYPSUM BOARD. COORDINATE 
STUDS TO SUIT.

10. PROVIDE SLIP-JOINT FOR ALL FULL HEIGHT PARTITIONS. MAINTAIN FIRE RESISTANCE 
RATING WHERE REQUIRED.

11. OFFSET DOOR FRAMES 4" FROM FACE OF WALL UNLESS OTHERWISE NOTED.

BID OPPORTUNITY 1034 - 2015

D XC C B D XC C B

X1

X2

X3

X1

X2

X3

19 EXISTING REFRIGERATORS TO BE REMOVED AND 
STORED BY CITY OF WINNIPEG. 

20 DEMOLISH EXISTING HOOD AND ALL ASSOCIATED 
COMPONENTS - REFER TO MECH. AND ELECT. 

21 DEMOLISH MILLWORK AND ± 3' 6" HIGH GWB WALL 
IN ITS ENTIRETY. PATCH AND MAKE GOOD 
CONCRETE FLOOR AND COLUMN SURFACES 
AFFECTED. 

22 EXISTING BASEBOARD HEATERS TO REMAIN - 
REFER TO PLAN FOR REPAIRS. 

23 EXISTING WINDOWS TO REMAIN 

24 DEMOLISH PLYWOOD PANEL UNDER MILLWORK 
FOR FULL LENGTH OF WALL. PATCH WALL AND 
MAKE GOOD FOR NEW PAINT. 

25 NOT USED

26 DEMOLISH EXISTING BASEBOARD 

27 EXISTING PLASTIC WALL PANEL TO REMAIN. 
PATCH WALL AND MAKE GOOD FOR NEW PAINT. 

28 EXISTING GUARDRAIL TO REMAIN. 

29 EXISTING STEEL STAIR TO REMAIN. 

30 EXISTING CEILING HEIGHT CHANGE SHOWN FOR 
REFERENCE

31 NOT USED

32 REMOVE EXISTING LIGHTS AND STORE FOR 
RE-INSTALL IN RENOVATION. 

1.FIRERATED WALL TYPE SYMBOLS ARE DESIGNATED WITH AN "R". REFER TO 
REFLECTED CEILING PLAN FOR LOCATION AND RATING OF FIRE RATED WALLS. FIRE 
RESISTANCE RATINGS (FRR) AND SOUND TRANSMISSION CLASSES (STC) ARE SHOWN 
FOR REFERENCE ONLY.

2.REFER TO ROOM FINISH SCHEDULE AND INTERIOR ELEVATIONS FOR WALL FINISHES.

3.ALL ACOUSTICALLY INSULATED WALLS BETWEEN DIFFERENT TENANT SPACES AND/OR 
BETWEEN TENTANT SPACES AND CORRIDORS TO EXTEND TO UNDERSIDE OF FLOOR 
STRUCTURE OR DECK ABOVE . SEAL WITH ACOUSTIC CAULKING AT PERIMETER AND ALL 
PENETRATIONS. REFER TO DETAILS AND CEILING PLAN.

4.PROVIDE TILE BACKER BEHIND ALL CERAMIC TILE FINISHES.

5.CONSTRUCT FIRE RATED  WALLS TO UNDERSIDE OF FLOOR STRUCTURE OR DECK 
ABOVE. 

6.ACOUSTIC INSULATION IN FIRE RATED WALLS TO BE MINERAL FIBRE PROCESSED 
FROM ROCK OR SLAG WITH A MASS OF AT LEAST 2.8 kg/m2 FOR 3 1/2" THICKNESS. 
REFER TO SPEC.

7.ALL EXIT STAIR WALLS TO BE FIRE SEPARATIONS. 

8.ACOUSTICALLY SEPARATE BACK TO BACK ELECTRICAL BOXES WHICH CANNOT BE 
SEPARATED BY MIN. 16"(1 FULL STUD SPACE), ATTACH DOUBLE LAYER  5/8" GWB TO SIDE 
OF STUD FROM FLOOR TO 48" HIGH. SEAL WITH ACOUSTIC CAULK ON BOTTOM AND 
SIDES.

9.ALL INTERIOR WALL DIMENSIONS TO OUTSIDE FACE OF GYPSUM BOARD. COORDINATE 
STUDS TO SUIT.

10. PROVIDE SLIP-JOINT FOR ALL FULL HEIGHT PARTITIONS. MAINTAIN FIRE RESISTANCE 
RATING WHERE REQUIRED.

11. OFFSET DOOR FRAMES 4" FROM FACE OF WALL UNLESS OTHERWISE NOTED.

33 REMOVE AUDIBLE/FLASHING ALARM AND STORE 
FOR RE-INSTALLATION. CO-ORDINATE RE-INSTALL 
WITH INSTALL OF NEW A.C.T. - REFER TO ELECT. 

34 REMOVE EXISTING CEILING MOUNTED WIRELESS 
ROUTER AND STORE FOR RE-INSTALL IN 
RENOVATION. REFER TO ELECT. 

35 EXISTING ACCESS PANEL IN BULKHEAD TO BE 
DEMOLISHED. 

36 REMOVE EXISTING INTERCOM SPEAKER AND 
STORE FOR RE-INSTALL IN RENOVATION - REFER 
TO ELECT. 

37 EXISTING MECH GRILLE TO REMAIN - REFER TO 
MECH. 

36 REMOVE EXISTING INTERCOM SPEAKER AND 
STORE FOR RE-INSTALL IN RENOVATION - REFER 
TO ELECT. 

NEW PLAN & RCP KEYNOTES

37 EXISTING MECH GRILLE TO REMAIN - REFER TO 
MECH. 

38 EXISTING ± 3'-0" HIGH WALL TO REMAIN. 

39 DEMOLISH EXISTING DOOR. 

40 EXISTING CONCRETE COLUMN TO REMAIN. 

41 DEMOLISH EXISTING MECH GRILLE - REFER TO 
MECH. 

42 DEMOLISH EXISTING ± 3'-0" HIGH GWB WALL AS 
NEEDED FOR NEW ELECT./MECH. 

43 REMOVE EXISTING FIRE EXTINGUISHER AND 
RETURN TO CITY OF WINNIPEG. 

44 DEMOLISH EXISTING CERAMIC WALL TILE AND 
GWB ON ROOM SIDE. WALL FRAMING TO REMAIN. 
COORDINATE EXTENT WITH PLAN (1/A1.2). NEW 
PLUMBING TO RUN WITHIN WALL CAVITY IN 
RENOVATION. - REFER TO MECH. 

45 EXISTING PIPE - REFER TO MECH. 

46 KITCHEN EXHAUST LOUVER (±14"Wx24"H) TO BE 
DEMOLISHED - REFER TO MECH. AND PLAN 
(1/A1.2). 

47 LINE OF NEW WOOD SLAT CEILING IN 
RENOVATION SHOWN FOR REFERENCE. 

GENERAL NOTES

1. MODIFY EXISTING CEILING GRID TO REMAIN TO SUIT 
RENOVATION. 

2. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS 
FOR DEMOLITION. 

3. MODIFY EXISTING SPRINKLER TO SUIT RENOVATION. 
REFER TO MECH. 

GENERAL NOTES

ZONE 1:


