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BID OPPORTUNITY 1034 - 2015

ZONE 1:

D

1" TYP.

2'-1"

3'
-0

"

1'-0"

P.LAM COUNTERTOPS (2 LAYERS 
3/4" PLYWOOD SUBSTRATE) AND 
BACKSPLASH: , SQUARE 
SELF-EDGE TYP.

3/4" PLYWOOD C/W 4" COVED 
SHEET VINYL BASE

 

4"

4'
-8

"

P.LAM COUNTERTOPS (2 LAYERS 3/4" 
PLYWOOD SUBSTRATE) AND 
BACKSPLASH: , SQUARE SELF-EDGE 
TYP.

3/4" PLYWOOD OR SOLID WOOD 
STRETCHERS, TYP. CUT TO SUIT SINK 
OPENING
SINK AND FAUCET, REFER TO 
MECHANICAL

 

3/16" SHELF SUPPORTS, RICHELIEU 
18252G OR EQUAL

ADJUSTABLE HEIGHT SHELVES. TWO 
PER CABINET

4'
-8

"

1'-8"

STAINLESS STEEL "D" PULLS, ALL 
CABINETS, RICHELIEU 33205170 OR 
APPROVED EQUAL.

ALL EXPOSED GABLES TO BE 11/16" 
V.C. PLYWOOD WITH MATCHING P.LAM 
SURFACES. 1/8" PVC AT EXPOSED 
EDGES, TYP. 
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DOOR AND DRAWER FRONTS: 11/16" 
PARTICLE BOARD, P.LAM FINISH. 1/8" 
PVC ALL EDGES, TYP.

3/16" SHELF SUPPORTS, 
RICHELIEU 18252G OR EQUAL

ADJUSTABLE HEIGHT 
SHELVES. TWO PER CABINET

ADJUSTABLE HEIGHT SHELVES: 
11/16" VENEER CORE PLYWOOD, 
P.LAM ALL SIDES. SELF-EDGE 
BACK EDGE, TYP. 

CABINET BACKS, UPPER AND 
LOWER: 1/2" VENEER CORE 
PLYWOOD, P.LAM FINISH

3/4" PLYWOOD C/W 4" COVED SHEET 
VINYL BASE

UPPER AND LOWER CABINET CASES: 
11/16" VENEER CORE PLYWOOD, 
P.LAM ALL SIDES. 1/8" PVC AT ALL 
EXPOSED EDGES, TYP. 

4"

11/16" V.C. PLYWOOD MICROWAVE 
SHELF C/W 1/8" PVC AT EXPOSED 
EDGES. 

UPPER AND LOWER CABINET CASES: 
11/16" VENEER CORE PLYWOOD, 
P.LAM ALL SIDES. 1/8" PVC AT ALL 
EXPOSED EDGES, TYP. 

7'
-0

"

CABINET BACKS, UPPER AND LOWER: 1/2" 
VENEER CORE PLYWOOD , P.LAM FINISH

ADJUSTABLE HEIGHT SHELVES: 11/16" 
VENEER CORE PLYWOOD, P.LAM ALL SIDES. 
SELF-EDGE BACK EDGE, 1/8" PVC FRONT 
EDGE, MAX. SHELF WIDTH NOT TO EXCEED 
2'-0", TYP. - 4 PER CABINET

STAINLESS STEEL "D" PULLS, ALL 
CABINETS, RICHELIEU 33205170 OR 
APPROVED EQUAL.

CABINET CASES: 11/16" VENEER CORE 
PLYWOOD, P.LAM ALL SIDES. 1/8" PVC @ ALL 
EXPOSED EDGES, TYP.

DOOR AND DRAWER FRONTS: 11/16" 
PARTICLE BOARD, P.LAM FINISH. 1/8" PVC 
ALL EDGES, TYP.

E

CAULK - TYP. 

3 7/8"

1'-4"

3/16" SHELF SUPPORTS, RICHELIEU 
18252G OR EQUALSTAINLESS STEEL "D" PULLS, ALL 

CABINETS, RICHELIEU 33205170 OR 
APPROVED EQUAL.

3/4" PLYWOOD C/W 4" COVED 
SHEET VINYL BASE

PROVIDE 2 HINGES FOR STANDARD 
CABINET DOORS (110 DEG. 
SEMI-CONCEALED CLIP TOP) UNLESS 
NOTED OTHERWISE 

PROVIDE 4 HINGES FOR STORAGE 
CABINET DOORS (110 DEG. 
SEMI-CONCEALED CLIP TOP) 

MILLWORK SECTION
SCALE: 1" = 1'0"
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MILLWORK SECTION
SCALE: 1" = 1'0"
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NEW ACT AND GRID - REFER 
TO SPEC.

38 X 38 SOLID WOOD BLOCKING, 
PT. FIN. MATTE BLACK

#10 x 38mm STAINLESS STEEL PAN HEAD 
SCREW, TYP.

NOTE: ALL EXPOSED FACES 
AND EDGES OF BLOCKING 
TO RECEIVE SINGLE COAT 
OF PAINT, MATTE BLACK

• 3/4" X  3 1/2" SOLID WOOD CLADDING, STAINED.
• 1 1/2" X  3 1/2" HORIZONTAL WOOD STRAPPING @ +/- 2'-0" O.C. PAINT BLACK
• 5/8" SPACER
• 1 1/2" X  3 1/2" STEEL STUD @ MIN. 16" O.C. 
• 1 1/2" X  3 1/2" STEEL STUD @ MIN. 16" O.C ATTACHED TO U/S CONCRETE FLOOR 
ABOVE

PAINTED GWB

PROVIDE CROSSBRACING AS 
REQUIRED

4"

38 X 38 SOLID WOOD BLOCKING, 
PT. FIN. MATTE BLACK

#10 x 38mm STAINLESS STEEL PAN HEAD 
SCREW, TYP.

ALL DRYWALL FINISHES BEHIND WOOD 
CLADDING TO RECEIVE SINGLE PRIME 
COAT, BLACK

• 3/4" X  3 1/2" SOLID HORIZONTAL WOOD CLADDING, STAINED.
• 3/4" X  3 1/2" VERTICAL WOOD STRAPPING @ +/- 2'-0" O.C. PAINT BLACK
• 3/4" X  3 1/2" HORIZONTAL STRAPPING @ +/- 2'-0" O.C. PAINT BLACK
• EXISTING DRYWALL - PAINT MATTE BLACK

RUBBER BASEBOARD - REFER 
TO SPEC

3 
3/

4"

EXISTING GWB - PATCH AND PAINT. 
COLOUR TO MATCH ADJACENT GWB

1 1/2" X +/- 2  1/2"  SOLID WOOD 
BLOCKING, PT. FIN. MATTE BLACK

38 X 38 SOLID WOOD BLOCKING, 
PT. FIN. MATTE BLACK

#10 x 38mm STAINLESS STEEL PAN HEAD 
SCREW, TYP.

ALL DRYWALL FINISHES BEHIND WOOD 
CLADDING TO RECEIVE SINGLE PRIME 
COAT, BLACK

NOTE: ALL EXPOSED FACES 
AND EDGES OF BLOCKING 
TO RECEIVE SINGLE COAT 
OF PAINT, MATTE BLACK

• 3/4" X  3 1/2" SOLID HORIZONTAL WOOD CLADDING, STAINED.
• 3/4" X  3 1/2" VERTICAL WOOD STRAPPING @ +/- 2'-0" O.C. PAINT BLACK
• 3/4" X  3 1/2" HORIZONTAL STRAPPING @ +/- 2'-0" O.C. PAINT BLACK
• EXISTING DRYWALL - PAINT MATTE BLACK

PAINT COLOUR AT EXPOSED 
GWB TO MATCH ADJACENT 
WALL (SHOWN DOTTED)

EXISTING ALUMINUM WINDOW FRAME TO REMAIN.
CLEAN EXISTING WHITE PAINT OFF SILL

3/4" X  +/- 8 1/2""  SOLID WOOD CLADDING
- REFER TO SPEC., STAINED.

PROVIDE NEW CORNER BEAD.
PATCH AND PAINT

CAULK

NEW RUBBER BASEBOARD -
REFER TO SPEC.

REMOVE RADIATOR COVER, CLEAN AND
POWDER COAT TO COLOUR SELECTED BY

CONTRACT ADMINISTRATOR. REINSTALL

DEMOLISH EXISTING PLYWOOD.

EXISTING GWB. PATCH AND PAINT

1/2"

EXTERIOR GRADE

EXISTING WINDOW

EXISTING EXTERIOR WALL

P.LAM COUNTERTOPS ON TOP OF 2 LAYERS
3/4" PLYWOOD SUBSTRATE, SQUARE

SELF-EDGE TYP.

2'
-1

0"

S3

OVERHEAD ROLLING
SHUTTER - REFER TO SPEC.

NEW 2 PLY 2X10 HEADER C/W 
PLYWOOD INFILL

BOTTOM BAR. INSTALL
SHUTTER 1" ABOVE U/S OF

BOTTOM BAR

1"
 M

IN

ALUMINUM SHUTTER
GURDRAIL BEYOND - REFER

TO SPEC.

7'
-2

"

NEW PAINTED GWB AND STEEL STUD -
REFER TO SPEC. AND ROOM FINISH

SCHEDULE

NEW ACT AND GRID - REFER 
TO SPEC.

6"
 T

Y
P.

3/4" X  +/- 5 1/2""  SOLID 
WOOD CLADDING - REFER 
TO SPEC., STAINED.

1/2"

VERTICAL AT JAMB 3/4" X  
+/- 5 1/2""  SOLID WOOD 
CLADDING - REFER TO 
SPEC., STAINED. (BOTH 
SIDES)

4'-0 3/4"

RICHELIEU EH-1818 BRACKET RICHELIEU EH-1209 
BRACKET

PROVIDE SOLID WOOD 
BLOCKING IN WALL TO 
SECURE STEEL BRACKETS

CITY OF WINNIPEG 
ACCESSIBILITY DESIGN 
STANDARD MAX. COUNTER 
HEIGHT

WALL SECTION
SCALE: 1" = 1'0"
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SLAT WALL SECTION DETAIL
SCALE: 1" = 1'0"
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SLAT CEILING SECTION DETAIL
SCALE: 1" = 1'0"
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A1.3
SLAT CEILING SECTION DETAIL
SCALE: 1" = 1'0"
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SLAT WALL PLAN DETAIL
SCALE: 1" = 1'0"
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WINDOW SILL DETAIL
SCALE: 1" = 1'0"
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EXISTING EXTERIOR 
METAL SOFFIT

NEW ACOUSTIC CEILING TILE
AND GRID - REFER TO SPEC.

NEW VERTICAL ACOUSTIC CEILING TILE
AND GRID  TO MATCH EXISTING

CONDITION - REFER TO SPEC.

EXISTING GWB TO REMAIN

NEW ROLLER BLIND C/W VALENCE. 
MOUNT TO CEILING - REFER TO SPEC.

NEW MECH. PIPE - REFER TO MECH

EXISTING STRUCTURE

CAULK AND SEAL PIPE PENETRATION
THRU EXIST METAL SPANDREL PANEL -

TYP BOTH SIDES

EXISTING GWB - PAINT

EXISTING FRAME

+/
- 8

"

EXISTING BUILDING 
STRUCTURE

PROVIDE GAP TO 
ALLOW FOR 
DEFLECTION -TYP. @ 
ALL WALLS THAT GO TO 
U/S OF STRUCTURE

NESTED STL. STUD.

M
IN

. 1
"

NOTE: DETAIL TYPICAL FOR ALL 
WALLS THAT GO TO U/S OF 
FLOOR/STRUCTURE ABOVE 

TYPICAL SLIP JOINT DETAIL
SCALE: 1" = 1'0"
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