
11 NEW SHEET VINYL FLOORING 

12 EXISTING BASEBOARD HEATER TO REMAIN.

13 NEW ALUMINUM DOOR AND FRAME IN EXISTING 
MASONRY OPENING. REFER TO DOOR SCHEDULE.

14 PROVIDE NEW METAL THRESHOLD TO SUIT 
FLOOR ELEVATION CHANGE. THRESHOLD TO 
MEET NBC BARRIER FREE REQUIREMENTS

15 NEW MILLWORK - REFER TO INTERIOR 
ELEVATIONS AND DETAILS (A1.3)

16 PATCH HOLES, REPAIR, & PAINT EXISTING 
CONCRETE BLOCK AND CONCRETE WALLS AND 
CONCRETE COLUMN 

17 EXISTING ELECTRICAL CONDUIT TO REMAIN - 
REFER TO ELECT. 

18 1 1/2" HAT CHANNEL. PAINT MATTE BLACK

19 3 TIER WOOD SLIDING DOOR C/W HARDWARE AND 
LOCK. REFER TO SPEC. 

20 NEW LIGHTING FIXTURE. ADJUST ELECTRICAL TO 
SUIT NEW LOCATION - REFER TO ELECT. 

21 PAINT U/S BEAM / FLOOR - TYP. THROUGHOUT. 
COLOUR TO BE SELECTED BY CONTRACT 
ADMINISTRATOR. 

22 EXISTING FIRE EXTINGUISHERS AND SIGNAGE TO 
BE RELOCATED
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S1 C/W 5 1/2" STEEL 
STUDS IN LIEU 
OF 3 1/2" STUD
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CONTRACTOR TO CONFIRM ON SITE THAT ALL 
CONDUIT/PIPES CLEAR THIS DIMENSION. ADJUST 
TO SUIT. DIMENSIONS ON ALL FOUR SIDES TO BE 
EQUAL
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LEGEND

EXISTING WALL TO BE DEMOLISHED

EXISTING DOOR TO BE DEMOLISHED

EXISTING DOOR TO REMAIN

EXISTING WALL TO REMAIN

EXISTING LIGHTS TO BE RELOCATED - REFER 
TO ELECT. 

EXISTING ACOUSTIC CEILING GRID TO 
REMAIN. 

EXISTING ACOUSTIC CEILING TILE AND GRID 
TO BE DEMOLISHED. 

EXISTING SPRINKLER TO BE RELOCATED - 
REFER TO MECH.

ZONE 1 - DEMO

NEW DOOR

K J

5a

K

RELOCATED EXISTING P.A.
SYSTEM - REFER TO ELECT.

RELOCATED EXISTING FIRE
EXTINGUISHER AND RELATED SIGNAGE

EXISTING THERMOSTAT TO 
REMAIN

EXISTING LIGHT SWITCH TO 
REMAIN

NEW RUBBER BASEBOARD - REFER TO
SPEC.

NEW DOOR AND FRAME IN
EXISTING OPENING

EXISTING CONCRETE BLOCK.
PATCH EXISTING HOLES AND

MAKE GOOD. PAINT

NEW RUBBER BASEBOARD - REFER TO
SPEC.

PAINTED GWB

NOTE: PAINT CONCRETE BLOCK WALL BEYOND

WOOD SLIDING CLOSET
DOORS - REFER TO SPEC.

EXISTING WATER HEATER BEYOND 
TO REMAIN

EXISTING ELECTRICAL RACKS 
BEYOND TO REMAIN

CONCRETE BEAM AND
COLUMN- PAINT

EXISTING CONCRETE BLOCK.
PATCH EXISTING HOLES AND

MAKE GOOD. PAINT

NEW RUBBER BASEBOARD
- REFER TO SPEC.

NEW MILLWORK - REFER TO 
DETAIL 12/A4.1 
NOTE: SUPPORT MILLWORK 
OFF OF WALLS AND COLUMN

EXISTING WATER 
HEATER TO 
REMAIN

EXISTING 
ELECTRICAL 
RACKS TO REMAIN

NEW RUBBER BASEBOARD - REFER TO
SPEC.

EXISTING BASEBBOARD HEATER TO
REMAIN - REFER TO PLAN FOR REPAIRS

NEW TRACK - REFER TO SPEC. 

+/-6'-2"

WIDTH OF DOOR FRAME

+/
- 7

'-4
"

4"

EXISTING CONCRETE BLOCK. PATCH
EXISTING HOLES AND MAKE GOOD. PAINT

NEW WALL MOUNTED AIR CONDITIONING UNIT -
REFER TO MECH. LOCATION TO BE

COORDINATED ON SITE WITH MECH.
EXISTING 
SPRINKLER PIPE 
TO REMAIN

NEW ELECTRIC MAKE-UP
AIR UNIT - REFER TO MECH.

LOCATION TO BE
COORDINATED ON SITE

WITH MECH.

EXISTING CONCRETE WALL TO REMAIN.
PATCH AND PAINT

NEW WALL AND 
CLOSET DOORS

EXISTING SPRINKLER PIPE TO 
REMAIN. CONTRACTOR TO 
PROVIDE ESCUTCHEON TO SUIT

PROVIDE GRILLE TO SUIT 
EXISTING VENT BENEATH 
MILLWORK
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INTERIOR ELEVATION
SCALE: 1/4" = 1'0"

5
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INTERIOR ELEVATION
SCALE: 1/4" = 1'0"

6

A4.1
INTERIOR ELEVATION
SCALE: 1/4" = 1'0"

7

A4.1
INTERIOR ELEVATION
SCALE: 1/4" = 1'0"
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EXISTING CONCRETE FLOOR

1 1/2" HAT CHANNELS (PAINT MATTE BLACK)

#10 X 1 1/2" STAINLESS STEEL PAN HEAD 
SCREW - TYP.

TAPCON CONCRETE ANCHOR TO SUIT 
APPLICATION

NEW 3/4" X 3 1/2" WOOD CLADDING, STAINED

EXISTING CONCRETE FLOOR

1 1/2" HAT CHANNELS (PAINT MATTE BLACK)

#10 X 1 1/2" STAINLESS STEEL PAN HEAD 
SCREW - TYP.

NEW 3/4" X 3 1/2" WOOD CLADDING, 
STAINED

NOTE: 
1. CONTRACTOR TO CONFIRM THAT NEW WOOD 
CLADDING DOES NOT INTERFERE WITH EXISTING 
CONDUITS/SPRINKLER PRIOR TO COMMENCEMENT OF 
CEILING INSTALL

6"±10"

±3
 3

/4
"

S
IT

E
 V

E
R

IF
Y

EXISTING SPRINKLER PIPING TO REMAIN - 
ADJUST NEW WOOD CEILING TO SUIT. PAINT 
PIPING ONLY (NOT HEADS). COLOUR TO BE 
SELECTED BY CONTRACT ADMINISTRATOR

EXISTING ±3/4" Ø ELECTRICAL 
CONDUIT FASTENED TO U/S 
OF CEILING TO REMAIN

EXISTING SPRINKLER PIPING AND HEADS 
TO REMAIN - PAINT PIPING 

±10"

± 
1 

1/
4"

SURFACE MOUNTED LIGHT - REFER TO 
ELECT.

1/4"

TYP.
WOOD CLADDING BEYOND

EQ. EQ.

EXPOSED CONC. FLOOR - PAINT MATTE 
BLACK

1" ACOUSTICAL INSULATION (BLACK) - TYP. 
REFER TO SPEC. - KEEP MIN. 1" BORDER 
FROM OUTSIDE PERIMETER OF WOOD 
SLAT CEILING 

1" ACOUSTICAL INSULATION (BLACK) - TYP. 
REFER TO SPEC.

1" MIN. 

CEILING DETAIL
SCALE: 1 1/2" = 1'0"

10
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CEILING DETAIL
SCALE: 1 1/2" = 1'0"

9
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ZONE 4:

1

KEYNOTES

DEMOLISH EXISTING MILLWORK. PATCH WALL AND 
MAKE GOOD. 

2 DEMOLISH EXISTING VINYL FLOOR TILE

3 DEMOLISH EXISTING DOOR , FRAME AND 
SIDELITE. PATCH EXISTING MASONRY WALL AND 
PREPARE FOR NEW FRAME

4 EXISTING HOT WATER TANK C/W WOOD BASE TO 
REMAIN

5 EXISTING DATA RACKS TO REMAIN 

6 EXISTING HEAT DETECTOR TO REMAIN. - REFER 
TO 4/A4.1 FOR MODIFICATION 

7 EXISTING ELECTRICAL UNIT TO REMAIN

8 EXISTING WATER FOUNTAIN TO REMAIN

9 EXISTING EYE WASH STATION TO REMAIN

10 EXISTING POOL DECK 

11 NEW SHEET VINYL FLOORING 

12 EXISTING BASEBOARD HEATER TO REMAIN.

J

5a

K J

5a

K

SINGLE GLAZED 
ALUMINUM DOOR

ANODIZED ALUMINUM DOOR 
FRAME - REFER TO SPEC. 

CONTINUOUS ALUMINUM 
CLIP ANGLES SECURED TO 
FRAME - TYP.

4"

3 mm ANODIZED ALUMINUM 
SIDELIGHT PANELS - ADHERE TO 
ALUMINUM CLIP ANGLES

1 3/4"

PROVIDE INTERNAL ALUMINUM 
Z-BAR REINFORCEMENT FOR 
ALUMINUM PANELS

± 2'-6 1/4"

SITE CONFIRM

CAULK 

J-MOULD

PROVIDE INTERNAL ALUMINUM 
Z-BAR REINFORCEMENT FOR 
ALUMINUM PANELS

CAULK JOINTS - TYP.

EXISTING WALL

1/4" SHIM SPACE1 3/4"

ALIGN

21 PAINT U/S BEAM / FLOOR - TYP. THROUGHOUT. 
COLOUR TO BE SELECTED BY CONTRACT 
ADMINISTRATOR. 

22

23

24

25

26

27

28

EXISTING AIR CONDITIONING UNIT IN CONCRETE 
BLOCK OPENING TO REMAIN - REFER TO MECH
EXISTING PLUMBING LINES TO REMAIN

EXISTING P.A. SYSTEM C/W ALL ASSOCIATED 
ELEMENTS TO BE RELOCATED- REFER TO ELECT

INSTALL RELOCATED EXISTING P.A. SYSTEM C/W 
ALL ASSOCIATED ELEMENTS. HEIGHT TO MATCH 
EXISTING HEIGHT - REFER TO ELECT
EXISTING CONCRETE BEAM

EXISTING FIRE EXTINGUISHERS AND SIGNAGE TO 
BE RELOCATED

INSTALL RELOCATED EXISTING FIRE 
EXTINGUISHERS AND SIGNAGE. HEIGHT TO 
MATCH EXISTING HEIGHT

29 NOT USED

30

31

32

DEMOLISH EXISTING LIGHTS - REFER TO ELECT.

EXISTING EXPOSED CONCRETE STRUCTURE 
ABOVE

EXISTING SPRINKLER PIPE /HEAD TO REMAIN

ALUMINUM DOOR SIDELIGHT PLAN DETAIL
SCALE: 3" = 1'0"
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3- 2x8 WOOD LINTEL

J-MOULD - TYP.

INVERTED STEEL 
STUD TRACK

3 PANEL S.C. WOOD 
CLOSET DOOR AND 
TRACK

S1

T.O. DOOR TRACK

EL. ±108'-2"
(CONFIRM WITH DOOR 
TRACK AND HARDWARE)

C/W 6" STEEL STUD

CLOSET DOOR HEAD DETAIL
SCALE: 3" = 1'0"
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J-MOULD - TYP.

5/8" MDF BOARD 
(PAINTED)

WOOD CLOSET 
DOOR

2- 2x6 WOOD 
STUD POST

31

32

33

34 NEW 3/4" X 3 1/2" WOOD CLADDING. STAINED

DEMOLISH EXISTING LIGHTS - REFER TO ELECT.

EXISTING EXPOSED CONCRETE STRUCTURE 
ABOVE

EXISTING SPRINKLER PIPE/HEAD TO REMAIN. 
MODIFY NEW WOOD CLADDING TO SUIT EXISTING 
PIPE INSTALL AS REQUIRED. CO-ORDINATE WITH 
CONTRACT ADMINISTRATOR. PAINT SPRINKLER 
PIPE. COLOUR TO BE SELECTED BY CONTRACT 
ADMINISTRATOR.

35 EXISTING HEAT DETECTOR TO REMAIN. REMOVE 
AND REINSTALL ON SURFACE OF WOOD CEILING. 
EXTEND CONDUIT AS REQUIRED. - REFER TO 
ELECT. 

36 EXISTING ELECTRICAL CONDUIT TO REMAIN. 
NOTCH UNDERSIDE OF WOOD IF CONDUIT 
CONFLICTS WITH WOOD. 

37 NEW WALL-MOUNTED AIR CONDITIONER - REFER 
TO MECH. 

38 NEW MECHANICAL UNIT - REFER TO MECH. 

39 EXISTING COLUMN - PAINT

CLOSET DOOR JAMB DETAIL
SCALE: 3" = 1'0"
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1" TYP.

2'-1"

P.LAM COUNTERTOPS (2 LAYERS 
3/4" PLYWOOD SUBSTRATE) AND 
BACKSPLASH: , SQUARE 
SELF-EDGE TYP.

4" COVED SHEET VINYL BASE

 

1'
-6

"

3'
-0

"

CABINET CASE: 11/16" VENEER 
CORE PLYWOOD, P.LAM ALL SIDES. 
1/8" PVC AT ALL EXPOSED EDGES, 
TYP. 

1'
-6

"

MILLWORK DETAIL
SCALE: 1" = 1'0"
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