
EXISTING

GROUND

24.384

E PLW PL

10.000 7.192

3.750

150 SUBDRAIN (SD-245) AT

LOCATIONS SHOWN IN PLAN

REGRADE & RESOD C/W

IMPORTED TOPSOIL AS

REQ'D (TYP)

180mm MODIFIED

INTEGRAL BARRIER

CURB (SD-203B)

200 REINFORCED CONC PAVT

75 - 20mm BASE COURSE

150 - 50mm CRUSHED SUB-BASE

450 - 150mm CRUSHED SUB-BASE

SEPARATION GEOTEXTILE FABRIC

PREPARED SUBGRADE

SUITABLE SITE

FILL (TYP)

1.250

0.750

TYP

0.450

TYP

2%

2-8
%

3.7501.250

EXISTING

GROUND

2%

2-8%

7.192

CONTROL LINE - COORDINATES

NAME

POT 0+110.000

POT 0+580.000

NORTHING

9539.016

10008.949

EASTING

10019.959

10012.035

NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.

CB SD-025 OFFSETS ARE DIMENSIONED O/C.

7. ADD 200.000m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.

8. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE

REMOVED.  MATCH RECONSTRUCTION LIMITS.

9. REFER TO BID OPPORTUNITY FOR DETAILS REGARDING

TRAFFIC MANAGEMENT.

BIENVENUE STREET

R

A

V

E

L

S

T

O

N

 

A

V

 

W

0

+

5

7

1

.

2

7

2

0

+

5

5

9

.

0

0

3

0

+

5

8

7

.

6

5

7

300 HP GAS

3

0

0

 

H

P

 

G

A

S

6

0

0

 

F

M

6

0

0

 

F

M

1050 CONC LDS

1

0

5

0

 

C

O

N

C

 

L

D

S

HYDRO O/H

H

Y

D

R

O

 

O

/

H

VACANT

H

H

H

Y

D

R

O

 

O

/

H

HYDRO O/H

H

0
+

5
5

0

0
+

6
0

0

5.0

TYP

5.75.0

TYP

0
+

5
5

0

0
+

6
0

0

0
+

6
1

0

32.475 32.287 32.144

32.475 32.287 32.203

32.575 32.387 32.263

32.151

3

2

.

0

8

2

3

2

.

1

2

8

3

2

.

0

6

6

3

2

.

0

6

3

3
2
.
0
4
0

3

2

.
0

7

7

3

2

.

0

0

2

3

1

.

9

4

6

3

1

.

9

1

2

3

1

.

8

7

9

3

1

.

8

3

9

3

1

.

9

7

6

3

2

.

0

0

3

3

1

.

9

5

4

3
1
.
9
4
9

0+553.725 LIMIT OF CONCRETE

RECONSTRUCTION, MATCH EX GRADES

NOTE: FINAL GRADES MAY CHANGE AS

BIENVENUE IS BEING RECONSTRUCTED

TO THE NORTH (REDEVELOPMENT)

IB CP #1  0+571.255

N 10000.000 E 10000.000

IB CP #2  SW CORNER RAVELSTON

& CHRISLIND (2.13m O/S)

N 9896.822 E 10213.954
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WEST GUTTER

EAST GUTTER

CENTERLINE

WEST PROPERTY LINE

EAST PROPERTY LINE

EX WEST GUTTER

EX EAST GUTTER

EX CENTERLINE

EAST & WEST GUTTER
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HORIZONTAL AND VERTICAL ALIGNMENT
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BID OPPORTUNITY No. 19-2015

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE.  BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

N/A

33.000 33.100

TH-12

Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

WRJ

DML

RPB

BWB

29-005

232.044

RPBISSUED FOR CITY REVIEWA

N.E. Cor. Ravelston Ave. W. & C.N.R. Victoria Beach Line, 19 mm x

4.6 m I.B. in Valve Box in centre of Hydro Tower No. 17 on N. side of

Ravelston Ave. W. & E. side of railway tracks in C.N.R. R.O.W.

TYPICAL PAVEMENT SECTION

CONCRETE PAVEMENT STRUCTURE

SCALE:  NTS

PLAN

CHAINAGE

ALONG  L

ROW

C

0

VERTICAL SCALE:  1:10

0.20.1 0.40.3 0.5m

PAVEMENT PROFILE

BRUCE

R.P.

15/03/16

15/03/16

B

RPBISSUED FOR TENDERB 15/03/31


