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NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. MODIFIED BARRIER CURB TO BE USED AT ALL

INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

7. CONTRACTOR TO OVERLAY DRIVEWAYS TO ENSURE

POSITIVE DRAINAGE TO NEW STREET GRADES.  FINAL

LIMITS TO BE DETERMINED IN THE FIELD BY CONTRACT

ADMINISTRATOR.

8. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.

CB SD-025 OFFSETS ARE DIMENSIONED O/C.

9. ADD 200.000m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.

10. REFER TO BID OPPORTUNITY FOR DETAILS REGARDING

TRAFFIC MANAGEMENT.

W
A

Y
O

A
T

A

S
T

#547

#548

#549

#550 #552

#553

#554

#555

#540

#541

#544

#545

#546

KILDARE AVENUE EAST

15.249

15.249

15.545

4
6
.
6
1
6

5
9
.
8
2

13.411
13.106

13.411 13.10613.411

15.249
15.249 15.52

7.01

13.106

15.249

20.117

3
0

.
1

7
5

20.117

#539

15.249

BUS STOP

SHELL GAS,

CAR WASH &

CONVIENENCE

STORE

100 GAS

8
.
5

3

1
0

0
 
G

A
S

1.83

H
Y

D
R

O
 
O

/
H

1

0

0

 

G

A

S

9.500 5.5095.109

9.500

5.309

5.309

H
Y

D
R

O
 
O

/
H

M
T

S

M
T

S

1.50

3.00

M
T

S

M
T

S

1.50

3.00

2400 CONC LDS

600 CONC WWS

300 CI WM

3
0

0
 
A

C
 
W

W
S

2
5

0
 
C

O
N

C
 
W

W
S

2
0

0
 
C

I
 
W

M

10.50

3
5
.
3
9
6

1
3

5
0

C
O

N
C

L
D

S

0.28

6
.
1

0

600

CONC

WWS

1
5

.
2

0

1
5

.
1

0

10.20

1

3

5

0

C

O

N

C

L

D

S

9
.
5

0
0

1
0

.
3

3
8

1
0

.
3

3
8

750 CONC WWS

6
.
7

0

4
.
3

0

2
0

0
 
C

I
 
W

M

4.30

300 AC WM

4
.
3

0

4.30

2900

CONC

LDS

RETSD FO

1
.
8

0

R
E

T
S

D
 
F

O

1.80

RETSD FO

SL

S
L

MATCH EX CB F&C

MATCH EX CB F&C

1+054.075 LIMIT OF ASPHALT MILLING

& OVERLAY. MATCH EX GRADES

RENEW CONC SIDEWALK

TO LIMITS SHOWN (TYP)

INSTALL NEW CURB

STOP EXTENSIONS

SALVAGE & REGRADE

EX PATIO BLOCKS (TYP)

SALVAGE & REGRADE

EX PAVING STONES (TYP)

RENEW EX

BUS STOP

1
.
8

0
0

8.500

1
+

0
0

0

1
+

0
5

0

1
+

0
5

7
.
3

6
0

1
+

0
7

7
.
4

7
7

1
+

0
7

7
.
7

6
6

1
+

0
5
7
.
6
4
5

IB CP #2 1+060.691

N 10026.661

E 10637.740

C
O

N
C

/
A

S
P

H

C
O

N
C

/
A

S
P

H

INSTALL DETECTABLE

WARNING TILE (TYP)

RENEW EX  CB LEAD,

APPROX 4.5-250 CB LEAD &

CONNECT TO EX CB LEAD

33.658
33.460

33.297

33.256

33.613
33.456

33.335

33.362

33.732
33.551

33.406

ADJUST EX MH F&C (TYP)

ADJUST EX

MH F&C (TYP)

ADD 1.0m RAMP CURB
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CONTROL LINE - COORDINATES

NAME

POT 0+060.000

PI 0+070.075

PC 0+892.588

PT 0+928.623

POT 1+070.000

NORTHING

9997.393

9997.570

10038.577

10039.725

10041.682

EASTING

9637.900

9647.974

10469.463

10505.478

10646.843
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BID OPPORTUNITY No. 19-2015

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE.  BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

N/A

33.000 33.100

TH-12

Certificate of Authorization

MORRISON HERSHFIELD

No. 1736

WRJ

DML

RPB

BWB

10-039

233.502

RPBISSUED FOR CITY REVIEWA

N.E. Cor. Kildare Ave. E. & Leola St., Tblt on top

of 0.05 m dia. x 2.4 m iron pipe, 6.4 m S. of N.L.

of Kildare Ave. E. & 4.57 m W. of E.L. of Leola St.

PLAN

CHAINAGE

ALONG  L

ROW

C

0

VERTICAL SCALE:  1:10

0.20.1 0.40.3 0.5m

PAVEMENT PROFILE

BRUCE

R.P.

15/03/16

15/03/16

B

RPBISSUED FOR TENDERB 15/03/31


