
MONOLITHIC
CURB & SIDEWALK
SD-228B

EXISTING 200 mm
CONCRETE PAVEMENT

15 M TIE BAR 600
LONG @ 600 O.C.
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INDICATOR STRIP PAVING STONE
SET FLUSH WITH ADJACENT
CONCRETE SIDEWALK

FACE OF BARRIER CURB

100 CONCRETE
SIDEWALK

TEMPORARILY REMOVE TIMBER
EDGING TO ACCOMODATE SLIP
FORM PAVING IN MEDIAN.  CUT TO
REQUIRED LENGTH AND
RE-INSTALL.

EXISTING TREE

EXISTING 150 x 150 TREATED
TIMBER EDGING

EXISTING 50mm WOOD
MULCH

EXISTING 100mm TOPSOIL

EXISTING CRUSHED
RED SHALE MIX

TEMPORARILY RELOCATE RED
SHALE AS REQUIRED TO
REMOVE TIMBER EDGING AND
ACCOMODATE SLIP FORM
PAVING.  PLACE NEW RED
SHALE AS REQUIRED TO
SUPPLEMENT.

TEMPORARILY RELOCATE
WOOD MULCH AND TOPSOIL AS
REQUIRED TO REMOVE TIMBER
EDGING.

SCALE
WORK IN AREA OF EXIST. MEDIAN TREES3
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            WARNING
IF POWER EQUIPMENT OR EXPLOSIVES USED FOR
EXCAVATION ON THIS PROJECT THE CONTRACTOR:

1. NOTIFIED THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

2. TOOK PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

3. OBTAINED EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

CONSTRUCTION NOTES:

1. ALL DIMENSIONS ARE TO FACE OF CURB.

2. ISOLATED MISCELLANEOUS ITEMS IN NEW
CONCRETE WORKS AS PER SD-228C.

3. LEGAL PLAN AND UNDERGROUND INFORMATION
FROM CITY OF WINNIPEG LBIS. CONTRACTOR TO
VERIFY ALL UNDERGROUNDS IN THE FIELD.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS
TO AVOID DAMAGE FROM CONSTRUCTION
ACTIVITIES TO TREES WITHIN THE LIMITS OF
CONSTRUCTION.

5. LOCATION OF EXISTING SERVICES TO BE
CONFIRMED IN THE FIELD BY THE CONTRACTOR.

6. CB LEADS TO BE INSTALLED AT MIN. 1.0% SLOPE
OR AS DIRECTED BY CONTRACT ADMINISTRATOR.

7. LIMITS OF SIDEWALK RENEWAL TO BE FINALIZED
IN THE FIELD BY THE CONTRACT ADMINISTRATOR.

8. LIMITS OF BOULEVARD GRADING TO BE FINALIZED
IN THE FIELD BY THE CONTRACT ADMINISTRATOR.

9. LIMITS OF CURB REPLACEMENT AND SPLASH
STRIP REPLACEMENT TO BE FINALIZED IN THE
FIELD BY THE CONTRACT ADMINISTRATOR.

10. JOINT, SLAB, CURB AND SIDEWALK REPAIRS TO BE
MARKED OUT IN THE FIELD BY THE CONTRACT
ADMINISTRATOR.

11. CONTRACTOR RESPONSIBLE FOR ALL
BARRICADES AND SIGNAGE EXCEPT FOR
REGULATORY (EG. NO LEFT TURNS) SUPPLIED BY
TRAFFIC SERVICES BRANCH.
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