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Construct new fairway bunker, staked 
on-site by the contract administrator, 
see detail 3/L5

Trench lateral slit drains at approx. 10 metre 
intervals, starting & end grades (inverts) to be 
marked on site by contract administrator (see 
details 6/L4 & 7/L4), haul fill to fairway 
bunker on No. 8

Haul fill from 100mm drainage pipe trench 
to fairway bunker on No. 8

Haul fill from lateral slit trenches 
to fairway bunker on No. 8

City of Winnipeg manhole 
(do not distrub)

Install 100mm perforated drainage line c/w 150mm 
round catch basins, starting & end grades (inverts) to 
be marked on-site by contract administrator (see 
detail 3/L4), haul fill to fairway bunker on No. 8

150mm round catch basins, to be located on-site by 
contract administrator

Existing golf course catch basin 
(600mm dia. manhole), see detail 2/L4

Notes:

Before trenching, cut sod on slope where 
solid pipe is specified & relay after 

trenching is complete to prevent washouts

#8

#9

#5

#4

#7

150mm solid drainage pipe, strip sod 
before trenching & replace when complete, 
see detail 6/L4

300mm square catch basin, to be located 
on-site by contract administrator

Legend

Irrigation Line Crossings (hand excavate)
Round Catch Basins

Slit Trenches w/ approximate length
Mainline Trenches c/w 100mm Drainage Pipe & approx. length

Existing Irrigation Heads
Existing Irrigation Lines

Mainline Trenches c/w 150mm Solid Drainage Pipe & approx. length
Mainline Trenches c/w 100mm Solid Drainage Pipe & approx. length

50

200

100

150

Square Catch Basins

Strip & Replace Sod b/w Works

Material List
Hole No. 5 
100mm Perforated Drainage Pipe 
100mm Solid Drainage Pipe 
150mm Solid Drainage Pipe 
Lateral Slit Trenches 
150mm Round Catch Basins 
300mm Square Catch Basins

Units 
lin. m. 
lin. m. 
lin. m. 
lin. m. 

each   
each

Hole No. 8 
100mm Perforated Drainage Pipe 
100mm Solid Drainage Pipe 
Lateral Slit Trenches 
Topsoil 
Mineral Sod 
150mm Round Catch Basins  

 
lin. m. 
lin. m. 
lin. m. 
cu. m. 
sq. m. 

each 

Quantity 
425 

65 
55 

710 
3   
1

 
200 

15 
230 

50 
330 

6

Hole No. 9 
100mm Perforated Drainage Pipe 
150mm Solid Drainage Pipe 
Lateral Slit Trenches 
150mm Round Catch Basins   
300mm Square Catch Basins

 
lin. m. 
lin. m. 
lin. m. 

each 
each 

 
170 
185 
250 

4 
1

Notes
Existing irrigation will be located and marked by contract 
administrator prior to start of construction.

Any damage to existing irrigation system will be repaired immediately 
by contractor.
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