
NORTHBOUND LANES

EXISTING ASPHALT OVERLAY

CYCLIST LANE

PARKING LANE

ADJUST CB FRAME AND COVER

ADJUST CB FRAME AND COVER

ADJUST CB FRAME

AND COVER

NORTHBOUND LANES

EXISTING ASPHALT OVERLAY

PARKING LANE

CYCLIST LANE

PAVING LIMITS

REMOVE CURB AND GUTTER INLET

INSTALL CATCHBASIN FRAME AND

COVER C/W OPEN GRATE COVER

SEE DETAIL 3 C501
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WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

CONSTRUCTION NOTES:

- MILL EXISTING ASPHALT OVERLAY REQUIRED DEPTH FOR 60mm (AVERAGE) ASPHALT OVERLAY

- COMPLETE CONCRETE PAVEMENT REPAIRS, AREAS TO BE VERIFIED BY CONTRACT ADMINISTRATOR

- COMPLETE MINIMAL CURB & SIDEWALK RENEWAL WORKS

- PLACE DETECTABLE WARNING SURFACE TILES WHERE INDICATED

- COMPLETE DRAINAGE INLET WORKS AS NOTED

- COMPLETE ADJUSTMENTS OF ANY PAVEMENT APPURTENANCES

- PLACE 60mm (AVERAGE) ASPHALT OVERLAY

NOTES:

- LOCATION OF EXISTING SERVICES TO BE VERIFIED IN FIELD BY CONTRACTOR

- MAINTAIN TRAFFIC AS OUTLINED IN THE TRAFFIC MANAGEMENT SPECIFICATION


