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SITE ADDRESS

DATEMANAGER,
PARK AND OPEN SPACES Playground Redevelopment 
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BID OPPORTUNITY NO.

533-20151436 William Ave West
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Section AA
1:75

Playground Ramp Connected to Concrete 
Edging for Ramp  (Detail 3)

New Swing Set

Concrete Play Edging 
(SCD-643)

New Asphalt Pathway 
(SCD-648)

Engineered 
Wood Fibre 
Safety Surfacing 
and Drainage 
Layer

Playsand Safety Surfacing 
(min. 250mm depth)

Log Stepping Posts (Detail 2)

Climbing Boulders (Detail 1)
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Section BB
1:75

Playground Ramp Connected to Concrete 
Edging for Ramp  (Detail 3)

Renovated Asphalt 
Pathway (Detail 4)

New Asphalt Pathway - 
Ramp up to Concrete 
Edging at max. 5% slope 

Slope new 
sod to meet 
existing

Compact Existing 19mm granular 

Additional 19mm granular (compacted) to 
match required grades as per Grading 
Drawing

75mm asphalt

Climbing Boulder (min. size 0.9m x 0.9m x 
0.6m) Ensure all exposed edges are smooth, 
no sharp corners.

Playsand Safety Surfacing (250mm 
depth)

19mm crushed limestone down - 
compacted

15
0

Non-Woven Geotextile 

Detail 1  Climbing Boulder
1:50

19mm crushed limestone 
down in excavated 
trench - compact base 
and along edges, ensure 
there is no movement in 
posts once installed

Playsand Safety 
Surfacing (250mm depth)

Log Stepping Post - Oak, Elm or Ash, 
230 to 350mm diameter.  Debarked, 
sanded smooth and chamfered top.  
Height above top of sand to be 
between 300 and 600mm.
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Detail 2  Log Stepping Posts
1:50
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