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PARK AND OPEN SPACES Playground Redevelopment 
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BID OPPORTUNITY NO.

533-20151436 William Ave West

Post for Playequipment Ramp

200
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c/w 2#15M Rebar Cont.& 15M ties 
@ 600mm O.C, Minimum 50mm 
Concrete Coverage over Rebar20mm Rounding on all

curb edges other than
asphalt path side

Compacted 19mm Dia. 
Down Limestone

Non-Woven Geotextile

Compacted Subgrade

75mm depth Asphalt Path
50 mm depth Crushed Limestone 
Base (19mm down)

150 mm depth Crushed Limestone 
Sub-Base (50mm down)
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Engineered Wood Fibre
Safety Surface

Geotextile as per
Manufacturer

13-25mm diam. Clean
Drainage Stone
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200 x 600 Concrete Curb (at high point) 
- slopes evenly down to 200 x 450 Curb 
at low point, as per Grading Drawing

Detail 3  Concrete Edging for Ramp
1:20

C

50
-

75

Compacted Subgrade

150 X 275-300mm - 30 MPa 
Concrete Edging Curb c/w 2 10M 
Rebar Cont. 10M Ties @ 600 o.c.

Compacted 19mm Dia. Down Limestone

20mm Rounding All
Curb Edges
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400 Finished Grade
Asphalt Surfacing

Min 1% - Max 2%
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Compacted Subgrade

150 X 275 -300mm - 30 MPa
Concrete Edging Curb c/w 2#10M
Rebar Cont. 10MTies @ 600 o.c.

Compacted 19mm Dia. Down Limestone

20mm Rounding All
Curb Edges
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Max 20%

600 mm min.
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Existing Grade

Blend to meet Existing Grade
@ 600 mm from Curb

CROSS SECTION - SOD EDGE

CROSS SECTION - HARD SURFACE EDGE

Safety Surfacing  
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Non-Woven 
Geotextile

Safety Surfacing

Non-Woven 
Geotextile
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2m or as specified

CURB LEVEL ENTRANCE

50mm radius
Ground Level

Bottom of Curb

1.8m Wide Level Access
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SCD-643  Concrete Playsurface Edging Detail
1:20

AS SPECIFIED ON THE DRAWINGS 

Ex. Sod Ex. Sod

75 mm75 mm

COMPACTED SUB GRADE

MIN. 1.0% - MAX. 2%

NON-WOVEN GEOTEXTILE FABRIC 

150 mm (6") CRUSHED LIMESTONE
SUB-BASE, 50 mm (2") DOWN

50 mm (2") CRUSHED LIMESTONE
BASE COARSE, 20 mm (3/4") DOWN

75 mm (3") ASPHALT 

(3")(3")

TURF REPAIRS
(AS SPECIFIED)

SCD-648   New Asphalt Path
1:20

MATCH EXISTING PATH WIDTH 

Ex. Sod Ex. Sod
75 mm min75 mm min

MIN. 1.0% - MAX. 2%

ADD CRUSHED LIMESTONE 
BASE COARSE, 20 mm (3/4") 
DOWN, COMPACTED, depth 
varies to match Proposed 
Grades

75 mm (3") ASPHALT 

(3")(3")

TURF REPAIRS
(AS SPECIFIED)

COMPACT existing 20mm 
down crushed limestone

Detail 4   Renovated Asphalt Path
1:20
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