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No. Date Issue Notes Tranquility Park
Sand Box Details

16L-16

150 mm x 150 mm PT  Timber.  8
mm chamfer on both top edges.
Joints at corners to be half lap.
Joints in straight runs lap with

min 90 cm overlap.  Min length of
Timber is 120 cm.  Used longest

lengths possible.  Layers of
timber below  the topmost layer

to be offset 10 mm to the
outside.

19mm dia. rebar 50 cm in
length placed in predrilled

holes 1200 mm o.c.   and at all
lap and half lap joints.

32 mm x 150 mm angelim pedra
Cap.  8 mm chamfir on both top
and bottom edges.  Bark side to
be up. Joints to be lapped with

Timber below.

Section

Filter fabric Note:

End Cut preservative to be used in accordance with 
Timber Supplier Instructions

Bottom course to be minimum 1/2 buried into 
subgrade. (below safety surfacing and drainage course 
(if required)

Playsand

Compacted Subgrade
Safety Surface

Lower Step

Start of retaining wall one tier 
above play curb

Crusher Fines grade below step

Sand Box Section (at lowest step)
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Elevated Sandbox
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Playground Retaining Wall

Timber Steps and Cap

Grade north of sand box

Sand Box

Sand Box South Elevation
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