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of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to 
reproduce these drawings for the purposes of bidding.  Such 
reproductions are not to be used for construction.

1. This drawing shall not be used for construction unless signed 
and sealed by Landscape Architect.

2. Variations and modifications to the work shown will not be 
allowed without prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are 
the property of the Landscape Architect.  The copyright is 
reserved in the name of the Landscape Architect. No 
reproduction may be made without the prior written consent 
of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to 
reproduce these drawings for the purposes of bidding.  Such 
reproductions are not to be used for construction.

Drawing No.

of

Drawing Title

Project Title

Consultant

No. Date Issue Notes

Bunn's Creek Pathway Renewal

Rothesay Crossing

L-302

8

For pre bid op reviewB 15-8-13
Response to City CommentsC 15-9-22

Existing Path

Existing Path to be Removed

New Crusher Fines Path

New Wood Chips

New Sod c.w. Topsoil

Existing Wood Chips

Surfaces Key

Boulder Rip Rap

New Asphalt Path

New Concrete Sidewalk

Asphalt Path (max cross slope 2%)

0.3m 1.8m 0.3m Varies (see Plan)

Max 2% Max 1:5
Max 1:5

Max 1:5

Path Cross Section
Scale: 1:50

2
L-302

0.
07
5

0.
1

0.
86
2

0.
16
2

0.3

1.
2

1.8

88mm (1.5") Square Sanded SmoothCap Screwed Down w/ Acq Rated #6 
Phillips Screw

Post Caps Chamfer 30º On 4 Sides

Cap 38mm X 191mm (2"X8")
Top Rail 38mm X 89mm (2"X6") Each Side

Chain Link Mesh 38mm
Post 149mm X 149mm (6"X6")
Board Over Posts 25mm X 149mm (1"X6") 

3.5" Lag Bolt w/ Galvanized Washer

Bottom Rail 38mm X 149mm (2"X6") 
Each Side

Finished Grade

Install Posts Min. 915mm Below Grade In 300mm Ø Hole 
Backfilled w/ Three Quarter Down Limestone

O.C. TYP. 

(MAX. 2400mm O.C.)
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