
CL EX PAVEMENT

MH S503
RIM 32.170
375 N INV 28.748
525 W INV 27.387
600 E INV 27.387

22.45 OF 525 LDS AT 0.20%
(RCP C-76 CL IV / PVC DR 35)
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WARNING
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED FOR
EXCAVATION ON THIS PROJECT THE CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION
OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY
INSTALLATIONS. SEE PROVINCIAL REGULATION 140/92 FOR
DETAILS.

CONSTRUCTION NOTES:

1. LOCATION OF ALL SEWER AND WATER LINES TO BE
CONFIRMED IN THE FIELD.

2. SEWER AND WATER SERVICES SHOWN ON DRAWINGS ARE
APPROXIMATE ONLY.

3. INSTALL NEW SEWER AND CATCHBASIN LEADS BY
TRENCHLESS METHODS, UNLESS NOTED OTHERWISE.

4. INSTALL TYPE 'B' RISERS ON CATCHBASIN LEADS AS DIRECTED
BY THE CONSULTANT.

GENERAL NOTES:

1. CHAINAGE IS ALONG NORTH LIMIT OF DEER LODGE PLACE
SOUTH LEG.

2. STATION 1+00 = WEST LIMIT OF DEER LODGE PLACE WEST
LEG AND NORTH LIMIT OF DEER LODGE PLACE SOUTH LEG.

3. SEE SPECIFICATIONS FOR DETAILED TEST HOLE
INFORMATION.
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