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SECTION A (THROUGH BLOCKING)
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WOOD DECK SECTION
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THICKENED EDGE  
CONCRETE SIDEWALK

ADJUSTABLE TOP STEEL 
SCREW PILE TYP.  
SEE 1-L402 FOR LOCATION

TYP. GRANULAR  
PAVING
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4,330

PLANTING BED 
WITH NON-WOVEN GEOTEXTILE LINING TYP.

2 
L-400

NON-WOVEN GEOTEXTILE TYP.

WOOD DECK DETAIL
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2-38 x 235 x 200mm LG WOOD BLOCKING

GRADE BEAM -  
SEE ARCHITECTURAL
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INSULATION (TYP.) 
SEE ARCHITECTURAL

2-12Ø x 175mm LG HILTI KWIK BOLT 3 
ANCHORS 

38 x 235mm PT WOOD JOISTS TYP.

PARTIAL PLAN VIEW

A
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38 x 140mm CEDAR DECKING TYP.
38 x 235mm PT WOOD JOISTS TYP.

38 x 235mm CONT. P.T. WOOD LEDGER 

COMPACTED GRANULAR 
OVER COMPACTED SUBGRADE

1,090

ADJUSTABLE TOP STEEL 
SCREW PILE TYP.  
SEE 1-L402 FOR LOCATION

2 - 38 x 235mm PT WOOD BEAM

38 x 235mm PT WOOD BLOCKING 
BETWEEN JOISTS, ABOVE BEAM100mm DIA. PERF. HDPE 

DRAINAGE PIPE C/W SOCK 
FREE DRAINING RIVERSTONE 
WRAPPED IN GEOTEXTILE 
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PLANTING BED 
TOP OF MULCH

38 x 285mm CEDAR SKIRT BOARD TYP. 
ALONG ALL EXPOSED DECK EDGES

19mm PWF PLYWOOD 
PROTECTION BOARD 
WITH 25mm Ø DRAIN HOLES 
DRILLED 600 O.C. ALIGN WITH  
DRAIN HOLES THROUGH SLEEPER

2-38 x 235 x 200mm LG WOOD BLOCKING 
AT ANCHOR LOCATIONS (900mm O/C MAX)

INSULATION 
(SEE ARCHITECTURAL)

2-12Ø x 175mm LG HILTI KWIK BOLT 3 
ANCHORS (150 CENTRES) AT 900mm O/C MAX

38 x 140mm CEDAR DECKING TYP.

38 x 235mm PT WOOD JOISTS TYP.

38 x 235mm CONT. P.T. WOOD LEDGER 
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2-38 x 235 x 200mm LG WOOD BLOCKING 
BEYOND

GRADE BEAM -  
SEE ARCHITECTURAL

2-12Ø x 175mm LG HILTI KWIK BOLT 3 
ANCHORS BEYOND

INSULATION 
(SEE ARCHITECTURAL)

SECTION B (THROUGH INSULATION)
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GRADE BEAM -  
SEE ARCHITECTURAL
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GRADE BEAM -  
SEE ARCHITECTURAL
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WRAP NON-WOVEN GEOTEXTILE  
LINING UP AROUND PLYWOOD  
AND STAPLE TO THE TOP

COMPACTED COMMON FILL

89 x 89mm PT WOOD SLEEPER 
WITH 460mm GALVANIZED  
LANDSCAPE SPIKE

NON-WOVEN GEOTEXTILE TYP.

NON-WOVEN GEOTEXTILE

2 
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COMPACTED FILL OR 
SUBGRADE TO 95% ST. 
PROCTOR

VINE PLANTING
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CONCRETE SLAB 
SEE STRUCTURAL

50mm DEPTH 
GRANITE ROCK MULCH 
OVER PLANTING BED  

LOOSEN ROOT BALL AND 
ENSURE ANY DAMAGED 
STEMS ARE PRUNED OFF 
PRIOR TO PLANTING

300mm DEPTH 
PLANTING MEDIUM

NON-WOVEN  
GEOTEXTILE TYP.

MECHANICAL ENCLOSURE 
SEE ARCHITECTURAL

SCARIFY MIN. 
150mm DEPTH
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NOTE: 
WOOD FOR JOISTS & BEAMS TO BE EXTERIOR GRADE PRESSURE TREATED 
WOOD; BROWN COLOUR. 
STAIN TO MATCH AND APPLY CLEAR WOOD PRESERVATIVES TO ALL CUT ENDS. 
 
WOOD FOR DECKING TO BE NO.1 GRADE CEDAR, FREE OF WARPS, WOBBLES, 
CHECKS, OR CRACKS. 
 
ALL HARDWARE TO BE SUITABLE FOR P.T AND CEDAR WOOD. 
EXTERIOR GRADE GALVANIZED STEEL. GALVANIZING: TO CSA G164-M1981  
OR CERAMIC COATED 

38 x 235mm PT WOOD JOISTS 
@ MAX 400mm O.C. TYP. 

2 - 38 x 235mm PT WOOD BEAMS TYP. 
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WOOD DECK DETAIL PLAN
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ADJUSTABLE TOP STEEL SCREW PILE TYP.  C/W 
V-SHAPED TOP ADAPTOR TO SUIT WOOD 
BEAM @ 2438mm O.C. MAX.  
MIN FACTORED CAPACITY PR=22.24kn (5000 lbs) 
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14 SCREW PILES @ 2,438523 523 

2&3
L402

PLANTING BED

BUILDING FACE
DRAINAGE PIPE 
RUNNING UNDERNEATH DECK

2,
16
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38 x 285mm CEDAR SKIRT ON ALL  
EXPOSED SIDES OF THE DECK

38 x 235mm BLOCKING

TYP. SHRUB PLANTING
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300mm DEPTH PLANTING MEDIUM

75mm DEPTH 
WOODCHIP MULCH

ROOTBALL

150mm SCARRIFIED  
SUBGRADE

COMPACTED FILL OR 
SUBGRADE TO 95% ST. 
PROCTOR
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PLANT IN SAUCER 75mm  
ABOVE FINISH GRADE

NON-WOVEN GEOTEXTILE TYP.

TYP. GRASS PLANTING
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FINISHED GRADE

75mm DEPTH 
WOODCHIP MULCH  

300mm DEPTH 
PLANTING MEDIUM

COMPACTED FILL OR 
SUBGRADE TO 95% ST. 
PROCTOR

LOOSEN ROOT BALL AND 
ENSURE ANY DAMAGED 
STEMS ARE PRUNED OFF 
PRIOR TO PLANTING

FLAT FOR 50mm MIN.

SCARIFY MIN. 150mm 
DEPTH

PLANT IN SAUCER 75mm  
ABOVE FINISH GRADE
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NON-WOVEN  
GEOTEXTILE TYP.

FINISHED GRADE

FINISHED GRADE

FINISHED GRADE

TYP. DECIDUOUS TREE PLANTING
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COMPACTED FILL OR 
SUBGRADE TO 95% ST. 
PROCTOR

GRADE

T-RAIL IRON STAKES 
40 x 40 x 5 x 1540 mm LONG
TRUNK COLLAR 
150mm DIA. CORRUGATED 
PLASTIC PIPE 
600mm HEIGHT

WATERING SAUCER 
100mm DEPTH

WOOD CHIP MULCH 
100mm DEPTH

NON-WOVEN GEOTEXTILE TYP.

PLANTING MEDIUM 
DEPTH OF ROOTBALL
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TREE PROTECTION 
BIO-DEGRADABLE TREE STRAPS

SCARIFY BOTTOM & SIDES 
OF TREE WELL TO 150mm DEPTH

REMOVE BURLAP FROM  
MAX. 1/3 OF ROOT BALL

COMPACTED  
SUBGRADE

GUY WIRE 
9 GAUGE FLEXIBLE 
NON-CORROSIVE 
STRAND WIRE

NOTE:  
INSTALLATION AND AFTERCARE MAINTENANCE OF 
TREES AS PER CITY OF WINNIPEG TREE PLANTING 
AND MAINTENANCE SPECIFICATION.

2x DIAMETER OF ROOTBALL

TREE SET PLUMB
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