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M A T E R I A L S S U P P L I E R / S S H A L L C H E C K A L L 
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A N D R E P O R T A N Y D I S C R E PA N C I E S P R I O R T O 
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DRAWING.
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Undisturbed or well-
compacted sub-grade

Min. 12" granular 
sub-base

Min. 6" granular base 12" min topsoil

2" cedar mulch

Geotextile

6"x4"H concrete curb 
c/w 1-15M middle cont. 
and 10M x 24" dowels 
with 2" hook @4'-0"o.c.
Provide straight, 
square edges.

1" clean river-wash

Geotextile

Undisturbed or well-
compacted sub-grade

Minimum 6" 
granular base.

6"x24"x24"
 conc. pad

Min. 3" asphalt

Bike rack.

Undisturbed or well-
compacted sub-grade

Loose-packed clean 
crushed limestone
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Min. 6" topsoil

sod

Wood deck.
El. 100'-0"

6"

3"

3
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sign elevations
1 1/2"=1'-0"

Undisturbed or well-
compacted sub-grade

12" min topsoil

2" cedar mulch

2'
-2

"
4'

-2
"

Concrete pile. See struct.

8"x8" steel post, powder-coat finish. 
See struct.  

12"D backlit polycarbonite sign, 
double-sided, c/w powder-coated steel box 
with hinged face for access. See struct.  
Electrical disconnect shall be concealed 
within the sign box.

10'-0"

1"

4"

Removable steel plate to conceal 
electrical feed.  

1"
5'

-0
"

4'
 m

in
.

2'
-0

"

0.80mm aluminum sign panel
c/w reflective decal. 
Through-bolt. See 3/a002.

Friction-drive post to depth indicated 
or until firmly embedded into 
subgrade. 

2" dia. heavy wall galvanized 
post typical.

Duplex receptacle where required. 
See electrical. Provide fittings as 
required for a stable and secure 
installation.

NOTE:
Signs posts shall be installed 12" 
from the face of curbs.
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Windsor Park Library
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Plant in 3"H saucer, 
above finish grade.

Grade indicated 
on site plan. Rootball.

6" scarrified subgrade.

Top of mulch.

Steel signage post.  
See structural.
Powdercoat finish. 

8"

4"
1 

3/
4"

2 
1/

4"

3/16" steel tabs @ 
24"o.c. ea.side.

3/16" removable steel 
plate, powder-coat finish.

Engineer grade (RE) 
reflective black and red. 

Decal graphic to be provided 
by the architect.

DISMOUNT 
AND WALK

Arrows in direction of 
restricted zones, number & 

direction to be confirmed.

Arrows in direction of 
restricted zones, number 

and direction to be 
confirmed.

P
NO PARKING
STAFF ONLY

Engineer grade (RE) 
reflective black and red. 

Decal graphic to be provided 
by the architect.

Pre-drilled mounting holes 
typical.

Engineer grade (WH) 
reflective white.

1'-0"

1'
-1

0"

2 
1 2"

Helvetica bold black

P
Pre-drilled mounting holes 

typical.

Engineer grade (WH) 
reflective white.

1'-0"

1'
-1

0"

2 
1 2"

Engineer grade reflective 
decal, graphic to be 

provided by the architect.

Pre-drilled mounting holes 
typical.

Engineer grade (WH) 
reflective white.

1'-0"

1'
-1

0"

2 
1 2"

Arrows in direction of 
restricted zones, number 

and direction to be 
confirmed.

SCOOTER 
PARKING 

ONLY

Helvetica bold black

UNIVERSAL ACCESS 
PASS HOLDERS

ONLY

RESERVED
STALLS

Engineer  grade (BU) 
reflective blue.

Pre-drilled mounting holes 
typical.

Standard universal 
accessibility symbol white

1'-0"

1'
-1

0"

2 
1 2"

Arrows in direction of 
restricted zones, number 

and direction to be 
confirmed.

Helvetica bold white

Helvetica bold white

NO PARKING SIGN

STAFF PARKING SIGN UNIVERSAL ACCESS PARKING SIGN

SCOOTER PARKING SIGN
(3 thus, different arrow config's)

(3 thus, different arrow config's) (3 thus, different arrow config's)

(1 thus)
NO PARKING SIGN SCOOTER PARKING SIGN

Engineer grade reflective 
decal, graphic to be 

provided by the architect.

Pre-drilled mounting holes 
typical.

Engineer grade (WH) 
reflective white.

1'-0"

1'
-1

0"

2 
1 2"

Helvetica bold black

ONE WAY (LEFT) SIGN

DISMOUNT AND WALK SIGN

(2 thus)

(3 thus)

Engineer  grade 
(BK) reflective 

black. Graphic to 
be provided by 

the architect.

Helvetica bold 
black

ONE WAY

2'-0"

Pre-drilled mounting 
holes typical.

1 
1 2"

8"


