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NOTES:

THIS DRAWING IS THE EXCLUSIVE PROPERTY OF H5 
ARCHITECTURE AND DAVID PENNER ARCHITECT AND 
MAY NOT BE REPRODUCED AND/OR USED IN ANY 
MANNER WITHOUT THEIR EXPRESSED WRITTEN 
PERMISSION. THE GENERAL CONTRACTOR AND 
M A T E R I A L S S U P P L I E R / S S H A L L C H E C K A L L 
DIMENSIONS AND INFORMATION ON THIS DRAWING 
A N D R E P O R T A N Y D I S C R E PA N C I E S P R I O R T O 
COMMENCEMENT OF WORK. DO NOT SCALE THIS 
DRAWING.
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canopy plan at grade
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canopy roof plan
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enlarged partial elevation
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reflected ceiling plan
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1'-5 1/16"

6'-10 1/4"

4'-9 5/8" typ.
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Bike rack 
typical.

Metal cladding

Asphalt paving.

Bike rack typical. 
Align tops as shown.

Pre-fab flute closure 
all across typical. Seal 
to make watertight.

Bent plate 
edge all along.
See struct..

24"x24"x6" 
concrete 
pad typical.
See 6/a002

Canopy frame c/w 
2.5"x3.5" bent plate 
typ where shown 
thus. See struct..

Riverwash 
stone typical

Canopy frame c/w 
2.5"x3.5" HHS typ 
where shown thus. 
See struct..

Sawcut typical. 
See struct..

Line of roof 
above.

Plantings adjacent 
to building shall be 
set in 12"D x 36"dia. 
bed of topsoil.

Steel deck. 
Paint finish. 
See struct..

Light fixture 
typical, centred.

W8x31 frame c/w 
HSS. See struct..

W8x31 frame c/w 
bent plate channel. 
See struct..

Bent plate edge all 
along.  See struct.. 
Seal to decking.

1"dia. drain hole in each flute, 
centre of channel, all across. 
Deform openings to create drip. 
See similar detail 4/a004. 
2 locations thus.

Steel deck c/w 
paint finish. 
See struct..

Provide 1/2" gap between deck panel ends, 
2 locations thus. Centre above bent plate 
channel.

Bent plate 
edge all along.
See struct..

Deform edge of deck 
flutes to create drip. 
See similar detail 
4/a004. Typ. at all ends.
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W8x31 steel frame. 
Powder-coated. See struct..
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Butt roof deck ends. Provice continuous weld to 
make waterproof. Patch galvanizing.  This 
location only.
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Caulk u/s of panel 
joint all along to 
make water-tight, 
typical.

Line of steel 
frame above.

3 - 10M top 
x 6'L typical

Sawcut typical. 
See struct..

Bent plate edge support all across. 
Paint finish. See struct..

W8x31 frame 
typical.  See struct..
Powdercoat finish.


