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NOTES:

THIS DRAWING IS THE EXCLUSIVE PROPERTY OF H5 
ARCHITECTURE AND DAVID PENNER ARCHITECT AND 
MAY NOT BE REPRODUCED AND/OR USED IN ANY 
MANNER WITHOUT THEIR EXPRESSED WRITTEN 
PERMISSION. THE GENERAL CONTRACTOR AND 
M A T E R I A L S S U P P L I E R / S S H A L L C H E C K A L L 
DIMENSIONS AND INFORMATION ON THIS DRAWING 
A N D R E P O R T A N Y D I S C R E PA N C I E S P R I O R T O 
COMMENCEMENT OF WORK. DO NOT SCALE THIS 
DRAWING.
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136'-7 7/8" outside corner to C.L. conc. 26'-8 1/2" C.L. to O.F. conc. 20'-8" O.F. to O.F. conc. 6'-11 1/4" O.F. to outside corner conc.
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8" non perforated weeper drain, 
slope to pit.

6" non perforated weeper 
drains, slope to suit, typ.

2"x48"W XPS insulation cont. 
around crawlspace perimeter, 

see wall sections.

column location above, typ.

GENERAL DRAWING NOTE:
All gridlines & dimensions 
shown are to face or to center 
line of constructions as 
indicated, unless otherwise 
noted. Applies to all drawings.

6" perforated weeper, slope to drains.
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a101

crawlspace plan
1/8"=1'-0"

line of hollowcore slab above, typ.

struct. 
conc. slab 
above

36"x36" access 
door, typ. 2 thus.

exhaust & supply 
ducts above, see 
mech. for 
crawlspace runs

main ductwork typ., see mech.

conc. pile, see struct., typ.

slope 30%

slope 30%

sl
op

e 
30

%

slope 5%

see enlarged 
floor plan.

sump pit, see 
mech.

crawlspace vapour retarder, taped 
joints, throughout; provide pre-formed 
boots at all pile locations.

grade 
beam, typ., 
see struct.

P1 P2

P1

P1

RWL above, see 
mech., typ.

P2

P1

CIP conc. slab infill
to suit mech., see details
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hang hollow core slabs 
where shown thus, see 
struct. & details.
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