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5/8" typ.

BOOK RETURN

See detail 13/A501 for 
curtain wall reinforcing and 
setting block placement.

1
a201

part. east elev.
1/2"=1'-0"

t/o main floor slab 100'-0"

t/o parapet 115'-8"

u/s mullion 110'-4"

u/s roof deck 113'-6 1/2"

Furring behind 
rainscreen, typ.

Clip angle behind 
rainscreen, typ.

Space frame 
beyond, typ.

Structural 
silicon, typ.

Weathering steel 
flashing behind 
rainscreen, typ.

Curtainwall 
cap, typ.

Parapet cap 
flashing, typ.

Z-furring behind 
rainscreen, typ.

Curtainwall 
backbar, typ.

Curtainwall 
glazing, typ.

2
a201

part. east elev.
1/2"=1'-0"

Alum. base flashing, 
typ. at curtainwall.  
See 8/A503 sim.

Curtainwall 
cap, typ.

Perforated metal 
rainscreen, 
curtainwall behind.

Locate fasteners 
at ±7 1/4" o.c., typ.

4
a201

part. east elev.
1/2"=1'-0"

Align bottom edge of 
perforated metal 
rainscreen to bottom 
of horiz. curtainwall 
cap, typ.

Align bottom edge of 
sheet cladding to top 
of horiz. curtainwall 
cap, typ.

6
a201

part. north elev.
1/2"=1'-0"

NOTE: All cuts in perforated metal rainscreen and  
sheet cladding shall be straight and true.  All cut edges 
shall be deburred and cleaned of cutting debris.  Plate 
edges shall be ground where adjacent to operable 
building components. Typ. all drawings.

Vertical angle behind 
rainscreen, typ. 
where shown thus.

Sheet metal 
rainscreen, typ.

Sheet cladding 
behind rainscreen. 
Joints shown thus, 
typ.

Parapet cap flashing 
behind rainscreen.  
See wall section.

MDF panel 
beyond, paint.

Align joints with 
alternating 
mullions, typ.

1/
2"

3
a201

part. east elev.
1/2"=1'-0"

Curtainwall cap.

Curtainwall cap 
behind rainscreen.

Parapet cap 
flashing behind 
rainscreen, typ.

Curtainwall behind 
rainscreen, typ.

Weathering steel 
flashing behind 
rainscreen, typ.

Operable window.

t/o main floor slab 100'-0"

t/o parapet 115'-8"

u/s mullion 110'-4"

u/s roof deck 113'-6 1/2"

5
a201

part. west elev.
1/2"=1'-0"

Roller blinds 
beyond, typ.

1"

Cut rainscreen where 
req'd to maintain 1" gap 
above grade, both 
sides of door.

Align with curtainwall 
cap. See alignment 
notes on 2/a201.
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1'-4" typ.
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-4

" t
yp

.
± 

7"

Alum. base 
flashing, see 
section detail.

Grade for wood 
deck, see 
landscape dtls.

Built up 
curtainwall 
caps, see 
2/a502.

Book drop, see typ. 
wall penetration detail. 
Cut rainscreen to suit.

8" 8"

Vertical joint in 
rainscreen, typ.

Pest screen behind 
rainscreen, see 
section detail.

Weathering 
steel base 
flashing, typ.

Curtainwall, no 
rainscreen.

D100A

Cut rainscreen to align 
with outer edge of 
curtainwall cap. Typ. 
around operable windows.

D101

Weathering steel 
base flashing.

2'-8" typ.
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Line of canopy 
in front, typ.

Door operator 
sensor.

B

Provide 1.5" x 0.125" 
weathering steel plate all 
sides of opening. Weld to 
rainscreen.
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Panic bar 
behind.

Door operator 
push button. 
Align w/ int. 
operator.

4"

Power door 
operator 
behind.

Card reader, 
see elec.

Cantilever horiz. backbar, provide 2"x3"x5/16"
HSS insert reinforcement (west elev. similar)

Joint between alum. & 
weathering steel base 
flashing.  See 8/A503 sim.

Corner joint in 
curtainwall, 
see 11/A502.

Door header.


