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2" typ.

MGMG

Surface mount 
push button, typ. 
at all CMU walls.

Recessed pull station 
c/w cover, see typ. detail.

4"D recess to suit 5 lbs 
fire extinguisher. Align 
recess w/ pull station 
and bulletin board.
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vestibule  & entry
1/4"=1'-0"

Supply air nozzle, 
see mech., typ.
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GL

Bullentin board, adhere. 
Locate seams as indicated.

Book return 
cart by the City. Book return. 

Supply by the 
City, install by 
contractor.

Book carts by 
the City, typ.

Computer table 
by the City.
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main library & vestibule
1/4"=1'-0"

4
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main library, MPR
1/4"=1'-0"
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vestibule
1/4"=1'-0"
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mpr, south
1/4"=1'-0"
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main library, art wall
1/4"=1'-0"
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mpr, west
1/4"=1'-0"

9
a400

mpr, north 
1/4"=1'-0"
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mpr, east
1/4"=1'-0"
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library services counter
1/4"=1'-0"
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staff room
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18
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tutorial room
1/4"=1'-0"

Lockers 
by the 
City.

Wall 
guard.

Coat rack, 
see 11/A503.

Bearing ledger, see 
struct., paint, typ.

D104 D105 D100b

D102bD102a

D103

D116

Interior glazing, 
typ. mk. 'GL'

Cast-in-place concrete, 
see struct, typ. Locate 
formwork joints and 
snap ties as indicated.

Space frame in front 
of wall, see struct, typ.

Curtainwall 
beyond.

Omit acoustic panel, 
this location only.

Curtain wall 
beyond.

Note: All appliances to be 
provided by the City, 
installed by contractor.

Operable 
window.

Fixed 
curtain wall.

Concrete 
block, typ.

CIP wall.

Suspended acoustic panels, see 
7/A503, typ where shown thus.

Bulletin board, 
adhere to doors, 
see 14/a503.
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vinyl decals, typ.
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open

Edge 
guard.

open

open

Returns desk, 
see 1/A504.

Edge guard 
as spec'd.

GL

Roof drain, typ.

1/4" clear silicone 
where glass meets 
concrete, typ. See 
plan detail 9/a502, sim.

± 3'-10"4'-0" typ. u/n± 2'-1" ± 1'-4 1/2"

± 8" ± 11" ± 1'-5 1/2" eq. eq.

± 11" eq. eq.

± 3'-10"

3'
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"

Note: Where formwork joints 
are non-typical, snap ties 
shall be centred and evenly 
distributed between joints.  
Maintain typical pattern.

Conc. block wall 
beyond, see 9/A502.

GL

Rubber wall base, 
typ. at sheet flooring.
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children's area, west wall
1/4"=1'-0"
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Curtain wall 
beyond.

GL

Curtain 
wall, typ.

Checkout/Info 
desk, see 2/A504.

Stretched 
membrane 
ceilling, see 
13/A501, typ.

D100b
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open

Space frame, 
see struct, typ.

eq.eq.

Matelux 
glazing.

5'-0"

Space frame, 
see struct.

Space frame, 
see struct, typ.

Suspended acoustic 
panels, typ.
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-6

"

1'-6" 2'-2"

Note: Top edge of rubber wall 
base shall be flush w/ top edge 
of conc. block, typ.

Tile wall base, typ. Recess 
conc. wall, see 9/A503.
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V-profile control joint, see 
12/A503, typ. mk. 'CJ'

± 5'-4"

Approximate line 
of door swing.

4"
 ty

p. Recessed door 
operator push button, 
typ. Dims. to device.
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± 2'-9" ± 2'-9"

32
"

18
"

30
"
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eq.B eq.Beq. A eq. A eq. A

Card reader, 
typ. mk 'CR'

± 15"24"

Kitchen cabinets. 
See 9/A504.

Backsplash.

Fridge. Micro.

Adjustable 
shelves, typ.

eq.eq.

2" typ.
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1"

5'-8"

Recess full 
width of wall, 
this location 
only.

Approx. line 
of door swing.
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Recessed wall receptacle, 
typ.  See elec. Centre 
between formwork joints u/n.

eq.eq.

Wall receptacle, recess flush 
w/ wall finish, typ. this wall. 
Centre between bullentin 
board seams.

Roller blind 
control panel, 
see elec.

Returns desk, 
see 1/A504.

Checkout/Info 
desk, see 2/A504.

Recessed 
receptacles, typ. 
See elec.

Wall devices, 
see elec. 
Centre on 
formwork joint.

Recessed receptacle behind 
appliance, typ. See elec.

Recessed 
receptacles, see 
millwork details, typ.

Coat rack 
w/ shelf see 
11/A503.

Door pull, typ.

3'
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Fire annuc. 
panel.

Centre devices 
between formwork 
joints. See elec, typ.

Alarm keypad 
& card reader.

Note: All electrical devices 
shall be recessed, dims. 
indicated to device unless 
noted. For typ. detail see 
10/A503. 

Rubber wall 
base.
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5" typ.

CJ CJ CJ CJ CJ

CJ CJ CJ CJ

CJ CJ CJ CJ

CJ

Provide 4"D 
recess to suit 
surface mount 
heater.
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8 
1/
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eq. eq. Centre exit sign on 
doors. Mount to 
mullion. See elec.

Bulletin board, recess 
sim. to elec. devices.
Grind substrate smooth 
& adhere.

Side of door operator 
push button. See 4/A400.

Louvre, 2 thus, see 
a503 detail & mech.

Louvre post, align wtih 
space frame members, typ.

Approx. line of 
projection screen.
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Centre projection 
screen on space 
frame and projector.

Motorized projection 
screen, surface mount. 
No exposed wiring.
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CR

CR

CR
CR

GL GL

GL GL

GLGL

3" typ.
for CMU
walls u/n

eq. eq.4'-0" typ.

1'
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"

Alum. slatwall. Grind 
substrate smooth & face 
mount w/ concealed 
fasteners. Provide anod. 
alum. end closures.

Exit sign, see 2/A400.

± 4'-6" 8'-0" typ.

MG MG

Magnetic lock, 
typ. mk. 'MG'

MG MG

2'
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"

Decking closure to be installed 
between t/o wall and u/s of roof deck.
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Bullentin 
board, adhere. 
Centre seam 
vertically.

Service counter 
millwork in front.

Locate receptacle behind 
service counter, see elec.

Recessed recept. in 
side wall of alcove, 
typ. 2 locations.

Recessed dimmer 
switch, see Elec.

MG(behind)

Elec. recept. 
recessed in 
desk, see 
1/A504.

Steel column, 
see struct., 
paint, typ.

Hydronic manifiold c/w 
SS cover plate, see 
mech. Size indicated is 
approximate.
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