
USE 1 1/4" PIPE & FITTINGS

USE 1 1/4" PIPE & FITTINGS

INSTALLATION DIMENSIONS

EQUAL TO 2"

EQUAL TO OPERATING PRESSURE + 2"

BLOW THRU AIR UNIT

DRAW THRU AIR UNIT

A

EQUAL TO OPERATING SUCTION

EQUAL TO OPERATING SUCTION + 2"

INSTALLATION DIMENSIONS

A

A

B
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NOTE:

A TRAP IS REQUIRED TO HOLD A HEAD OF WATER WHICH EQUALS THE PRESSURE DIFFERENCE THAT EXISTS BETWEEN
THE INSIDE OF THE AIR UNIT AND THE ATMOSPHERE ON THE OUTSIDE OF THE UNIT.  WHEN THE UNIT RUNS THE
DIFFERENTIAL PRESSURE CAUSES THE WATER IN THE TRAP TO MOVE VERTICALLY. THIS PRODUCES A WATER COLUMN OF
SUFFICIENT HEIGHT TO BALANCE THE PRESSURE DIFFERENCE. ONCE THE WATER COLUMN IS ESTABLISHED, ADDITIONAL
CONDENSATE SIMPLY FILLS AND OVERFLOWS THE TRAP ON ITS WAY TO THE DRAIN.
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BY

GENERAL
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RUN FLEXIBLE CHROME
PLATED COPPER

SUPPLIES TIGHT TO WALL
AND PARALLEL TO

MILLWORK AS SHOWN

SANITARY DRAINAGE PIPE

SUPPLY STOP(S). TWO SHOWN
FOR REFERENCE. ARRANGEMENT
OF STOP(S) SCHEMATIC ONLY.
CAN BE ON EITHER SIDE OF LAV.
PAIRS CAN BE VERTICAL OR
HORIZONTAL. WHERE MULTIPLE
LAVS ARE INSTALLED, ALL
SUPPLIES TO BE RUN IN
IDENTICAL ARRANGEMENTS.
WHERE NOT POSSIBLE
ALTERNATIVE MUST BE
PRESENTED TO AND APPROVED
BY CONSULTANT.

WHERE SUPPLIED LOOSE,
MIXING VALVE TO BE
INSTALLED TIGHT TO WALL
OR U/S OF MILLWORK. LOOSE
VALVES NOT ACCEPTABLE.

WHERE EXPOSED
TRANSFORMERS ARE TO BE

INSTALLED FASTEN TO U/S OF
MILLWORK OR TIGHT TO WALL.

LOOSE TRANSFORMERS ARE
UNACCEPTABLE

MIN 75mm(3")

MIN
50mm(2")

WHERE LAVATORY MOUNTED
ON STUD WALL, MIXING
VALVES AND
TRANSFORMERS TO BE
INSTALLED IN CONCEALED
ENCLOSURE.
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HIGH WATER

DROP
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STEEL ROD

CONCRETE PIT BY
GENERAL CONTRACTOR.
REFER TO STRUCTURAL.

PUMP OUT
ARRANGEMENT WITH
SHUTOFF VALVE, CHECK
VALVE & UNION.

ANGLE FRAME BY
OTHERS

NYLON ROPE

FLOOR LEVEL

PIT DEPTH BASED
ON PIT DIMENSIONS
AND INVERT ELEV.

OF DRAIN PIPE
TOP OF PIT

 SUBMERSIBLE SUMP
PUMPS OPERATED BY
DUPLEX  CONTROLLER

LADDER RUNGS
REFER TO STRUCTURAL

4"
(100mm)

SUMP
PUMP PAD

FLOATS WIRED
TO DUPLEX
CONTROLLER BY
DIVISION 26

SECURE PIPE EVERY 4' (1200mm)

TO RAIN WATER LEADER.

ELECTRICAL (DIVISION 26) TO
WIRE DUPLEX CONTROLLER TO
PUMPS AND LEVEL SWITCHES

ELECTRICAL CORD

S.S. CHECKERPLATE
STEEL SUMP PIT COVER
BY MECHANICAL FRAME

BY GENERAL
CONTRACTOR.

FEED FROM WEEPING TILE SYSTEM.
REFER TO ARCHITECTURAL.
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4 TANKLESS HOT WATER HEATER DETAIL

SCALE:  NTSMP4.1

5 LAVATORY DETAIL
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