
T.O. MAIN FLOOR
0"

U/S ROOF DECK
13' - 6 1/2"

1A

8" HOLLOWCORE
W/ MIN. 2.25" CONCRETE TOPPING

GRADE BEAM
SEE PLAN & SCHEDULE

TYP. KORO BRG PAD

EMBED PL8x16x3/8" @ 4'-0" O/C
C/W 4-3/4"Ø x 4" LG. N.STUDS

CONT. GALV. L3x3x3/8"
WELDED TO  EMBED PL

TYP. 10M HAIRPIN DOWELS
@ HOLLOWCORE JOINT

10M HOOKED DOWELS AROUND HAIRPIN
@ HOLLOWCORE JOINTS

CURTAIN WALL
SEE ARCH STEEL COLUMN

SEE PLAN & SCHEDULE

6" VOIDFORM

U/S GB-3
-3' - 10"

C.I.P. PILE
SEE SCHEDULE

BASEPLATE
SEE PLAN & DETAILS

SPACE FRAME BEARING
10' - 4"

T.O. PARAPET
15' - 5"

10
 1

/4
"

2'
 - 

11
 3

/4
"

SPACE ROOF FRAME
SEE PLAN & SCHEDULE

STEEL DECK
SEE PLAN & SCHEDULE

TYP. PERIMETER ANGLE
SEE PLAN

S-3
1A

TYP. ALL LOC'NS PROVIDE 1/2" FLEXCELL
AROUND COLUMN DEPTH

OF HOLLOWCORE ONLY
T.O. BRG LEDGER TO MATCH

T.O. HOLLOWCORE

TYP. 4"

TYP. 3" BRG.

1 
1/

2"
3"

1 7/8" TYP.

T.O. MAIN FLOOR
0"

U/S ROOF DECK
13' - 6 1/2"

B1

U/S GB-2
-5' - 0"

T.O. M&E FLOOR
-3' - 10"

6" VOIDFORM

6" VOIDFORM

STRUCTURAL SLAB
SEE PLAN & SCHEDULE

MATCHING HOOKED TOP DOWELS

REINF. MASONRY CONCRETE BLOCK WALL
REFER TO ARCH FOR COURSING HEIGHTS

MATCHING VERT. DOWELS
AS PER PLAN & SCHEDULE

2" INSULATION
SEE ARCH

GRADE BEAM
SEE PLAN & SCHEDULE

T.O. PARAPET
15' - 5"

STEEL DECK

STEEL JOISTS
SEE PLAN & SCHEDULE

TYP. CONT. BOND BEAM
BELOW ROOF DECK BEARING

TYP. AT ALL PARALLEL JOIST EDGE LOC'NS:
PROVIDE L4x4x3/8" BRG. ANGLE FAST. TO MASONRY WALL

W/ 3/4"Ø x 6" EXP. ANCHOR @ 16" O/C

CONT. 1 1/2" KEYWAY TYP.

TYP. CONT. BOND BEAM
ALONG TOP OF WALL

U/S ROOF DECK
13' - 6 1/2"

1A

SPACE FRAME BEARING
10' - 4"

T.O. PARAPET
15' - 5"

SPACE ROOF FRAME
SEE PLAN & SCHEDULE

STEEL DECK
SEE PLAN & SCHEDULE

TYP. PERIMETER ANGLE
SEE PLAN

CONCRETE WALL
SEE PLAN & SCHEDULE

SPACE ROOF FRAME
BEARING PLATE
SEE PLAN

T.O. MASONRY
10' - 3 1/2"

U/S ROOF DECK
13' - 6 1/2"

12' - 2 3/4"

U/S BEAM &
T.O. BR-1 BYND.

STEEL DECK
SEE PLAN & SCHEDULE

ROOF JOIST
SEE PLAN & SCHEDULE

CLIP CONNETION
BY SUPPLIER

T.O. MAIN FLOOR
0"

1A

DUCTWORK
SEE MECH

EMBED PL8x16x3/8" @ 4'-0" O/C
C/W 4-3/4"Ø x 4" LG. N.STUDS

15" @ MPR CURB

10"

CONT. GALV. L3x3x3/8"
WELDED TO  EMBED PL

U/S ROOF DECK
13' - 6 1/2"

2A

GLASS PARTITION
SEE ARCH

STEEL BEAM
SEE PLAN

STEEL DECKING
SEE PLAN & SCHEDULE

L4x4x3/8" CONT.
TO INTERIOR PARITION
& CONCRETE BEAM

LVL CONT. BLOCKING
PL1/4x10x6"

C/W 2-1/2"Ø WEDGE ANCHORS
EACH BEARING END

T.O. MAIN FLOOR
0"

U/S GB-1 & GB-4
-2' - 10 1/2"

3

TYP. 10M DOWELS
@ HOLLOWCORE JOINTS

C.I.P. PILE
SEE SCHEDULE6" VOIDFORM

TYP. KORO BRG PAD

TYP. 10M HAIRPIN DOWELS
@ HOLLOWCORE JOINT GRADE BEAM

SEE PLAN & SCHEDULE

T.O. MAIN FLOOR
0"

TYP. 10M TIES @ 1/4 POINT LOC'NS
CONCRETE BEAM
SEE PLAN & SCHEDULE

8" HOLLOWCORE
W/ MIN. 2.25" CONCRETE TOPPING

2"Ø MANIFOLD PIPING

CONCRETE WALL
SEE PLAN & SCHEDULE

C.I.P. PILE
SEE PLAN & SCHEDULE

MANIFOLD RECESS
REFER TO ARCH FOR LOC'N

9
S-0A

1'
 - 

0"

T.O. MAIN FLOOR
0"

WOOD JOIST
SEE PLAN

P.T. WOOD DECKING

JOIST HANGER
BY SUPPLIER

2"
6"

CAP PL1/2x6x6"
FOR SADDLE MOUNT

HELICAL SCREW PILE
SEE PLAN

ENSURE SOUND BEARING
PROVIDE STEEL SHIM PL'S IF REQ'D

LATERAL STABILIZERS
W/ MIN. 0.8ft² PER FIN

SADDLE PL3/8" x 8" LG.
C/W 2-1/2"Ø THRU BOLTS

WOOD BEAM
SEE PLAN
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SECTIONS & DETAILS

W15033 MARCH 28, 2016

 3/4" = 1'-0"S-3
1 SECTION @ EXT. GRADE BEAM

 3/4" = 1'-0"S-3
2 MECH ROOM SECTION @ EXT. WALL

 3/4" = 1'-0"S-3
4 SECTION @ EXT. CONCRETE WALL

 3/4" = 1'-0"S-3
5 ROOF SECTION

 1 1/2" = 1'-0"S-3
1A NON CURB SECTION @ EXT. GRADE BEAM

 3/4" = 1'-0"S-3
6 ROOF SECTION @ GLASS PARTITION

 3/4" = 1'-0"S-3
3 SECTION THRU GB-1

 3/4" = 1'-0"S-3
7 SECTION THRU CB-1

0 JCR

 1" = 1'-0"S-3
8 SECTION @ EXT. WOOD DECK

ISSUED FOR CONSTRUCTION 2016.03.28




