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WESTBOUND LANES

EASTBOUND LANES

REMOVE CURB INLET INSTALL CATCH PIT

SD-023 C/W 1.5m DRAINAGE CONNECTION

PIPE, CONNECT TO CATCH BASIN STA 1+035.9

ADJUST CURB INLET WITH

NEW INLET BOX

ASPHALT LIMIT

0+997

0+990 1+000

1+050

CAUTION: GAS
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CURB REPLACEMENT

(TYP.)
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REPLACE 0.15m LOOSE

BRICKS WITH PRE-CAST

CONCRETE RISERS

REPAIR 1.5m OF EX. 200

CONCRETE CB LEAD 1.3m N

OF CB.  TELEVISE

REMAINING SECTION OF

LEAD TO VERIFY CONDITION

CPR SIDING SEE

SPECIFICATION FOR WORKS

WITHIN CPR RIGHT OF WAY
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REPLACE EXISTING HOOD.  TELEVISE

LEAD TO VERIFY CONDITION.

SEE CONRETE

REPAIR NOTE

CAUTION: CATHODICALLY PROTECTED
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REMOVE CURB INLET INSTALL

CATCH PIT SD-023 C/W 1.5m

DRAINAGE CONNECTION PIPE

CONNECT TO CATCH BASIN

STA 1+160.7

1+100 1+150 1+200

CAUTION: GAS
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CURB REPLACEMENT

(TYP.)
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REPLACE MANHOLE

FRAME AND COVER

AP-004 & AP-005

REPLACE TOP 1.2m WITH

PRE-CAST CONCRETE

RISERS C/W RUNGS
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RAIL TIES IN WESTBOUND

MIDDLE LANE. NO PAVEMENT

RENEWALS IN THIS LANE

WESTBOUND LANES

EASTBOUND LANES

ADJUST CATCH

BASIN FRAME

AND COVER

AP-004 & AP-006

SEE CONRETE

REPAIR NOTE

CAUTION: CATHODICALLY PROTECTED

SEE CONRETE

REPAIR NOTE

2.0% - 4
.0% 2.0% - 4.0%







WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

MANITOBAWINNIPEG

ACADEMY ROAD

ACADEMY ROAD

NOTES:

- LOCATION OF EXISTING SERVICES TO

  BE VERIFIED IN FIELD BY CONTRACTOR

- MAINTAIN TRAFFIC AS OUTLINED IN THE

  TRAFFIC MANAGEMENT SPECIFICATION

  AND STAGING DRAWINGS

- NO CONCRETE PAVEMENT RENEWALS

  OVER WATERMAINS THAT ARE

  CATHODICALLY PROJECTED
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CONSTRUCTION NOTES:

- MILL EXISTING ASPHALT OVERLAY REQUIRED DEPTH FOR 60mm (AVERAGE) ASPHALT OVERLAY

- COMPLETE CONCRETE PAVEMENT REPAIRS TO A DEPTH OF 300mm BELOW FINAL GRADE

- COMPLETE GLASS GRID PLACEMENT AS PER "SUPPLY AND INSTALLATION OF PAVEMENT REPAIR FABRIC" SPECIFICATON

- COMPLETE CURB & SIDEWALK RENEWAL WORKS, AREAS TO BE VERIFIED BY CONTRACT ADMINISTRATOR (75mm MIN CURB REVEAL)

- PLACE DETECTABLE WARNING SURFACE TILES WHERE INDICATED, COMPLETE WITH NEW RAMP CURB

- COMPLETE DRAINAGE INLET WORKS AS NOTED

- COMPLETE ADJUSTMENTS OF PAVEMENT APPURTENANCES AS REQUIRED

- PLACE 60mm (AVERAGE) ASPHALT OVERLAY

- CURB RENEWAL WHERE NOTED ON ALL RADII TO BE MODIFIED BARRIER CURB OTHER THAN RAMP CURB

- INSTALL HOODS IN ALL CATCH BASINS

TYPICAL SECTION

1:250H 1:125V


