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REMOVE CURB INLET INSTALL CATCH PIT SD-023

C/W 2.0m DRAINAGE CONNECTION PIPE

STA 2+426.5, CONNECT TO EXISTING DRAIN PIPE

INSTALL RAKED ASPHALT

REMOVE CURB INLETS, INSTALL 2 CATCH

PITS SD-023 C/W 1.5m DRAINAGE

CONNECTION PIPE,  CONNECT TO EXISTING

200mm CONCRETE  CB LEAD  STA 2+506.6

ASPHALT LIMIT

STA 2+527

ASPHALT LIMIT

STA 2+550

REMOVE MEDIAN SLAB

REMOVE CURB INLETS, INSTALL 2

CATCH PITS SD-023 C/W 1.5m

DRAINAGE CONNECTION PIPE,

CONNECT TO EXISTING

200mm CB LEAD

STA 2+501.4

CURB RENEWAL 100 REVEAL

CURB RENEWAL

100mm REVEAL

STA 2+403 - 2+429
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CURB RENEWAL

100mm REVEAL

STA 2+450 - 2+550

BOULEVARD SEEDING

1.5m WIDTH

BOULEVARD SEEDING

1.5m WIDE

CAUTION: GAS

BH33

BH34

BH35

BH36
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REPAIR 3.0m OF EX. 200 CONNECTION

PIPE 2.7m W OF CATCH BASIN

TELEVISE REMAINING SECTION OF

LEAD TO VERIFY CONDITION

INSTALL CONCRETE BULLNOSE







WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

MANITOBAWINNIPEG

NOTES:

- LOCATION OF EXISTING SERVICES TO BE VERIFIED IN FIELD BY CONTRACTOR

- MAINTAIN TRAFFIC AS OUTLINED IN THE TRAFFIC MANAGEMENT

  SPECIFICATION AND STAGING DRAWINGS
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ACADEMY ROAD

CONSTRUCTION NOTES:

- MILL EXISTING ASPHALT OVERLAY REQUIRED DEPTH FOR 60mm (AVERAGE) ASPHALT OVERLAY

- COMPLETE CONCRETE PAVEMENT REPAIRS, AREAS TO BE VERIFIED BY CONTRACT ADMINISTRATOR

- COMPLETE CURB & SIDEWALK RENEWAL WORKS, AREAS TO BE VERIFIED BY CONTRACT ADMINISTRATOR

- PLACE DETECTABLE WARNING SURFACE TILES WHERE INDICATED, COMPLETE WITH NEW RAMP CURB

- COMPLETE DRAINAGE INLET WORKS AS NOTED

- COMPLETE ADJUSTMENTS OF PAVEMENT APPURTENANCES AS REQUIRED

- PLACE 60mm (AVERAGE) ASPHALT OVERLAY

- CURB RENEWAL WHERE NOTED ON ALL RADII TO BE MODIFIED BARRIER CURB WHERE NOT RAMP CURB

- INSTALL HOODS IN ALL CATCH BASINS


