
ASPHALT LIMITS

CURB RENEWAL

(100mm REVEAL)

REGRADE & SEED

BOULEVARD

REGRADE & SEED

BOULEVARD

ACADEMY ST.

CONTROL LINE

80mm ASPHALT OVERLAY

REMOVE CURB INLET

INSTALL CATCH PIT

SD-023 STA 2+088.400

RIM ELEV 231.125

N 250 INV 230.065

BTM ELEV 230.065

INSTALL 1.5 - 250

DRAINAGE CONNECTION

PIPE, TIE INTO C.B. AT

ELEV 229.605
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BH20

REPLACE

MANHOLE

FRAME AND

COVER AP-004

& AP-005
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32.400

32.434

32.273

32.375

32.404

32.423

32.497

32.423

RAIL TIES IN EASTBOUND

MIDDLE LANE NO

PAVEMENT RENEWALS IN

THIS LANE

CURB RENEWAL

125mm REVEAL

STA 2+080 - 2+140
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CAUTION: GAS LINES

PROPOSED

SOUTH GUTTER

EXISTING SOUTH

GUTTER

EXISTING

CENTRELINE

PROPOSED

CENTRELINE

EXISTING SOUTH

SIDEWALK (S. EDGE)

PROPOSED

NORTH GUTTER

EXISTING NORTH

GUTTER

EXISTING

CENTRELINE

PROPOSED

CENTRELINE

EXISTING NORTH

SIDEWALK (N. EDGE)

2.0% - 4
.0% 2.0% - 4.0%
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ACADEMY STREET

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

            WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED FOR

EXCAVATION ON THIS PROJECT THE CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION

OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY

INSTALLATIONS SEE PROVINCIAL REGULATION 210/72 FOR

DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO CONSTRUCTION.







KEY PLAN

GENERAL NOTES:

1.  DESIGN GRADES ARE TO BE CONFIRMED ONCE PLANING HAS

     BEEN COMPLETED.

2.  ADJUST WATER VALVES TO MATCH FINAL GRADES.

3.  ADJUST PAVEMENT MANHOLE AND CATCHBASIN FRAMES 50mm

BELOW FINAL GRADE TO ACCOMMODATE A RISER RING FOR

FINAL ASPHALT PAVING OPERATIONS.

4.  MAINTAIN TRAFFIC AS OUTLINED IN THE TRAFFIC

     MANAGEMENT SPECIFICATION AND AS PER THE STAGING/

     TRAFFIC CONTROL DRAWINGS.

5.  INSTALL HOODS IN ALL CATCH BASINS.

WESTBOUND LANES

EASTBOUND LANES

PROPOSEDEXISTING LEGEND-PLAN EXISTING

WASTE WATER SEWER

LAND DRAINAGE SEWER

CURB INLET

CULVERT

JUNCTIONS

GAS

MANHOLE

WATERMAIN

HYDRANT

VALVE

(31.334)

C PROFILE

NORTH OR WEST GUTTER

SOUTH OR EAST GUTTER

NORTH OR WEST P

SOUTH OR EAST P

HYDRANT, VALVE

LAND DRAINAGE SEWER

WASTE WATER SEWER

WATERMAIN

SOUTH OR EAST DITCH

NORTH OR WEST DITCH

LEGEND-PROFILEEXISTINGLEGEND-PLAN PROPOSED

32.231

SURVEY BAR

PROPERTY LINE

BOREHOLE

ELEVATION

CONCRETE SIDEWALK

MILL AND FILL OVERLAY

HYDRO

CONCRETE

M.T.S.
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SIDEWALK DETECTABLE

ACADEMY ROAD
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SEEDING

TYPICAL SECTION
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