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POOL

EXISTING LIGHT

TO REMAIN AND

PROTECT

EXISTING BOLLARD

& CHAIN TO REMAIN

MH

hp

REMOVE AND DISPOSE

OF EXISTING BOLLARD

& CHAIN, SAWCUT

ASPHALT PAVING.

AVOID DAMAGE TO

EXISTING CATCH BASIN

APPROXIMATE REMOVAL LIMIT.

EXISTING SITE ELEMENTS TO BE

REMOVED AND DISPOSED OF INCLUDING:

A) ALL TIMBER EDGING;

B) ALL PAVING (SAND / PAVER /

CONCRETE / ASPHALT) WITHIN

REMOVAL LIMIT (SAWCUT CONCRETE

AND ASPHALT EDGE);

C) SOD & TOPSOIL;

D) BOLLARD & CHAIN;

E) EXISTING FENCE;

F) PORTION OF PERIMETER FENCE;

G) BENCHES;

H) SIGN;

I) TREES AND ROOT MASS INDICATED

FOR REMOVAL

CONFIRM REMOVALS WITH C.A. PRIOR TO

EXECUTION

EXISTING TREE

ROW  TO REMAIN

AND PROTECT

2.5
5

4.09

EXISTING TREES

TO REMAIN AND

PROTECT

2.44
2.4

4

FIRST STAGE TEMP. FENCING:

1.83m HT. METAL CONSTRUCTION

FENCING TO BE ERECTED AROUND THE

MAIN CONSTRUCTION SITE AND

MAINTAINED UNTIL MAJORITY OF SITE

WORK (ALL SITE WORK, EXCEPT FOR

INSTALLATION OF PLAY EQUIPMENT AND

SURFACING AND SITE FURNISHING) IS

COMPLETED

EXISTING CONCRETE

WALKWAY TO BE

PROTECTED

CONSTRUCTION

ACCESS THROUGH

LARSEN AVE.

ALL EXISTING

BUILDING ENTRY TO

BE MAINTAINED AND

FREE OF

OBSTRUCTIONS

SECOND STAGE TEMP. FENCING:

1.83m HT. METAL CONSTRUCTION

FENCING TO BE ERECTED AROUND THE

PLAYGROUND AREA AND MAINTAINED

UNTIL ALL PLAY EQUIPMENT AND SAFETY

SURFACING IS INSTALLED

REMOVE AND DISPOSE OF

PORTION OF FENCE.  AVOID

DAMAGE TO EXISTING

POSTS TO REMAIN & TREES

REMOVE AND DISPOSE OF

PORTION OF FENCE.  AVOID

DAMAGE TO EXISTING

POSTS TO REMAIN. EXACT

LOCATION TO BE VERIFY ON

SITE PRIOR TO REMOVAL

REMOVE AND STOCKPILE

EXISTING PRE-CAST CONCRETE

BUMPER CURB FOR RELOCATION

REMOVE AND DISPOSE OF

PORTION OF FENCE FOR

PROPOSED GATE.  AVOID

DAMAGE TO EXISTING POSTS

TO REMAIN. EXACT LOCATION

TO BE VERIFY ON SITE WITH

C.A. PRIOR TO REMOVAL

0.5
0

REMOVAL AND

SALVAGE WASTE

RECEPTACLE

FOR RELOCATION

1. ALL EXISTING STRUCTURES, TREES,

SHRUBS, SIDEWALKS, CURBS, SOD,

UTILITIES AND PAVING TO BE

PROTECTED (UNLESS OTHERWISE

NOTED) DURING CONSTRUCTION TO

CITY OF WINNIPEG STANDARDS.

CONTRACTOR TO MAKE GOOD ALL

DAMAGED AREA DURING

CONSTRUCTION BOTH ON AND OFF

SITE TO CITY OF WINNIPEG

STANDARDS AT THE CONTRACTORS

COSTS

2. CONSTRUCTION ACCESS TO BE

LIMITED TO THE ROUTES IDENTIFIED

AT THE CONSTRUCTION START UP

MEETING OR OTHERWISE NOTED

3. TEMPORARY, MODULAR, 1.83M HEIGHT

METAL FENCING IS TO BE ERECTED

AROUND THE CONSTRUCTION SITE

AND MAINTAINED FOR THE DURATION

OF THE CONSTRUCTION PERIOD AS

INDICATED.  SITE ENCLOSURES SHALL

BE CONSIDERED INCIDENTAL TO THE

COST OF THE CONSTRUCTION.

4. CONFIRMATION OF EXISTENCE AND

EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE

PROCEEDING WITH CONSTRUCTION

5. CONTRACTOR TO CONFIRM ALL

EXISTING CONDITIONS, DIMENSIONS

AND MATERIALS ON SITE AND REPORT

ANY DISCREPANCIES TO THE

CONTRACT ADMINISTRATOR PRIOR TO

CONSTRUCTION

6. STOCKPILE LOCATION TO BE

CONFIRMED AT STARTUP MEETING

WITH CONTRACT ADMINISTRATOR.

CONTRACTOR TO ENSURE ALL

STOCKPILED MATERIALS ARE

CONTAINED WITHIN SECURITY

FENCING. MATERIALS AND EQUIPMENT

ARE STORED AT THE CONTRACTOR'S

OWN RISK

7. CONTRACTOR TO LAYOUT EXTENTS

OF REMOVALS AND CONFIRM WITH

CONTRACT ADMINISTRATOR PRIOR TO

EXCAVATION

8. IF POWER EQUIPMENT IS TO BE USED

FOR EXCAVATION ON THIS PROJECT

THE CONTRACTOR MUST:

A. NOTIFY ALL UTILITIES OF THE

PROPOSED LOCATION OF

EXCAVATION

B. TAKE PRECAUTION TO AVOID

DAMAGE TO ALL UTILITIES

10. REFER ALSO TO WRITTEN

SPECIFICATIONS

NOTES:

PROPERTY LINE

LIMITS OF WORK

CONSTRUCTION ACCESS

LOCATION

1.83m HT. METAL

CONSTRUCTION

FENCING

EXISTING TREES TO

REMAIN AND TO BE

PROTECTED DURING

CONSTRUCTION

EXISTING TREE TO BE

REMOVE

APPROXIMATE AREA OF

PAVEMENT AND SITE

ELEMENTS REMOVAL

APPROXIMATE AREA FOR

REGRADING, SOD AND

TOPSOIL REMOVAL

EXISTING LIGHT

STANDARD

EXISTING FIRE HYDRANT

EXISTING CATCH BASIN

EXISTING MANHOLE

EXISTING HYDRO POLE

EXISTING FENCE

TO REMAIN

EXISTING FENCE TO

REMOVE

EXISTING BOLLARD AND

CHAIN TO REMOVE

EXISTING TIMBER

EDGING TO REMOVE
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LARSEN   AVE

EXCAVATE AND INSTALL 1.8m WIDE

ASPHALT PATHWAY.  FEATHER TO

MEET EXISTING GRADES AT SIDEWALK.

REPAIR SOD AS REQUIRED. EXACT

LOCATION TO BE LAYOUT ON SITE
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HDPE CULVERT UNDER

WALKWAY, CENTRED ON EX.

SWALE, AS PER SCD-612 &

SPEC.  VERIFY LENGTH AND

LOCATION ON SITE WITH C.A.

PRIOR TO CONSTRUCTION

REMOVE AND DISPOSE

OF PORTION OF

FENCES. RELOCATE

POSTS AS REQUIRED.

VERIFY REMOVAL

LENGTH AND

LOCATION ON SITE

WITH C.A. PRIOR TO

CONSTRUCTION
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