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1. ALL EXISTING STRUCTURES, TREES,

SHRUBS, SIDEWALKS, CURBS, SOD,

UTILITIES AND PAVING TO BE

PROTECTED (UNLESS OTHERWISE

NOTED) DURING CONSTRUCTION TO

CITY OF WINNIPEG STANDARDS.

CONTRACTOR TO MAKE GOOD ALL

DAMAGED AREA DURING

CONSTRUCTION BOTH ON AND OFF

SITE TO CITY OF WINNIPEG

STANDARDS AT THE CONTRACTORS

COSTS

2. CONFIRMATION OF EXISTENCE AND

EXACT LOCATION OF ALL SERVICES

MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE

PROCEEDING WITH CONSTRUCTION

3. CONTRACTOR TO CONFIRM ALL

EXISTING GRADES, LAYOUT,

DIMENSIONS AND MATERIALS ON SITE

AND REPORT ANY DISCREPANCIES TO

THE CONTRACT ADMINISTRATOR

PRIOR TO CONSTRUCTION

4. EXACT LOCATION OF GRANULAR PATH

AND BERM TO BE LOCATED ON SITE.

ALL LAYOUT TO BE APPROVED BY

CONTRACT ADMINISTRATOR PRIOR TO

ANY CONSTRUCTION OR REMOVAL

5. ALL SITE FURNITURE SHALL BE FIELD

LOCATED BY CONTRACT

ADMINISTRATOR PRIOR TO

INSTALLATION

6. ALL DIMENSIONS ARE IN METRES

UNLESS OTHERWISE SPECIFIED

7. REFER ALSO TO WRITTEN

SPECIFICATIONS

NOTES:

PROPERTY LINE

LIMITS OF WORK

CONSTRUCTION ACCESS

LOCATION

EXISTING TREE / SHRUB

TO REMAIN

EXISTING LIGHT

STANDARD

PROPOSE LIGHTING

EXISTING FIRE HYDRANT

EXISTING CATCH BASIN

EXISTING MANHOLE

EXISTING HYDRO POLE

EXISTING FENCE
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