
DETAIL NOTES

1. SUB-GRADE, SUB-BASE AND BASE COURSE

CONSTRUCTION AS PER CW 3110-R18

2. GEOTEXTILE FABRIC AS PER CW 3130-R4

3. TOPSOIL AND SOD AS PER CW 3510-R9

4. ALL NOTES IN GREY INDICATE FUTURE WORK OR

WORK TO BE COMPLETED BY OTHERS UNDER

SEPARATE CONTRACT.

5. REFER ALSO TO WRITTEN SPECIFICATIONS

6. FOR CUSTOM FENCE & BENCH - CONTRACTOR TO

SUBMIT SHOP DRAWINGS WITH ENGINEER STAMPS

FOR ALL STRUCTURES AND FABRICATION FOR

REVIEW AND APPROVAL BY CONTRACT

ADIMINSTRATOR PRIOR TO CONSTRUCTION
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EXISTING SPRUCE

100mm DEPTH BARK MULCH

INFILL. BUILD MULCH SAUCER

AROUND TREE. MULCH MUST NOT

CONTACT TREE TRUNK

CONCRETE PLANTER, TOP OF

PLANTER TO REMAIN LEVEL

10M STIRRUPS @ 400 O.C.,

2 - 15M T & B

25mm DIA. PVC PIPE SET IN WALL

AT ANGLE FOR DRAINAGE

ARTIFICIAL TURF AND DRAINAGE

LAYER DEPTHS AS PER

MANUFACTURER'S SPEC.

19mm DOWN CRUSHED

GRANULAR BASE

NON-WOVEN GEOTEXTILE AS PER

CW 3130

EXISTING SOIL & ROOT SYSTEM

NOT TO BE DISTURBED

2" RIGID POLYSTYRENE BLUE

INSULATION GLUED TO CONCRETE

WALL BELOW WOOD MULCH

DEPTH

15mm CHAMFER

SLOPE

AWAY

SLOPE

AWAY

DO NOT DISTURB SUBGRADE AND

DO NOT PLANT OR GRADE WITHIN

75mm OF TRUNK

NEW TOPSOIL, MIX TO MEET SPEC.

SCARIFY LIGHTLY FOR TOPSOIL

MIX

EX.

GRADE

NOTES:

1. LAYOUT OF PLANT MATERIAL TO BE

APPROVED BY L.A. PRIOR TO

INSTALLATION.

2. PIT TO BE DUG WITH BACK HOE NOT

TREE SPADE.

3. CONTRACTOR TO ENSURE 'T'-BARS

DO NOT PENETRATE ROOT BALL.

4. SECURE 'T'-BARS TO TREE @

APPROX. 2/3 TOTAL TREE HEIGHT

ABOVE FIN. GRADE.

5. TREE SHALL BE PRUNED

IMMEDIATELY AFTER PLANTING TO

REMOVE DEAD, BROKEN, DISEASED,

DYING OR RUBBING BRANCHES.

CO-DOMINANT STEMS LESS THAN

100mm (4") DIA. AT THE FORKS SHALL

BE PRUNED OFF AND ONE MAIN STEM

SHOULD REMAIN.  TREE TOPPING OR

HEADING IS NOT PERMITTED AT ANY

TIME.

6. STAKES & TIES TO BE REMOVED BY

CONTRACTOR AT END OF

MAINTENANCE PERIOD AND UPON

ACCEPTANCE BY L.A.

7. ALSO REFER TO CITY OF WINNIPEG

TREE PLANTING AND MAINTENANCE

SPECIFICATION.

2-3 X DIA. OF ROOTBALL
(MIN. 1500mm)
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TREE TO BE SET PLUMB IN CENTRE OF TREE PIT.

TREE SHOULD BE PLANTED NO DEEPER THAN IT

WAS GROWING IN THE CONTAINER OR FIELD

METAL "T" STAKE ON TWO SIDES AND

ARBORTILE

®
 (WHERE REQUIRED, ADJUST

LOCATION WITH PREVAILING WINDS). STAKE

BEYOND EDGE OF ROOT BALL

MULCH:

· 100mm DEPTH BARK MULCH. MULCH MUST NOT BE PLACED

WITHIN 75mm (3") OF TRUNK . DO NOT PILE MULCH UP AGAINST

TRUNK

PLANTING SOIL:

· ALL TREE & SHRUB ROOT FLARE SHOULD BE SLIGHTLY ABOVE

FINISH GRADE OF SOIL. REMOVE EXCESS SOIL FROM TOP OF

ROOT BALL. DO NOT COVER THE TOP OF THE ROOT BALL WITH

SOIL

· TAMPED TOPSOIL MIX TO MEET SPECIFICATIONS

PLANTING PIT FOR TREE:

· NO DEEPER THAN THE ROOT BALL OF THE TREE,

· 2 TIMES AS WIDE AS THE ROOT BALL OF THE TREE IN

UNDISTURBED SOILS AND PREPARED SOILS;

PLANTING PIT FOR SHRUB:

· MIN. 400mm DEPTH TOPSOIL MIX FIRMLY PACKED, TOP OF

TOPSOIL TO BE 50mm ABOVE SURROUNDING GRADE

BERM OF TOPSOIL MIX FORMING WATER

DISH AROUND SHRUB BED. FLATTEN AT END

OF MAINTENANCE PERIOD

FINISHED GRADE CONDITION VARIES. PROVIDE

PERMA-LOC ALUMINUM EDGING AROUND NEW

PLANTING BEDS AS INDICATED ON PLAN AND TO

BE FINALIZED ON SITE

REMOVE POTS COMPLETELY FROM POTTED

STOCK OF CUT AND REMOVE BURLAP FROM

THE TOP 1/3 OF ROOTBALL.

UNDISTURBED SOIL OR COMPACTED CLEAN

EARTH FILL SUITABLE FOR TREE GROWTH

REMOVE DAMAGE OR OBJECTIONABLE BRANCHES.

FOLLOW THE MOST RECENT CANADIAN NURSERY

& TRADE ASSOCIATION PRACTICE. DO NOT PRUNE

LEADER

SCARIFY SUBGRADE TO 150mm

COMPACTED ROOT BALL SUPPORT PAD

2X DIA. OF ROOTBALL
(MIN. 500mm)

SINGLE LEADER. PRUNE ONLY BROKEN, DISEASED,

OR DEAD BRANCHES. DO NOT PRUNE LEADER

FINISH GRADE, CONDITION VARIES

CUT WIRE BASKET, BEND BACK

TOP LOOPS AND REMOVE BURLAP

FROM THE TOP 1/3 OF ROOTBALL.

REMOVE ALL TWINE, ROPE, WIRE

AND ANY NON BIODEGRADABLE

MATERIAL

SCARIFY SIDES OF SHRUB BED TO THE

DEPTH OF ONE SHOVEL BLADE
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CONCRETE SEATING WALL / PLANTER DETAILS

SCALE - 1 : 25
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PLANTING BED DETAILS

SCALE - 1 : 25
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