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EXISTING LAGGING

SCREWS
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REMOVE AND DISPOSE OF

50 x 305 TIMBER LAGGING

REMOVE AND DISPOSE OF 356 Ø TIMBER

PILE RETAINING WALL TO EXISTING

GROUND LEVEL ON RIVER SIDE

REMOVE AND DISPOSE OF 150 x 150

TIMBER HANDRAIL POST

EXISTING CONCRETE

REMOVE AND DISPOSE OF 63.5 Ø

STEEL PIPE RAILING

CUT TIMBER PILES AT EXISTING

GROUND LEVEL FOR REMOVAL

SCALE: 1:20

REMOVAL OF TIMBER PILE WALL SECTION

B

500

1

1

EXCAVATE TO STABLE SLOPE

PRIOR TO REMOVAL OF WALL

14-19
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0

LIMIT OF EXCAVATION

1
0

0
0
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0

0
0
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REMOVE AND DISPOSE OF 63.5 Ø

STEEL PIPE RAILING

REMOVE AND DISPOSE OF 150 x 150

TIMBER HANDRAIL POST

CUT TIMBER PILES AT EXISTING

GROUND LEVEL FOR REMOVAL

REMOVE AND DISPOSE OF 356 Ø

TIMBER PILE RETAINING WALL TO

EXISTING GROUND LEVEL ON

RIVER SIDE

REMOVE AND DISPOSE OF 8

W310 x110 x 6000 LONG STEEL H-PILES

REMOVE AND DISPOSE OF

150 x 150 TIMBER LAGGING

SCALE: 1:20

REMOVAL OF TIMBER PILE WALL RESTORATION SECTION

C

15

500

EXISTING 25 mm CRUSHED LIMESTONE

REMOVE AND DISPOSE OF

WEEPING TILE AND PIPE

1

1

EXCAVATE TO STABLE SLOPE

PRIOR TO REMOVAL OF WALL

1
0

0
0

LIMIT OF EXCAVATION

400
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4
5
0

±225

CUT TIMBER PILES AT EXISTING

GROUND LEVEL FOR REMOVAL

REMOVE AND DISPOSE OF

BRICK FACING

REMOVE AND DISPOSE OF 356 Ø TIMBER

PILE RETAINING WALL TO EXISTING

GROUND LEVEL ON RIVER SIDE

REMOVE AND DISPOSE OF

CONCRETE PILE CAP

REMOVE AND SALVAGE

GALVANIZED STEEL HANDRAIL

2
0
0
0
 
+

/
-

SCALE: 1:20

REMOVAL OF CONCRETE PILE CAP SECTION

A

14

500

1

1

EXCAVATE TO STABLE SLOPE

PRIOR TO REMOVAL OF WALL

150150

1
0
0
0

EXISTING 150 Ø

ROCKFILL

LIMIT OF EXCAVATION

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

LOCATION APPROVED

BID OPPORTUNITY No. 721-2016

ENGINEERING DIVISION

Winnipeg

REMOVAL OF ASPHALT RAMP

D

17

REMOVAL OF TIMBER STAIRS

E
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WALL DEMOLITION - CROSS SECTIONS
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