
REFER TO DETAIL 7 & 8/A552 FOR SIM.
PLAN AND SECTION AT COLUMN COVER
AND ROOF EDGE

RETURN METAL FLASHING BEHIND
COLUMN COVER AND CAULK ALL JOINTS

REMOVE EXISTING FASCIA, REINSTALL
AND/OR REPLACE WITH NEW AS INDICATED

METAL FLASHING TRANSITION FROM
ROOF CURB; RETURN BEHIND COLUMN

COVER AND CAULK ALL JOINTS

NEW FASCIA TO SUIT ROOF CURB; REFER
TO DETAILS 4 & 5/A554 FOR DETAIL AT

BRICK AND EXISTING COLUMNS

REMOVE EXISTING FASCIA, REINSTALL
AND/OR REPLACE WITH NEW AS INDICATED

METAL FLASHING OVER ADHERED AIR/VAPOUR
BARRIER MEMBRANE AND MEMBRANE FLASHING
ON GFR GYPSUM BOARD APPLIED TO COLUMN
FACE UP 3"

TERMINATE MEMBRANE FLASHING IN
LINE WITH TYPICAL ROOF TO WALL
FLASHING UPSTAND; CONT OVER
EXISTING WOOD NAILERS AND COLUMN

CUT-BACK EXIST COLUMN COVER TO SUIT
ROOF EDGE UPSTAND, REFINISH AS
NOTED AND REINSTALL; CAULK JOINT TO
ROOF EDGE FLASHING

REFER TO DETAIL 7 & 8/A552 FOR SIM.
PLAN AND SECTION AT COLUMN

COVER AND ROOF EDGE

RETURN METAL FLASHING BEHIND
COLUMN COVER AND CAULK ALL JOINTS

REMOVE EXISTING FASCIA, REINSTALL
AND/OR REPLACE WITH NEW AS INDICATED

REMOVE EXISTING FASCIA, REINSTALL
AND/OR REPLACE WITH NEW AS INDICATED

METAL FLASHING TRANSITION FROM
ROOF CURB; RETURN BEHIND
COLUMN COVER AND CAULK ALL
JOINTS

NEW FASCIA TO SUIT ROOF CURB; REFER
TO DETAILS 4 & 5/A554 FOR DETAIL AT
BRICK AND EXISTING COLUMNS

METAL FLASHING OVER ADHERED AIR/VAPOUR
BARRIER MEMBRANE AND MEMBRANE FLASHING

ON GFR GYPSUM BOARD APPLIED TO COLUMN
FACE TO UNDERSIDE OF EXIST FASCIA

REMOVE EXIST COLUMN COVER TO
SUIT ROOF EDGE UPSTAND

TERMINATE MEMBRANE FLASHING IN
LINE WITH TYPICAL ROOF TO WALL

FLASHING UPSTAND; CONT OVER
EXISTING WOOD NAILERS AND COLUMN 1 
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PREFIN MTL FLASHING

MINERAL FIBRE ROOF
UNDERLAYMENT BOARD

CONNECT FULLY ADHERED AIR/VAPOUR
BARRIER MEMBRANE TO BASE SHEET

LINE OF
AIR/VAPOUR

BARRIER

SLOPE TOP 5% TYP

1/2" GFR GYPSUM BOARD;
MECHANICALLY FASTEN TO
EXISTING BRICK THROUGH

MORTAR JOINTS ONLY - TYP

1/2" PT PLWD TYP

SLOPED PT WOOD BLOCKING

MEMBRANE FLASHING OVER CURB AND UP WALL

COUNTERFLASHING; MIN 3" UPSTAND

ROOF MEMBRANE BASE AND CAP SHEET OVER CURB

TERMINATE ROOF MEMBRANE AND ADHERED
AIR/VAPOUR BARRIER MEMBRANE AT FLASHING
UPSTAND, LAP ADHERED AIR BARRIER MEMBRANE
FROM ABOVE OVER FLASHING
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REMOVE EXISTING CANT AND FLASHING

PT WD BLOCKING TO MATCH
EXISTING CANT HEIGHT

PREFIN MTL FLASHING W/ 3" UPSTAND; MATCH
EXISTING FLASHING DIMENSION

MINERAL FIBRE ROOF
UNDERLAYMENT BOARD

FULLY ADHERED AIR/VAPOUR BARRIER MEMBRANE
FROM ROOF OVER EXISTING BLOCKING AND

DOWN FACE TO EXISTING WD DECK
GROOVED INSULATION LAYER
TO SUIT EXISTING
ELECTRICAL CONDUIT

INSULATED PARAPET TO SUIT
INSULATION DEPTH

SLOPED PT WOOD BLOCKING

1/2" PT PLYWOOD TYP

CONNECT FULLY ADHERED AIR/VAPOUR
BARRIER MEMBRANE TO BASE SHEET

PREFIN MTL FLASHING; LAP
FLASHING UPSTAND FROM

BELOW

MEMBRANE FLASHING OVER CURB

LAP MEMBRANE FLASHINGS

MEMBRANE FLASHING OVER ROOF EDGE; LAP
ADHERED AIR/VAPOUR BARRIER MEMBRANE

LAP MEMBRANE FLASHING FROM ROOF
ABOVE OVER FLASHING EDGE STRIP

LAP MEMBRANE BASE SHEET OVER
MEMBRANE FLASHING AND DOWN
FACE OF CURB

ROOF MEMBRANE BASE AND CAP
SHEET OVER FLASHING

PREFIN MTL FLASHING W/ 1/2"
UPSTAND PROFILE FOR MEMBRANE
TERMINATION

1' - 0"

FLASHING; LAP COUNTERFLASHING AND
EXTEND BEHIND NEW FASCIA MIN 3"

LINE OF AIR/VAPOUR BARRIERFULLY ADHERED AIR BARRIER MEMBRANE UP
WALL AND OVER ROOF EDGE

NOTE: ROOF EDGE FLASHING C/W CONT
EDGE STRIP - NO EXPOSED FASTENERS
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0" 18 GA. FORMED METAL PANEL W/ 1/2" FOLDED
EDGES FULLY ADHERED TO 1/2" PT PLWD - LAYOUT

AND JOINTS TO MATCH EXISTING, PRIME AND
ENAMEL PAINT TO MATCH EXISTING

PROVIDE WOOD BLOCKING AND
FRAMING AS REQUIRED FOR
SHEATHING SUPPORT TO SUIT
EXISTING
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FILL FOUND VOIDS WITH MINERAL BATT
INSULATION. CONNECT ANY FOUND EXPOSED
DISCONTINUOUS VAPOUR RETARDER ELEMENTS
FOR INCREASED VB CONTINUITY - TYP
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PREFIN MTL FLASHING

MINERAL FIBRE ROOF
UNDERLAYMENT BOARD

CONNECT FULLY ADHERED AIR/VAPOUR
BARRIER MEMBRANE TO BASE SHEET

SLOPE TOP 5% TYP

1/2" GFR GYPSUM BOARD;
MECHANICALLY FASTEN TO
EXISTING BRICK THROUGH

MORTAR JOINTS ONLY

1/2" PT PLWD TYP

SLOPED PT WOOD BLOCKING

MEMBRANE FLASHING OVER CURB AND UP WALL

COUNTERFLASHING; MIN 3" UPSTAND

ROOF MEMBRANE BASE AND CAP SHEET OVER CURB

REMOVE EXISTING CANT AND FLASHING

PT WD BLOCKING TO MATCH
EXISTING CANT HEIGHT

PREFIN MTL FLASHING W/ 3" UPSTAND; MATCH
EXISTING FLASHING DIMENSION

FULLY ADHERED AIR/VAPOUR BARRIER MEMBRANE
FROM ROOF OVER EXISTING BLOCKING AND

DOWN FACE TO EXISTING WD DECK

MEMBRANE FLASHING OVER ROOF EDGE; LAP
ADHERED AIR/VAPOUR BARRIER MEMBRANE

LAP MEMBRANE FLASHING FROM ROOF
ABOVE OVER FLASHING EDGE STRIP

FLASHING; LAP COUNTERFLASHING AND
EXTEND BEHIND NEW FASCIA MIN 3"

FULLY ADHERED AIR BARRIER MEMBRANE UP
WALL AND OVER ROOF EDGE

NOTE: ROOF EDGE FLASHING C/W CONT
EDGE STRIP - NO EXPOSED FASTENERS
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0" 18 GA. FORMED METAL COLUMN COVER W/ 1/2" FOLDED
EDGES FULLY ADHERED TO 1/2" PT PLWD - LAYOUT AND
JOINTS TO MATCH EXISTING, PRIME AND ENAMEL PAINT

TO MATCH EXISTING
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This drawing is property of the Architect and cannot
be reproduced or used without the consent of the
Architect. The contractor is responsible for checking
and verifying all levels and dimensions and shall
report all discrepancies to the Architect and obtain
clarification prior to commencing work.
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AXO CUT DETAIL - ROTUNDA PARAPET 11

AXO CUT DETAIL - ROTUNDA PARAPET 22

 3" = 1'-0"

SECTION DETAIL - ROOF TO WALL AT LOW ROUND ROOF4  3" = 1'-0"

SECTION DETAIL - ROOF TO WALL AT COLUMN5

NEW INSULATED PT WOOD
STUD WALL TO SUIT

NEW INSULATED
STUD WALL TO SUIT




