
POND WALL

EXISTING

BUILDING

POND

REINFORCED CONCRETE

PAVING. REFER TO

STRUCTURAL

(DWG S04)

WALL MOUNTED RECEPTACLE,

REFER TO ELECTRICAL.

EXACT LOCATION TO BE

FINALIZED ON SITE

0.20±2.00

±6
.40

EXISTING CONC. CURB

PAVING BAND TO

ALIGN WITH CORNER

OF BUILDING

EXISTING SINGLE DOOR

CLAY ENDICOTT PAVER ON

CONCRETE BASE INLAY.

DOUBLE BASKET WEAVE

FIELD PATTERN. SINGLE

SOLDIER COURSE. FULL

PAVER MODULES ONLY.

ALSO REFER TO D/S04 FOR

PAVER INLAY DETAIL

TRENCH DRAIN

C/W COVER

5
L05

EXISTING CONC.

RETAINING WALL

IN-GROUND ELECTRICAL

RECEPTACLE, REFER TO

ELEC. DWG.

±1.20

±1
.80

0.20

1
S04

SOLDIER COURSE

AND EDGE OF

TRENCH DRAIN

TO ALIGN

CLAY ENDICOTT PAVER

ON CONCRETE BASE

INLAY. DOUBLE BASKET

WEAVE FIELD PATTERN.

SINGLE SOLDIER

COURSE. FULL PAVER

MODULES ONLY. ALSO

REFER TO D/S04 FOR

PAVER INLAY DETAIL

B TRENCH DRAIN

POND WALL

FIBRE BOARD &

CAULKING, REFER

TO STRUCTURAL

DWG S04

REINFORCED CONCRETE PAVING,

REFER TO STRUCTURAL DWG S04

TRENCH DEPTH TO BE CONSISTENT

DEPTH OF 185mm,  SLOPE TRENCH

TO FOLLOW SURFACE GRADES

TRENCH DRAIN COVER

TRENCH DRAIN

COVER

NOTCHED

RETAINING WALL

TO DRAIN TRENCH

PATH

POND

200

5
L05

1
S04

200

140

18
5 F

RO
M 

SU
RF

AC
E 

TO
BO

TT
OM

 O
F 

TR
EN

CH
 T

YP
.

6mm (

1

4

") THK. X 200mm WIDE LASER

CUT CORTEN STEEL TRENCH COVER,

REFER TO STRUCTURAL DWG S04

NOTCH TOP OF CHANNEL FOR DRAIN

COVER & ANGLE. CONTRACTOR TO

PROVIDE CAP OVER NUT OR TEMP.

BOLT TO ENSURE NUT IS NOT

INFILLED WITH CONCRETE

ANGLE PLATE. REFER TO STRUCTURAL

DWG S04

10
0

200

POND WALL

200

CONCRETE BORDER

SEAM BETWEEN PANELS

STEEL ANGLE UNDER

TRENCH DRAIN COVER.

REFER TO STRUCTURAL

DWG S04

6mm (

1

4

") THK. LASER CUT

CORTEN STEEL TRENCH

DRAIN COVER, MAX. 2400mm

LENGTHS. HOLE MAX. 6mm

(

1

4

") DIA.

NOTE

PATTERN SHOWN IS FOR PRICING

PROPOSES ONLY.  FINAL PATTERN

TO BE SUPPLIED BY CONTRACT

ADMINISTRATOR IN CAD FORMAT

FOR MANUFACTURING.

REINFORCED

CONCRETE PAVING

REFER TO

STRUCTURAL

(DWG S04)

EXISTING

BUILDING

±4.0

±0.30±0.3

0.2
0

TRENCH DRAIN

C/W COVER

EXISTING STAIRS FROM

UPPER PATIO

PAVING BAND TO ALIGN WITH EDGES

OF EXISTING STAIRS. CONTRACTOR

TO CONFIRM ALL ALIGNMENTS AND

DIMENSIONS IN THE FIELD

PAVING BANDS TO ALIGN

WITH EACH OTHER

CLAY ENDICOTT PAVER ON

CONCRETE BASE INLAY. DOUBLE

BASKET WEAVE FIELD PATTERN.

SINGLE SOLDIER COURSE. FULL

PAVER MODULES ONLY. ALSO

REFER TO D/S04 FOR PAVER

INLAY DETAIL

5
L05

JUNCTION BOX

COVER & FRAME

0.20

EXISTING DOUBLE DOORS

4
L05

±6
.40

±3.40

0.2
0

0.20

±2.
00

±1.20

CLAY ENDICOTT PAVER ON

CONCRETE BASE INLAY. DOUBLE

BASKET WEAVE FIELD PATTERN.

SINGLE SOLDIER COURSE. FULL

PAVER MODULES ONLY.  ALSO

REFER TO D/S04 FOR PAVER

INLAY DETAIL

1
S04

EXTENTS OF EXISTING CONCRETE

WALKWAY. DOWEL NEW CONCRETE

PAVING TO EXISTING SLAB WITH 15M

@ 380mm O.C., 600mm LONG, DRILL &

EPOXY GROUT TO EXISTING CONC.

(150mm EMBEDMENT) AT MID DEPTH

OF SLAB

0.2
0

10
0

45
0

 FINISH GRADE

200759

803mm (31-

5

8

"") DIA. X 32mm (1 

1

4

") THK.

CUSTOM CORTEN STEEL COVER

32" RD. TYPE "S" GRATE FRAME BY

URBAN ACCESSORIES, INSTALL AS

PER MANUFACTURER'S INSTRUCTION

THICKENED CONC. EDGE

WITH HOLES FOR EXISTING

CONDUIT AND WIRE, AS

PER STRUCTURAL S04

EXISTING 410x410x127mm

(16"x16"X5") JUNCTION BOX

TO REMAIN & PROTECTED

REINFORCED CONC.

PAVING REFER TO S04

EX. CONDUIT & WIRE

GRANULAR FILL

ADJUST CONC. HEIGHT TO ENSURE TOP

OF COVER FLUSH WITH FINISH GRADE

CONTRACTOR TO ENSURE ALL EXISTING

ELECTRICAL CONDUIT & WIRING IS

PROTECTED.  ANY DAMAGE TO BE REPAIR

AT CONTRACTOR'S OWN EXPENSE. ALSO

REFER TO ELEC. DWG.

803mm (31-

5

8

"") DIA. X

32mm (1 

1

4

") THK.

CUSTOM CORTEN STEEL

COVER

32" RD. TYPE "S" GRATE

FRAME BY URBAN

ACCESSORIES, INSTALL

AS PER MANUFACTURER'S

INSTRUCTION

EXISTING 410x410x127mm

(16"x16"X5") JUNCTION

BOX TO REMAIN &

PROTECTED

89

89

759

89

89
CONTRACTOR TO

ENSURE ALL EXISTING

ELECTRICAL CONDUIT &

WIRING IS PROTECTED.

NOTE

PATTERN SHOWN IS FOR PRICING PROPOSES ONLY.

FINAL PATTERN TO BE SUPPLIED BY CONTRACT

ADMINISTRATOR IN CAD FORMAT FOR MANUFACTURING.
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CITY OF WINNIPEG

PEGUIS PAVILION

POND RENOVATIONS +

LANDSCAPING - PHASE IV

DETAILS

JW / AH AH / WF

DKM DKM

2016-09-28 AS SHOWN

775-2016

L05

3

L05

DETAILED LAYOUT - TRENCH DRAIN TO OUTLET

SCALE - 1 : 20

1

L05

PAVING LAYOUT - WEST LOWER PLAZA

SCALE - 1 : 100

5

L05

TRENCH DRAIN

SCALE - AS SHOWN

B ENLARGEMENT

SCALE - 1 : 5

A SECTION

SCALE - 1 : 20

C TYP. COVER PATTERN

SCALE - 1 : 5

NOTE:

1. PAVERS TO BE ENDICOTT CLAY PAVERS ON

CONCRETE BASE TO MATCH EXISTING AT UPPER

PLAZA.  COLOUR TO BE VERIFIED ON SITE.

2. DIMENSIONS FOR PAVER INLAY AREAS ARE

APPROXIMATE. CONTRACTOR SHALL MARK EXTENTS

OF PAVERS, LAY PAVERS WITH CONSISTENT SPACING

AND ENSURE FULL PAVERS ARE INSTALLED FOR

SOLDIER COURSE AND DOUBLE BASKET WEAVE

PAVING FIELD.

3. SOLDIER COURSE TO HAVE 200mm x 200mm x 60mm

ENDICOTT PAVERS AT CORNERS

4. NO CHIPPED OR BROKEN PAVERS WILL BE ACCEPTED

2

L05

PAVING LAYOUT - EAST LOWER PLAZA

SCALE - 1 : 100

S04
D

4

L05

JUNCTION BOX COVER

SCALE - AS SHOWN

C SECTION

SCALE - 1 : 10

A PLAN - FRAME

SCALE - 1 : 10

16 / 09 / 280 ISSUED FOR CONSTRUCTION DM

S04
D

S04
E

S04
E

S04
D

S04
D

B PLAN - COVER

SCALE - 1 : 10


