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GENERAL NOTES:

1. ALL COMMUNICATION CABLES TO BE RUN IN CONDUIT.

2. ALL VOICE AND DATA NETWORK COMMUNICATION CABLES TO BE TESTED AND
CERTIFIED TO CAT6 STANDARDS.

3. LIGHT SWITCHES SHALL BE TAGGED (WITH A HARD PLASTIC LAMACOID
NAMEPLATE) TO INDICATE THE CIRCUIT NUMBER.

4. ALL VOICE AND DATA OUTLETS ARE TO BE COMPLETELY TERMINATED AND
TESTED FOR A FULLY FUNCTIONAL SYSTEM.

5. ALL WIRING TO BE CONTAINED WITHIN WALLS AND CEILING SPACES UNLESS
OTHERWISE SHOWN.

6. REFER TO 1-0102-ESCH-A002 FOR LUMINAIRE SCHEDULE.

SPECIFIC _NOTES:

ADMIN. COMPUTERS, PRINTERS, AND TELEPHONES WILL BE SUPPLIED AND
INSTALLED BY THE CITY OF WINNIPEG.

PROVIDE HDMI STANDARD 1.4, CATEGORY 2 CABLE, COMPLETE WITH RECEPTACLE
CONNECTORS (AT BOTH ENDS) FOR CONNECTION BETWEEN THE CONTROL ROOM
COMPUTER (VIDEO CARD CONNECTION) AND THE WALL MOUNTED DISPLAY. ROUTE
CABLING IN DEDICATED 21mm CONDUIT BELOW FLOOR.

REWIRE LIGHTING CIRCUITS AS SHOWN. REUéE LOCAL CIRCUIT 1B~13 FOR
NON ESSENTIAL LIGHTING. EXTEND WIRING/CONDUIT AS REQUIRED. UTILIZE
CIRCUIT 1A-23 FOR ESSENTIAL LIGHTING IN CONTROL ROOM.

PROVIDE NEW 120 VAC, LUTRON NTSTV-DV-WH 0-10V DIMMER SWITCHES IN
2—-GANG BOX WITH 2—GANG STAINLESS STEEL COVER PLATE FOR CONTROL
OF CONTROL ROOM LUMINAIRES.

PROVIDE NEW LUMINAIRES. REFER TO SCHEDULE ON DWG.
1-0102-ESCH-A002 FOR LIGHTING TYPE.

WALL MOUNT LUMINAIRE IN ORDER TO AVOID ANY INTERFERENCES ON THE
CEILING WITH OTHER SYSTEMS.

RELOCATE ANY EXISTING JUNCTION BOXES OR DEVICES WHICH INTERFERE
WITH THE CONSTRUCTION OF THE WALL.

PROVIDE SECURITY DVR KVM EXTENDER RECEIVER AND CONNECT TO
6 AUTOMATION ROOM (M142) CP-M902 TRANSMITTER. INSTALL CAT 6 STP
CABLE IN CONDUIT BETWEEN CP-M902 AND SECURITY NETWORK JACK IN

MAIN CONTROL ROOM OPERATOR DESK (SEE DRAWING 1-0102-ACBD-M906
SHEET 1 — SERVER CABINET CP-M902 LAYOUT AND 1-0102—-AGAD-M002 -

EQUIPMENT LAYOUT, SERVER ROOM AND CONTROL SYSTEM OFFICE).

INSTALL (RE—-USE EXISTING DEVICE) SMOKE DETECTOR AT NEW LOCATION.
EXTEND WIRING AND CONDUIT AS REQUIRED.

@ PROVIDE NEW SMOKE DETECTOR. CONNECT TO ADMINISTRATION BUILDING FIRE
ALARM DETECTION CIRCUIT AT NEAREST CONNECTION POINT.

THE NETWORK ACCESS POINT (NAP—M913) TO BE MOUNTED 150mm BELOW
THE CEILING. PROVIDE DATA RECEPTACLE FOR NAP-M913 C/W CAT6 CABLING
TO ADMIN NETWORKING PANEL NP-M306.

PROVIDE DUPLEX DATA RECEPTACLES C/W CAT6 CABLING TO ADMIN NETWORK
PANEL NP-M906. PROVIDE VOICE HARDLINE CONNECTION TO BE CAT6
CABLING BACK TO THE ADMIN TELEPHONE BACKBOARD IN THE ELECTRICAL
ROOM M117.

PROVIDE DATA RECEPTACLES C/W CAT6 CABLING TO AUTOMATION NETWORK
SWITCH LOCATED IN NP-M900.

PROV!DE OPERATOR WORKSTATIONS AS SHOWN.

CONFIRM MOUNTING HEIGHT OF WALL MOUNT DISPLAYS WITH CONTRACT

ADMINISTRATOR BEFORE INSTALLING RECEPTACLES. PROVIDE THREE 607, LED,
HIGH RESOLUTION 1080HD WALL MOUNTED VIDEO SCREEN.

@ REFER TO DWG. EWDG-MOO1 FOR WIRING OF ACU-M641. REFER TO
EGAD-M004 FOR LOCATION OF CU-M641.

PROVIDE FIELD INSTALLED 120 VAC, 1¢ MANUAL MOTOR STARTER FOR
CONTROL OF JANITOR CLOSET EXHAUST FAN EF-M689.

REFER TO 1-0102-AILD—-M604 FOR ADDITIONAL DETAILS.

@ PROVIDE PROCESS NVR KVM EXTENDER RECEIVER AND CONNECT TO
AUTOMATION ROOM (M142) CP—-M302 TRANSMITTER. INSTALL CAT 6 STP
CABLE IN CONDUIT. BETWEEN CP—M902 AND PROCESS NETWORK JACK IN
MAIN CONTROL ROOM OPERATOR DESK (SEE DRAWING 1-0102-ACBD-M906
SHEET 1 — SERVER CABINET CP-M3902 LAYOUT AND 1-0102—-AGAD—M002 —
EQUIPMENT LAYOUT, SERVER ROOM AND CONTROL SYSTEM OFFICE).
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