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RIGID ALUMINUM
CONDUIT OR EMT

GENERAL NOTES:

1. CONNECTIONS TO SYSTEM GROUND ELECTRODES SHALL BE 'C’ CRIMP PRESSURE
CONNECTION OR EXOTHERMIC WELD IN ACCORDANCE WITH CEC 10-806.

SPECIFIC NOTES:

2. SAFETY BOND FOR AUTOMATION PANELS ARE CONNECTED THROUGH ASSOCIATED
POWER CABLES. FOR AUTOMATION PANELS WITHOUT POWER CABLES, PROVIDE
SEPARATE 10 AWG GROUND CONDUCTOR RUN IN CONDUIT CONNECTED TO THE
CABLE TRAY BONDING CONDUCTOR.

3. FOR CONDUIT RUNS CONFINED WITHIN THE ELECTRICAL ROOM, EMT MAY BE
USED. FOR ANY CONDUITS EXITING THE ELECTRICAL ROOM, RIGID THREADED
ALUMINUM CONDUIT SHALL BE USED.

4. ALL WIRES SHALL BE RUN IN CONDUIT. SIZE CONDUITS IN ACCORDANCE WITH

THE CEC.

@ GROUND CONNECTION TO TRANSFORMER X0 TERMINAL.

PROVIDE LAMACOID TAG ON WALL, ABOVE THE GROUND CONDUCTORS INDICATING
"SAFETY GROUND” AND "ISOLATED GROUND” AS APPLICABLE.
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