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DETAILS

DWGS FOR 

SEE STRUCTURAL

RAILING, TYP. 

ALUMINUM

TOP MOUNTED 

WINDOW

ALUMINUM 

ROOFING ASSEMBLY TYPE-1A

MODIFIED BITUMEN

AND FRAME

STEEL DOOR 

STRUCTURAL DWGS

STANDARD DETAILS ON 

RAILING, TYP. SEE 

ALUMINUM REMOVEABLE 

1950

BGAD-K001
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BGAD-K003

ISSUED FOR CONSTRUCTION - 976-2016

BDTL-A003

1,2,3,4

HR

HRSEE DETAILS

FOR PIPE/DUCT PENETRATIONS 1. DENOTES EXTENT OF FIRE WALL4.

NOTES:

SEPARATION

DENOTES EXTENT OF FIRE RATED 3.

MECHANICAL FOR SUCH REQUIREMENTS.

IN THESE AREAS. REFER TO PROCESS 

LEVEL, VOLUME OR EXTENT OF WATER/LIQUID 

AREAS. IT DOES NOT REPRESENT ACTUAL 

STRUCTURES FROM REMAINDER OF BUILDING 

AND DIFFERENTIATE WATER/LIQUID CONTAINING 

CLARIFICATION PURPOSES ONLY TO INDICATE 

PATTERN/HATCHING OF WATER/LIQUID IS FOR 2.

5/BGAD-C004.

FOR ACOUSTICAL CEILING PANELS, SEE DWG 8.

AND HVAC EQUIPMENT.

WITH ELECTRICAL, PROCESS, STRUCTURAL 

QUANTITY ON PLAN. COORDINATE LOCATION 

ACOUSTICAL WALL PANELS: SEE SIZE AND 7.

SEE SITE PLAN FOR BOLLARD LOCATIONS.6.

STANDARD DETAILS.

CONCRETE STAIRS. REFER TO STRUCTURAL 

PROVIDE ABRASIVE NOSING INSERTS ON 5.


