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JOINT SEALANT, TYP

AIR BARRIER, TYP

METAL FLASHING, TYP

SHIM, TYP 

CONTINUOUS WOOD 

PLYWOOD, TYP

19mm EXTERIOR GRADE

SECTION DETAIL
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SECTION DETAIL

METAL PANEL, TYP

B1

FRAMING, TYP

WOOD TRUSS COPING 

AS SCHEDULED

DOOR AND FRAME ASSEMBLY

METAL COPING FLASHING, TYP

JOINT SEALANT, TYP

AIR SEAL, TYP

TYP

AUTOMATIC DOOR BOTTOM 

IN SEALANT BED, TYP

ALUMINUM THRESHOLD SET 

INTO CONCRETE, TYP

ADHESIVE EMBEDED 200mm 

@600mm o.c.WITH HILTI HY150 

M12 STAINLESS STEEL ANCHORS 

ANCHORED TO CONCRETE WITH 

STAINLESS STEEL BENTPLATE

100 X 150 X 8mm LLV CONTINUOUS

TYP

OVER WOOD COPING 

CARRIED UP PARAPET 

( BASE AND CAP SHEET) 

ROOFING MEMBRANE 

METAL FLASHING AND

JOINT SEALANT, TYP

FIXING BAR, TYP

NON -FERROUS METAL

TYP

WOOL INSULATION BETWEEN 

STRAPPING WITH MINERAL

PLYWOOD ON 40mm WOOD 

19MM EXTERIOR GRADE

AIR SEAL, TYP

CLIP, TYP

CONT METAL FLASHING

FLASHING, TYP

METAL CLOSURE

FIBRE CANT, TYP

EXPANSION, TYP

CRIMPED TO ALLOW FOR

METAL COPING FLASHING 

 

WOOD BLOCKING, TYP 

JOINT SEALANT, TYP

AIR SEAL, TYP

PREFAB METAL CURB, TYP

CARRIED UP AND OVER

( BASE AND CAP SHEET) 

ROOFING MEMBRANE 

METAL FLASHING AND

BED, TYP 

CURB SET IN SEALANT 

INSULATED  METAL 

PREFABRICATED  

AIR SEAL, TYP

FILL, TYP

BATT INSULATION 

FIBRE CANT, TYP

FILLER, TYP

ROD ON PREFORMED JOINT 

JOINT SEALANT ON BACKER

TO SUIT, TYP

BUILT-UP WOOD BLOCKING

TYP

TO ALLOW FOR MOVEMENT

METAL FLASHING CRIMPED 

FILL, TYP

BATT INSULATION 

FILL, TYP

BATT INSULATION 

METAL CLOSURE GIRT, TYP

TYP

OVER WOOD COPING 

CARRIED UP CANT  

( BASE AND CAP SHEET) 

ROOFING MEMBRANE 

BETWEEN, TYP

WOOL INSULATION FILL 

WOOD FRAMING WITH MINERAL 

40 X 140mm @ 400mm o.c.

PLYWOOD BOTH SIDES TO

19MM EXTERIOR GRADE

FIBRE CANT, TYP

TO SUIT, TYP

BUILT-UP WOOD BLOCKING 

   

WORK TO MATCH EXISTING)   

EXISTING DURING ALTERATION 

REPAIR ALL DAMAGE TO 

ONTO EXISTING MEMBRANE, 

MEMBRANE MIN 200mm 

OVERLAP NEW ROOFING 

TO MATCH EXISTING, 

MEMBRANE AND INSULATION  

PROVIDING NEW ROOFING 

IS INSTALLED, RE -ROOF 

CURB. AFTER CONC CURB 

INSTALLATION OF CONCRETE 

TO ACCOMMODATE THE 

MEMBRANE, AND INSULATION 

ASSEMBLY ( BALLAST, 

CUT BACK EXISTING ROOFING
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SECTION DETAIL

TYP

Z-GIRT TO SUIT

FLASHING, TYP

METAL CLOSURE 

FILLER, TYP 

PREFORMED JOINT 

BACKER ROD ON 

JOINT SEALANT ON 

OVER WOOD FRAMING 

PLYWOOD FACE AND 

FLASHING CARRIED UP 

FIBRE CANT, TYP

TYP

ROOFING ASSEMBLY 

MODIFIED BITUMEN 
OVER TOP WOOD FRAMING, TYP

UP PLYWOOD FACE AND

ROOFING MEMBRANE CARRIED

METAL FLASHING, TYP

TIES TO BE REMOVED 

INSULATION AND METAL

VENEER , INCLUDING

OUTLINE OF STONE

FIRE RESISTANCE RATING 

FOR WALLS DESIGNATED TO HAVE

PROVIDE ULC LISTED ASSEMBLY 

FIRE RESISTANCE RATING 

FOR WALLS DESIGNATED TO HAVE

PROVIDE ULC LISTED ASSEMBLY 

FIRE RESISTANCE RATING 

DESIGNATED TO HAVE

ASSEMBLY FOR WALLS 

PROVIDE ULC LISTED 

D D

D

COVER, TYP

EXPANSION JOINT 

240

240 24025

DETAIL), TYP 

STRUCT DWGS FOR 

LATERAL SUPPORT (SEE 

BOTH SIDES, TYP

ROD ALONG HEAD AND JAMBS

JOINT SEALANT ON BACKER

BOTH SIDES, TYP

ROD ALONG HEAD AND JAMBS

JOINT SEALANT ON BACKER

TYP

ROD ALONG HEAD AND JAMBS

JOINT SEALANT ON BACKER

SCHEDULE

AND FRAME AS PER 

HOLLOW METAL DOOR

STRUCTURAL DWGS )

CMU BOND BEAM ( SEE

240 25 240

D

D

D

EQ EQ

STEEL SCREWS TO SUIT

COUNTERSUNK STAINLESS

BENTPLATE ANGLE WITH 

CHECKER PLATE FIXED TO 

6mm THICK ALUMINUM BENT

INSULATION BETWEEN, TYP

WITH MINERAL WOOL 

FRAMING @ 400mm o.c.

PLYWOOD ON WOOD 

19mm EXTERIOR GRADE

COVER, TYP

EXPANSION JOINT 

BGAD-K016

BGAD-K008

BGAD-K002 BGAD-K009

EXPANSION JOINT COVER, TYP
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BGAD-K010, 011
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SECTION DETAIL-

TYPICAL WALL BASE 

CONTROL DEVICE, TYP

MORTAR DROPPING

DAMPPROOF FLASHING, TYP

VENT WEEPHOLE, TYP

TYP 

MIN 300mm BELOW GRADE

RIGID INSULATION CARRIED 

CEMENT FACED PERIMETER 

METAL CLOSURE TRIM, TYP

GRADE, TYP 

1200mm BELOW 

CARRIED MIN 

RIGID INSULATION 

50mm PERIMETER 

PLYWOOD, TYP

19mm EXTERIOR GRADE 

SUIT, TYP

CONT WOOD SHIM TO 

FILL, TYP

BATT INSULATION 

PLYWOOD FACE, TYP

CARRIED UP AND OVER 

( BASE AND CAP SHEET) 

ROOFING MEMBRANE 

METAL FLASHING AND

METAL FLASHING, TYP

TYP

ROOFING ASSEMBLY 

MODIFIED BITUMEN 

TO MATCH EXISTING  

EXISTING DURING ALTERATION WORK 

EXISTING. REPAIR ANY DAMAGE TO 

Z-GIRTS AND INSULATION TO MATCH

PROVIDE METAL CLOSURE FLASHINGS, 

INSTALLATION OF ROOF ASSEMBLY, 

BEHIND TO ACCOMMODATE THE 

EXISTING METAL PANEL AND INSULATION

REMOVE CUT- BACK AND RE-INSTALL 

REMOVED 

AND INSULATION TO BE 

OUTLINE OF METAL PANEL 
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R. ZAKKO
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SECTION DETAILS - PART 3

BUILDING
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AND FILL WITH CONC.

DOWELLED INTO EXISTING

100mm THICK CMU

o.c.

WOOD FRAMING @ 400mm

PLYWOOD ON 38 X 140mm 

19mm EXTERIOR GRADE 

R. BATHAN H.T. FRIEHAMMER

LINTEL TYPE S1, TYP

2017/04/05
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TYPE-1A

ROOFING ASSEMBLY 

MODIFIED BITUMEN 

400

METAL FLASHING, TYP

FIBER CANT, TYP

TYPE-1A

ROOFING ASSEMBLY 

MODIFIED BITUMEN 

BDTL-K005


