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WATER AND WASTE DEPARTMENT

THE CITY OF WINNIPEG

ISSUED FOR CONSTRUCTION

No. 1441

2017/04/05

J. SHUMKA

STAIR

EL 234.392

EL 231.106

EL 227.534

EL 238.792

H
1:50

PGAD-K001, PGAD-K-002

FV-K1511

Fk Ek Dk Ck Bk

EL 229.700
XV-K2541

XV-K2542

FE-K2541

FE-K2542

HV-K254A

HV-K254B

GALLERY

SERVICE

LOADING AREA
CL EL 236.690

50-FSW-SS01

CL EL 230.239

150-PD-DI01

CL EL 233.790

150-PD-DI01

LE-K1511

SLIDE GATE

XV-K1512

15-FSW-SS01

FLUSHING

EL 237.965

CHEMICAL LINES

CL EL 229.045

300/200-HRS-CS01

CL EL 228.135

300/200-HRS-CS01

CL EL 231.350

300-HRS-CS01

Ak

SECTION

EL 231.250

CHEMICAL TRAY 2

CHEMICAL TRAY 3

CL EL 237.640

CONTAINMENT

2 - 50Ø SPARE

2 - 25-FC-PV04

IN TRAY 3

38-SHC-PV01

25-SHD-PV01

25-SHD-PV01

38-SHC-PV01

CL EL 237.400

TO BIOREACTORS

CL EL 230.245 FIELD RUN

1 - 50Ø SPARE CONTAINMENT

3 - 25-FC-PV04

TO BIOREACTORS

CL EL 230.245 FIELD RUN

1 - 50Ø SPARE CONTAINMENT

3 - 25-FC-PV04

BIOREACTORS

FIELD RUN TO

CL EL 230.245

25-FC-PV04

RAS PIPE

FIELD RUN TO

25-SHC-PV01

CL EL 231.300

50-SBS-PV01

CL EL 231.610

50-FSW-SS01
CL EL 230.658
75-MP-PV01

TO TK-K111, TK-K121

CHEMICAL TRAYS 2 AND 3

CL EL 230.445 RUN BELOW 

2 - 50Ø SPARE CONTAINMENT

2 - 25-FC-PV04

CL EL 236.600

50-SBS-PV01

NOTE 1

NOTE 2

TERMINATE WITH A 12MM PVC BALL VALVE 500MM ABOVE THE FLOOR.

PIPING, REDUCE TO 12MM CLEAR PVC AND RUN TO NEAREST WALL

PROVIDE DROP LEGS OF CLEAR PVC. GANG TOGETHER CONTAINMENT2.

ON DWG PGAD-C005 FOR CONCEPT.

BALL VALVE 500MM ABOVE THE FLOOR. REFER TO SECTION A

BOTTOM ROW OF PIPES. TERMINATE BOTH WITH A 12MM PVC

CLEAR PVC AND RUN TO NEAREST WALL. REPEAT FOR THE

TOGETHER TOP ROW OF CONTAINMENT PIPING, REDUCE TO 12MM

FOR 25-FC-PV04 PROVIDE DROP LEGS OF CLEAR PVC. GANG1.

NOTE:

CL EL 230.220

300-HRS-CS01

EL 230.750

CHEMICAL TRAY 1
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B. COOPER

1-0102-PGAD-K012

SOUTH END WATER POLLUTION CONTROL CENTRE

SEWPCC UPGRADING/EXPANSION PROJECT
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H. T. FREIHAMMER
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ISSUED FOR TENDER

ISSUED FOR CONSTRUCTION

 

 

 

 A1

F. ABSIJ. KRAEMER

HIGH RATE CLARIFICATION BUILDING

SECTION H

PROCESS

ISSUED FOR CONSTRUCTION - 976-2016

CHANNEL

TO PRIMARY INFLUENT

CL EL 233.177

300-HRS-CS01

100-SPD-PVC

CL EL 232.565

FIELD RUN FROM

1-102-MGAD-R502

(SEE DRAWING

BNR SUMP

BUILDING SUMP

FROM CHEMICAL

CL EL 232.565

100-SPD-PVC


