A1 SIZE — 594mm x 841mm

GALVANIZED PIPE SLEEVE
WHERE REQUIRED TO SUIT
ULC FIRE RATED ASSEMBLY

&

ESCUTCHEON PLATE, TYP
JOINT SEALANT,TYP

\

JOINT SEALANT,TYP
ESCUTCHEON
PLATE, TYP

JOINT SEALANT,TYP

INSULATION AND
/ JACKETING

NOTE:
USE STAINLESS STEEL

PIPE SLEEVES FOR

WALL ASSEMBLY AS
PER DRAWINGS

NOTE:

1. GALVANIZED PIPE SLEEVE WHERE REQUIRED
TO SUIT ULC RATED ASSEMBLY

2. FILLED VOIDS SOLID WITH INSULATION AND
SEAL PERIMETER OF THE OPENING. PROVIDE
ULC LISTED ASSEMBLY FOR ALL PENETRATIONS
THROUGH WALLS DESIGNATED TO HAVE
FIRE RESISTANCE RATING.

STAINLESS STEEL PIPING

V'

FILL VOID SOLID WITH MINERAL WOOL
INSULATION AND SEAL PERIMETER OF
OPENING. PROVIDE ULC LISTED ASSEMBLY
FOR ALL PENETRATIONS THROUGH

WALLS DESIGNATED TO HAVE

FIRE RESISTANT RATING.

SECTION DETAIL-PIPE/DUCT THROUGH INTERIOR CMU WALL

1 1:10

NOTE:

1. GALVANIZED PIPE SLEEVE WHERE REQUIRED
TO SUIT ULC RATED ASSEMBLY

2. FILLED VOIDS SOLID WITH INSULATION AND
SEAL PERIMETER OF THE OPENING. PROVIDE
ULC LISTED ASSEMBLY FOR ALL PENETRATIONS
THROUGH FLOORS DESIGNATED TO HAVE
FIRE RESISTANCE RATING.

UNINSULATED PIPE
| INSULATION AND

INSULATED PIPE

JOINT SEALANT,TYP /

ESCUTCHEON
PLATE, TYP

JOINT SEALANT,TYP

JACKETING

IS
A

> o NOTE:

FIRE RESISTANT RATING.

SECTION DETAIL-PIPE/DUCT THROUGH FLOOR

2 1:10

|
| JOINT SEALANT TYP

| GALVANIZED PIPE SLEEVE
|

|

WHERE REQUIRED TO SUIT
ULC FIRE RATED ASSEMBLY

USE STAINLESS STEEL
PIPE SLEEVES FOR
N , STAINLESS STEEL PIPING

FILL VOID SOLID WITH MINERAL WOOL
INSULATION AND SEAL PERIMETER OF
OPENING. PROVIDE ULC LISTED ASSEMBLY
FOR ALL PENETRATIONS THROUGH

WALLS DESIGNATED TO HAVE

3

JOINT SEALANT,TYP

JOINT SEALANT, YP ——

6mm THICK GALV STEEL

PLATE WELDED TO
PIPE TO SUIT THE -
INSTALLATION OF METAL

WALL PANELS, TYP

U
n
\

JOINT SEALANT,TYP

NOTE:
USE STAINLESS STEEL
PIPE SLEEVES FOR

STAINLESS STEEL PIPING

FILL VOID SOLID
WITH INSULATION
( PROVIDE MINERAL
WOOL INSULATION

AT FIRE RATED WALLS)

SECTION DETAIL— PIPE/DUCT THROUGH EXTERIOR WALL

1:10

ESCUTCHEON PLATE, TYP

//: INSULATION AND JACKETING

GALVANIZED PIPE SLEEVE *

GALVANIZED PIPE SLEEVE
WHERE REQUIRED TO SUIT
ULC FIRE RATED ASSEMBLY

ESCUTCHEON PLATE, TYP
JOINT SEALANT,TYP

\4\

JOINT SEALANT,TYP
ESCUTCHEON
PLATE, TYP

JOINT SEALANT,TYP

INSULATION AND
/ JACKETING

WALL ASSEMBLY AS
PER DRAWINGS

i NOTE:
Il USE STAINLESS STEEL

I PIPE SLEEVES FOR
I STAINLESS STEEL PIPING

NOTE:

1. GALVANIZED PIPE SLEEVE WHERE REQUIRED
TO SUIT ULC RATED ASSEMBLY

2. FILLED VOIDS SOLID WITH INSULATION AND
SEAL PERIMETER OF THE OPENING. PROVIDE
ULC LISTED ASSEMBLY FOR ALL PENETRATIONS
THROUGH WALLS DESIGNATED TO HAVE
FIRE RESISTANCE RATING.

SECTION DETAIL— PIPE/DUCT

ILL VOID SOLID WITH MINERAL WOOL
INSULATION AND SEAL PERIMETER OF
OPENING. PROVIDE ULC LISTED ASSEMBLY
FOR ALL PENETRATIONS THROUGH

WALLS DESIGNATED TO HAVE

FIRE RESISTANT RATING.

'\
THROUGH CONCRETE WALL

4 1:10

FINISHED GRADE \\

SECTION DETAIL—
O ) ws

CONVEX
HSS 219 mm OD x 6.35 mm HOT DIPPED
AN GALVANIZED POST CONTINUQUSLY
3 WELDED TO 250 x 250 x 12 GALVANIZED
X STEEL PLATE
FILL SOLID WITH 25MPa CONCRETE
o o —2-12mm DIA. DRAINAGE HOLES
~ (ON EACH SIDE)
o IR
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A7 i T E8—— CONCRETE FILLED
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£ Lo e
Pos 0 AR
] CiE Sk GRANULAR MATERIAL
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ROOF VENTILATOR
SET IN SEALANT BED, TYP

ROOFING MEMBRANE
CARRIED UP AND OVER
TOP OF METAL CURB

PREFABRICATED INSULATED
METAL CURB SET IN SEALANT

METAL FLASHING CARRIED
UP CURB AND OVER WOOD
BLOCKING, TYP

SEALANT, TYP

T A

| SEALANT

457

/—FIBRE CANT, TYP
MODIFIED BITUMINOUS

ROOFING  SYSTEM

T STRUCTURAL DECK
SEE STRUCT DWGS

SECTION DETAIL- ROOF MOUNTED VENTILATOR

1:10

PREFABRICATED METAL

PIPE FLASHING THALER
MODEL MEF—A1 ( FOR PIPES
FROM 50mm UP T0200mm
DIA )

MODIFIED BITUMINOUS
ROOFING SYSTEM

STRUCTURAL ROOF DECK /

SEE STRUCT DWGS

bl

SEALANT (TYP)

/—PIPE PENETRATION

ROOFING MEMBRANE
LAPPED OVER
METAL FLANGE

x ESCUTCHEON

PLATE

SECTION DETAIL- PIPE PENETRATION THROUGH ROOF
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(PIPE/CONDUIT SMALLER THAN 200mm)

ROOFING MEMBRANE
CARRIED OVER DECK
FLANGE, TYP

EMBED DECK FLANGE
IN LAYER OF PLASTIC
CEMENT

STAINLESS STEEL PLATE
BOLT, LOCK WASHER, NUT,
AND EPDM SEAL

FORGED EYE AND BASE
WELDED TO HSS PIPE

AND HOT DIP GALVANIZED
| STACK JACK FLASHING

MODIFIED BITUMINOUS
s ROOFING SYSTEM

L3 —F
AAAAAAAAAAAAA

AAAAAAAAAAAAAAA

STAINLESS STEEL PLATE
LOCK WASHER AND NUT

@ SECTION DETAIL-— ROOF FALL ARREST ANCHOR
NTS

ALUMMINUM DOME STRAINER
TYP

ROOF DRAIN AS
SPECIFIED

BODY

9

Il
M

70N

TAPERED EDGE STRIP

ODIFIED BITUMINOUS
ROOFING SYSTEM

STRUCT CONCDECK
SEE STRUCT DWGS

SUMP RECEIVER
UNDERDECK CLAMP

SECTION DETAIL- ROOF DRAIN
1:5
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