
MODIFY EXISTING METAL 
CLADDING. PROVIDE NEW METAL 
FLASHING.

NEW SLIDING DOOR

MODIFY EXISTING HEADER AND WALL TO 
ACCOMMODATE NEW R/O. REFER TO 
STRUCTURAL. PROVIDE BLOCKING AS 
REQUIRED.

LAP AND TIE-IN NEW A/B AND V/B 
WITH EXISTING

CAULK JOINT

CAULK JOINT

PATCH AND REPAIR 
GB TO MATCH 
ADJACENT

PREPARE EXISTING FLOOR TO 
ACCOMMODATE NEW DOOR. 
PATCH & REPAIR AS REQUIRED

COORDINATE W/ 
NEW FLOORING ON 
INTERIOR

ENLARGED DETAIL
2" = 1'-0"

4

A2

ENLARGED DETAIL
2" = 1'-0"

3

A2

EX5

EXD

ROD AND 
CAULK (TYP)

ROD AND CAULK (TYP). TIE-IN AIR 
AND VAPOUR BARRIER. LAP AND 
SEAL EXISTING.

NEW COLUMN. REFER TO STRUCTURAL. 
PROVIDE BLOCKING AND OR SHIMS FOR 
ROUGH OPENING AND REPAIR.

PATCH AND REPAIR GB 
FINISH TO MATCH 
ADJACENT INCLUDING 
WALL BASE.

ENLARGED PLAN DETAIL
2" = 1'-0"

5

A2
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01 SEPT. 13, 2017 FOR CONSTRUCTION NK

SCOPE OF WORK UNDER ARCHITECTURAL SEAL IS
FOR SCOPE SHOWN ON ON SHEETS A1 AND A2 ONLY.

T/O FINISHED FLOOR

100'-0"

T/O BEARING

110'-0"

U/S SOFFIT

110'-0"

EXISTING BUILDING INFO SHOWN FOR GENERAL REFERENCE ONLY.
CONTRACTOR TO VERIFY EXISTING CONDITIONS ON-SITE.

EX4EX5

3

A2

4

A2

6

A2
PATCH AND 
REPAIR TO 
MATCH 
EXISTING 
WHERE 
ELECTRICAL 
BASEBOARD 
HEATER 
REMOVED

EXISTING BUILDING INFO SHOWN FOR GENERAL REFERENCE ONLY.
CONTRACTOR TO VERIFY EXISTING CONDITIONS ON-SITE.

MODIFY HEADER SUPPORT AS 
REQUIRED TO ACCOMMODATE NEW 
DOOR AND GLAZING.

EXA

T/O FINISHED FLOOR

100'-0"

T/O BEARING

110'-0"

U/S SOFFIT

110'-0"

PROVIDE NEW CONCRETE 
APPROACH AND LET-DOWN AS 
PER CITY OF WINNIPEG 
STANDARDS.

INTERIOR WALL INFORMATION REOMVED FOR CLARITY

VESTIBULE WALL SECTIONS
1/2" = 1'-0"

1

A2
BOOK DROP-OFF CHUTE WALL SECTION
1/2" = 1'-0"

2

A2

ROD AND CAULK. TYP. ALL 
AROUND. 

DEMO WITH CARE BRICK AND WALL 
ASSEMBLY TO ACCCOMMODATE NEW 
CHUTE. REFER TO MANUFACTURERS 
INSTRUCTIONS. 

PROVIDE PT WOOD AROUND AS 
PER MANUFACTURER 
INSTRUCTIONS. PROVIDE SHIMS 
AS REQ.

KWIKDROP EXTERIOR #15-8951. 
REFER TO MANUFACTURER 
INSTALL INSTRUCTIONS.

CHUTE HEIGHT

MAX 47" / MIN 42" ABV GRADE

SPRAY FOAM AROUND OPENING. 
TIE AIR AND VAPOUR BARRIER 
INTO SPRAY FOAM. LAP AND SEAL 
WITH EXISTING. TYP.

PATCH AND REPAIR GB AROUND 
OPENING TO MATCH ADJACENT.

- 5" REINFORCED CONCRETE SIDEWALK AS PER 
CITY OF WINNIPEG STANDARD SPEC.
- 3/8" REINGFORCED BARS @ 12" O.C. BOTH WAYS
- SAW-CUTS AT 5'-0" O.C. ±
- MIN 4" COMPACTED GRANULAR BASE

3" ASPHALT. SEE SPEC

REFER TO DRAWINGS

NOTE: LIGHT DUTY ASPHALT IS USED IN PARKING 
LOT STAKLLS TO MEET OR EXCEED CITY OF 
WINNIPEG STANDARDS.

4" COMPACTED GRANULAR BASE
- 3/4" Ø CRUSHED 

LIMESTONE

- 8" COMPACTED GRANULAR BASE ON 
GEO-TEXTILE FABRIC

- 1 1/2" Ø CRUSHED LIMESTONE

NOTE: LIGHT DUTY CONCRETE FOR SIDEWALKS 
TO MEET OR EXCEED CITY OF WINNIPEG 
STANDARDS.

TEXTURED CONCRETE WARNING 
INSERT - ACCEPTABLE PRODUCT 
ARMORTILE REPLACEABLE 
CAST-IN-PLACE TACTILE - 
COLOUR YELLOW.

5'-0"

3'-0" 3'-0"
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PLAN

ELEVATION

CONCRETE CURB AS PER CITY OF 
WINNIPEG STANDARDS

TYPICAL LIGHT DUTY CONCRETE DETAIL
2" = 1'-0"

7

A2
TYPICAL LIGHT DUTY ASPHALT DETAIL
2" = 1'-0"

8

A2
TYPICAL CURB LET-DOWN DETAIL
1/2" = 1'-0"

9

A2

ENLARGED BOOK CHUTE DETAIL
2" = 1'-0"

6

A2

A2


