
ASSET TO BE LINED

- REMOVE EXISTING KNIFE GATE 
PRIOR TO LINING. 

- REINSTALL EXISTING KNIFE GATE 
VALVE WITH A NEW GASKET AND 
HARDWARE AFTER COMPLETION OF 
LINING

ASSET TO BE LINED

PUMPING STATION:
- ACCESS PUMPING THROUGH 
EXISTING HATCHES
- SECURE ACCESS HATCH WHEN 
NOT ON SITE
- IF REQUIRED, INSTALL NEW 
GASKETS AND HARDWARE 
WHEN REINSTALLING ROOF 
HATCHES

BID OPPORTUNITY 261-2017
SEWER ASSET: S-MA70019746 (BARKER BLVD)
BARKER PUMPING STATION MODIFICATIONS



DRAFT
CITY OF WINNIPEG

2016 CIPP SEWER REHABILITATION

RIVER AV S-MA70004357
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Force main discharge location 
2x 300 mm FM to 600 mm WWS

Lane Closure Restrictions:

-  Maintain 2 lanes on River Ave. at 
Clarke St.

-  Maintain 2 through lanes on River 
Ave. at Donald St. 

- WB to NB turn lane onto Donald St. 
may be closed for lining operation.

Pump by-pass flow 
from manhole 
upstream of lining 
operation to 
adjacent combined 
sewer manhole.

Minimum firm 
pumping capacity is 
242 L/s

Approx. 300 m of 
600 mm WWS

WB to NB turn 
lane onto 
Donald St. may 
be closed for 
lining operation.

Flow from Jessie Pump Station

NOTE: Manhole 
modifications 
requireing removal 
of pavement are 
not permitted

By-pass flow

WWS S-MA70004357: 
Liner to be installed using 
water inversion methods.

WWS MH:
S-MH7005718

Combined Sewer MH:
S-MH60017519


