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EXHAUST FAN C/W HOOD;
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INTAKE LOUVER C/W 
UPTURNED ELBOW;
SEE MECH
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A504

ADHERED MEMBRANE 
FLASHING STRIP OVER JAMB 

FRAMING

PREFINISHED METAL JAMB FLASHING

50

~ 
6

SEALANT & BACKER ROD TYP

WATER RESISTIVE BARRIER; LAP 
MEMBRANE FLASHING MIN 100mm

MEMBRANE FLASHING STRIP

SEALANT & 
BACKER ROD TYP

 LOUVER/DAMPER 
AS INDICATED; SEE 

MECH

INTERIOR 
ENCLOSURE/ELBOW AS 

INDICATED; SEE MECH

EXTERIOR HOOD AS 
INDICATED; SEE MECH

LINE OF SILL/HEAD FLASHING

PT WOOD BLOCKING; FILL 
BLOCKING SPACE WITH LOW 
EXPANDING FOAM SEALANT

*NOTE: WOOD CLADDING 
DETAIL SIM.

PREFINISHED METAL HEAD 
FLASHING; UP WALL MIN 
100mm

ADHERED MEMBRANE 
FLASHING STRIP BEHIND 
FLASHING; UP WALL MIN 
200mm

RETURN ADHERED 
MEMBRANE FLASHING INTO 

OPENING

WATER RESISTIVE BARRIER 
MEMBRANE; LAP MEMBRANE 
FLASHING STRIP & METAL FLASHING 
MIN 100mm

SEALANT & BACKER ROD TYP

LINTEL; REFER TO STRUCTURAL

JAMB FLASHING BEYOND; 
EXTEND HEAD FLASHING 
OVER JAMB FLASHING

SEALANT & BACKER ROD TYP

LOUVER/DAMPER 
AS INDICATED; SEE 

MECH

INTERIOR 
ENCLOSURE/ELBOW AS 

INDICATED; SEE MECH

PT WOOD BLOCKING; FILL 
BLOCKING SPACE WITH LOW 
EXPANDING FOAM SEALANT

PREFINISHED METAL SILL 
FLASHING

ADHERED MEMBRANE 
FLASHING STRIP BEHIND 
FLASHING; DOWN WALL MIN 
100mm

RETURN ADHERED 
MEMBRANE FLASHING INTO 

OPENING LAP ADHERED MEMBRANE 
FLASHING STRIP OVER WATER 
RESISTIVE BARRIER MIN 
100mm

PT WOOD BLOCKING; FILL 
BLOCKING SPACE WITH LOW 
EXPANDING FOAM SEALANT

INTERIOR HOOD AS INDICATED; 
SEE MECH

*NOTE: WOOD CLADDING 
DETAIL SIM.
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MAIN FLOOR CEILING PLAN1
LIGHT FIXTURE SCHEDULE (SEE ELEC):
A - EXTERIOR / DAMP RATED LINEAR FIXTURE WITH POLYCARBONATE LENS 
B - 150x150mm RECESSED FIXTURE
C - LINEAR LED FIXTURE W/ FROSTED LENS
WS - EXTERIOR WALL PACK

LIGHT FIXTURE INSTALLATION NOTES:
• INSTALL TYPE 'A' FIXTURE TO UNDERSIDE OF ROOF TRUSS
• INSTALL TYPE 'WS' FIXTURE ON METAL CLADDING; PROVIDE PREFIN MTL 

CLOSURE/TRIM TO MATCH CLADDING
 1 : 5

PLAN DETAIL - TYPICAL MECHANICAL PENETRATION2

 1 : 5A151

SECTION DETAIL - TYPICAL MECHANICAL PENETRATION3

U/S OF SOFFIT TO BE AT SAME HEIGHT ON ALL 
SIDES; CONTRACTOR TO PROVIDE FURRING AS 

REQUIRED TO CREATE EQUAL SOFFIT DEPTH 
THROUGHOUT.  REFER TO DETAILS ON A502, A504 

& A505 FOR DETAILS
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