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RE-GRADE PAVING STONES

REMOVE EXISTING CONCRETE

SIDEWALK. CONSTRUCT BARRIER

CURB AND 100mm SIDEWALK WITH

BLOCKOUTS (AS PER DETAIL)
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SALVAGE EXISTING TREE GRATE.

CONSTRUCT REINFORCED TREE WELL

CURB AND RE-INSTALL ADA COMPLIANT

CAST IRON GRATE (AS PER DETAIL)
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CAUTION - GAS

CAUTION - MTS
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PAVERS SET ONTO LEVEL SAND BED

TYPICAL CROSS SECTION

N.T.S.

EXISTING PAVEMENT

20M VERTICAL DEFORMED

BAR @ 600 O.C.

10M LONGITUDINAL DEFORMED

BAR REF SD-205

2% CROSSFALL

BUILDING FACE
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VARIES

CONTRACTOR TO VERIFY

DEPTH OF LIP TO

ACCOMODATE TREE

WELL GRATE

C.I.P. CONCRETE TREE WELL CURB

WITH MIN. 50mm LIP, POURED INTEGRAL

WITH SIDEWALK

EXISTING TREE

EXISTING TOP SOIL

10M LONGITUDINAL

DEFORMED BARS

CONTINUOUS AROUND

TREE WELL
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TYPICAL TREE WELL AT EXISTING TREE - PLAN VIEW
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3 ROWS PAVING BAND -

ENDICOTT CLAY PAVER

DARK IRONSPOT

1 ROW PAVING BAND -

HOLLAND CONCRETE PAVER
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CURB & GUTTER INLET 2 m W. OF E. LIMIT
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THAT THE GIVEN LOCATIONS ARE EXACT.

BEFORE PROCEEDING WITH CONSTRUCTION.

OBTAINED FROM THE INDIVIDUAL UTILITIES

LOCATION OF ALL SERVICES MUST BE

CONFIRMATION OF EXISTENCE AND EXACT

SUPR. U/G STRUCTURES

THAT ALL EXISTING UTILITIES ARE SHOWN OR

AVAILABLE. BUT NO GUARANTEE IS GIVEN

SHOWN ARE BASED ON THE BEST INFORMATION

LOCATION OF UNDERGROUND STRUCTURES AS

UNDERGROUND STRUCTURES

LOCATION APPROVED

LDS/WWS

ELEVATIONS

RAMP CURB

LEGEND - PLAN

SURVEY BAR

PROPERTY LINE

EXISTING PROPOSEDLEGEND - PLAN EXISTING

WATERMAIN
VALVE

HYDRANT

EXISTINGPROPOSED PROPOSED

COMMITTEE

NOTE:
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CURB INLET

MANHOLE
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WARNING
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173 MCDERMOT AVE

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE

USED FOR EXCAVATION ON THIS PROJECT THE

CONTRACTOR MUST:

1)OBTAIN CLEARANCE FROM THE GAS UTILITY PRIOR

TO EXCAVATION.

2)TAKE PRECAUTION TO AVOID DAMAGE TO GAS

UTILITY INSTALLATIONS.

SEE PROVINCIAL REGULATION 210/72 FOR DETAILS

1) CURB REPLACEMENT AS DIRECTED  BY THE CONTRACT

ADMINISTRATOR.

2) ALL STREET RADIUS CURB UNDER 15M RADIUS SHALL BE

REPLACED AS MODIFIED OR AS DIRECTED BY THE CONTRACT

ADMINISTRATOR.

3) PAVEMENT REPAIRS SHOWN ARE ONLY A     REPRESENTATIVE

SAMPLE OF THE TENDERED QUANTITIES

4) ASPHALT TIE-INS ON APPROACHES TO BE DETERMINED IN

THE FIELD BY THE CONTRACT  ADMINISTRATOR.

5) ALL BULLNOSES TO HAVE SLOPED FACE.

 BID OPPORTUNITY NO. 285-2017

TOFROM 165 MCDERMOT AVE

231.000

HYDRO/STREET LIGHT

MTS

LEGEND - PLAN

ASPHALT

TREE

CONCRETE SIDEWALK

PAVING STONE

UTILITY MAN HOLE

SUBMIT FOR PLAN APPROVAL1. J.D.17/03/27

G.K.
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