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DETAIL D: BUS STOP #60027 BOARDING PLATFORM WITH SHELTER AT DEVOS ROAD

1
.
0
0

N.T.S.

3
.
7
0

3
.
3
5

3
.
5
0

1
0
.
5
5

0.30

EXISTING PROPERTY LINE

1
.
5
0

1
.
0
0

1
.
5
0

1
.
5
0

0
.
1
5

1
.
0
0

R3.5

PROPOSED ASPHALT BIKE PATH

PROPOSED CONCRETE PAVEMENT WIDENING

DIRECTION OF TRAFFIC

PROPOSED ASPHALT OVERLAY

PAVEMENT MARKINGS

0.15 WIDE WHITE LINES

WITH 0.30 SEPARATION

(BY OTHERS)

PROPOSED SPLASH STRIP

PROPOSED BIKE LANE

PROPOSED SPLASH STRIP

GRASS

EXISTING BACK

OF CURB

PROPOSED CONCRETE PAVEMENT WIDENING

5.00

2
.
0
0

V
A

R
I
E

S

V
A

R
I
E

S

0
.
6
0

0
.
1
5

0
.
3
0

1
1
.
4
0

DETECTABLE WARNING SURFACE TILE

D

E

V

O

S

 

R

O

A

D

EXISTING CONCRETE SIDEWALK

1

.

0

0

1

5

0

°

1
.
7
0
 
T

Y
P

PROPOSED CONCRETE SIDEWALK

5

%

2

.

1

0

EXISTING BACK

OF CURB

INTERLOCKING PAVING STONES

HOLLAND STONE - CHARCOAL

HERRING BONE PATTERN

1
.
5
0

DETAIL E: BOARDING PLATFORM AT SOUTHBOUND PEMBINA HIGHWAY AND DEVOS ROAD
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