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Extent of new timber edging
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Remove existing stump min
600 mm below ground

Remove existing stump min
600 mm below ground

Approximate extent of work

Remove existing chain link
fence as indicated

Remove existing swingsets (2)
and sand (45 SM)

Protect existing trees

Extent of new compacted
gravel pathway

Remove existing
baffle gate

Remove sandbox timbers and 
sand (15 SM)

Remove existing baffle gate

Existing fence (protect from 
damage)

Remove existing sidewalk
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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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