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Magas Memorial Park Playground 
Gate Details

M.100-7

356-2017

534 Regent Avenue East

DESIGNED BY

DRAWN BY

CHECKED  BY

APPROVED BY

DATE

DRAWING  NO.

CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY 
DISCREPANCIES TO CONTRACT ADMINISTRATOR PRIOR TO 
CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS 
SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE BUT 
NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE 
SHOWN OR THAT THE GIVEN LOCATIONS ARE EXACT. 
CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL 
SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES 
BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and 
Development Department
Urban Design Division
Unit 15 - 30 Fort Street, 
Winnipeg, MB, (R3C 4X5)

DATE

HORIZ.  SCALE

VERT.  SCALE

MANAGER,
URBAN DESIGN DIVISION

DRAWING TITLE

SITE ADDRESS

DATEMANAGER,
PARK AND OPEN SPACES

BID OPPORTUNITY NO.

Notes:

1. All dimensions are in millimeteres 
(mm)

2. Confirm gate width on site prior to 
fabrication of gate frame

3. All wood to be pressure treated 
(GREEN)

4. All ends and cuts to be treated with 
clear-coat preservative rated for 
above ground applications

5. All hardware to be ACQ approved

6. Set posts vertical and plumb

7. All chain link components to be 
galvanized

300mm (12") drop latch c/w steel sleeve
embedded in concrete pad on compacted 150 mm

depth 19mm (3/4") crushed limestone down.

Heavy duty spring-loaded plastic 
gate wheels

Heavy duty galvanized or stainless 
steel J-bolt fastened to posts with 
min. 12mm (1/2") lag bolts.

OUTSIDE

150mm x 150mm PT posts 
installed min. 1800mm below 
grade in 300mm dia. hole 
backfilled 19mm (3/4") crushed 
limestone down installed in 
compacted lifts INSIDE

Non-woven geotextile

100mm Galvanized hasp and loop 
for padlock welded onto frame

1219 mm (48") galvanized 50mm 
chain link mesh

64 mm (2.5") tamper-proof ACQ compatable
screws

9.5mm x 63mm (3/8" x 2.5") galvanized lag screw
and washer - predrilled

100mm (4") galvanized L-brackets at each 
corner of frame fastened with 50mm (2)" ACQ 
compatable screws

Gate frame from pressure 
treated 38mm x 89mm (2"x4") 
boards 

12
19

461205

18
6

Adjust height off ground so that top of gate is level with 
top of fence

Pressure treated 38mm x 
140mm (2"x4") board

Pressure treated 38mm x 
190mm (2"x8") board

3040mm (10') long pressure 
treated 38mm x 140mm (2"x6") 
board
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