
DECK EDGE

(APPROXIMATE TYP)

NOTE: GIRDER DESIGNATION SHOWN IS PER THE

ORIGINAL CONSTRUCTION DRAWINGS "GIRDER

E1-2 No.1" I.E. SUPPORT UNITS TO EITHER END

OF THE GIRDER, FOLLOWED BY GIRDER No.

COUNTED FROM "1" AT WEST LIMIT OF BRIDGE

TO "7" AT EAST LIMIT OF BRIDGE

CAST-IN-PLACE

POST-TENSIONED

INTERMEDIATE

CONCRETE

DIAPHRAGMS (TYP)
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REPAIR LOCATION PLAN

SOUTHBOUND AND NORTHBOUND BRIDGES (WEST AND EAST STRUCTURES)

SCALE 1:400

EXISTING ORNAMENTAL  FENCE

WITH LOCKED AND GATED

ACCESS EXTENTS (TYP @

NORTH ABUTMENTS)

WORK ZONE 1:

SOUTH ABUTMENT AND NEARBY

GIRDERS AND DECK SOFFIT OF

WEST STRUCTURE
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WORK ZONE 3:

NORTH ABUTMENT AND NEARBY

GIRDERS AND DECK SOFFIT OF

WEST STRUCTURE

PROPERTY

LINE (TYP)

POTENTIAL

LAYDOWN

AND ACCESS

WORK ZONE 2:

SOUTH ABUTMENT AND

NEARBY GIRDERS AND DECK

SOFFIT OF EAST STRUCTURE

WORK ZONE 4:

NORTH ABUTMENT AND NEARBY

GIRDERS AND DECK SOFFIT OF

EAST STRUCTURE

EXISTING CHAIN-LINK

FENCE WITH LOCKED

AND GATED ACCESS

EXTENTS (TYP @ SOUTH

ABUTMENTS)
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POTENTIAL ACCESS VIA

WELLINGTON CRESCENT

POTENTIAL

LAYDOWN
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SCALE: 1:50

MARYLAND BRIDGES GIRDERS E1-2, E5-6, W1-2, W5-6

TYPICAL END GIRDER ELEVATION
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SCALE: 1:20

SECTION - GIRDER
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SCALE: 1:20

SECTION  - END DIAPHRAGM AND GIRDERS
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SCALE: 1:20

SECTION - END DIAPHRAGM
D

-

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

LOCATION APPROVED
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LOCATION PLAN & GENERAL

ARRANGEMENT
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1

ESTIMATED QUANTITIES BY MAINTENANCE WORK TYPE & WORK ZONE NUMBER

TYPE 1 (each)

(HANDRAIL CURB

DELAM AND

SPALLING)

TYPE 2 (m²)
(DECK SOFFIT DELAM)

TYPE 3 (m²)
(LOW BACKWALL

COVER)

TYPE 4 (m²)
(GIRDER END

SPALLING)

TYPE 5 (m²)
(GIRDER SOFFIT

DELAM AND SPALLING

AT SHEAR BLOCK)

TYPE 6 (m²)
(END DIAPHRAGM

DELAM)

TYPE 7 (m²)
(GIRDER SIDES

DELAM)

TYPE 8 (m²)
(SHEAR BLOCK

DELAM)

TYPE 9 (m²)
(FULL HEIGHT GIRDER

DELAM)

DEFECT ZINC DEFECT ZINC DEFECT ZINC DEFECT ZINC DEFECT ZINC DEFECT ZINC DEFECT ZINC DEFECT ZINC DEFECT ZINC

WORK ZONE 1

(SW ABUTMENT)

1.10 1.50 0.15 13.00 0.10 1.00 0.75 10.60

WORK ZONE 2

(SE ABUTMENT)

2.40 8.50 1.10 1.50 0.10 11.00 0.10 0.50 0.90 2.70 0.50 3.00 0.30 1.30

WORK ZONE 3

(NW ABUTMENT)

5 0 1.90 6.30 0.35 11.00 0.70 2.10 0.90 3.00 0.10 1.30

WORK ZONE 4

(NE ABUTMENT)

5 0 0.10 1.00 0.10 11.00 0.10 0.50 0.10 3.00 0.40 2.60
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